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	Spec
	CR
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	Meeting-2nd-Level

	C1-091088
	Correction of non UE detectable emergency call procedures
	24.229
	2438
	7
	F
	Rel-8
	IMSProtoc2
	C1-57

	C1-090991
	Re-selection of S-CSCF during Terminating and Originating Procedures
	24.229
	2508
	1
	F
	Rel-8
	IMSProtoc2
	C1-57

	C1-090992
	Outbound with IMS AKA
	24.229
	2514
	1
	F
	Rel-8
	IMSProtoc2
	C1-57

	C1-091041
	Registration procedure at the S-CSCF
	24.229
	2515
	2
	F
	Rel-8
	IMSProtoc2
	C1-57

	C1-091085
	P-CSCFprocessing 200 (OK)
	24.229
	2516
	3
	F
	Rel-8
	IMSProtoc2
	C1-57

	C1-091111
	Multiple de-registrations
	24.229
	2517
	4
	F
	Rel-8
	IMSProtoc2
	C1-57

	C1-090997
	Instance-ID in INVITE
	24.229
	2519
	1
	F
	Rel-8
	IMSProtoc2
	C1-57

	C1-090042
	Multiple contact addresses
	24.229
	2520
	-
	F
	Rel-8
	IMSProtoc2
	C1-57

	C1-090201
	Cleanup inclusion of draft-ietf-sip-body-handling in the profile tables
	24.229
	2527
	-
	F
	Rel-8
	IMSProtoc2
	C1-57

	C1-090999
	Addressing privacy requirement for emergency calls
	24.229
	2530
	1
	F
	Rel-8
	IMSProtoc2
	C1-57

	C1-091024
	Correction of registration duration value
	24.229
	2537
	1
	F
	Rel-8
	IMSProtoc2
	C1-57

	C1-090377
	Miscellaneous corrections to Annex B
	24.229
	2541
	-
	F
	Rel-8
	IMSProtoc2
	C1-57

	C1-091122
	Deterministic behaviour for Call Forwarding
	24.229
	2546
	4
	F
	Rel-8
	IMSProtoc2
	C1-57

	C1-090534
	Alignment of authentication parameter terminology
	24.229
	2555
	-
	F
	Rel-8
	IMSProtoc2
	C1-57

	C1-090535
	Use of access-class and access-type constructs in the P-Access-Network-Info header field
	24.229
	2556
	-
	F
	Rel-8
	IMSProtoc2
	C1-57

	C1-090537
	P-Served-User header field corrections (profile)
	24.229
	2558
	-
	F
	Rel-8
	IMSProtoc2
	C1-57

	C1-090539
	Editiorial consistency and best practice
	24.229
	2560
	-
	D
	Rel-8
	IMSProtoc2
	C1-57

	C1-091121
	Correction to Annex A /P-Access-Network-Info
	24.229
	2578
	3
	F
	Rel-8
	IMSProtoc2
	C1-57

	C1-091084
	Correction to Annex A /P-User-Database header
	24.229
	2579
	2
	F
	Rel-8
	IMSProtoc2
	C1-57

	C1-091078
	Routeing B2BUA transparency
	24.229
	2582
	2
	F
	Rel-8
	IMSProtoc2
	C1-57

	C1-091013
	Call release by P-CSCF- Editorial correction
	24.229
	2583
	1
	D
	Rel-8
	IMSProtoc2
	C1-57


