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	24.302
	0066
	-
	Rel-8
	Alignment of text for ANDSF and PLMN selection interaction
	F
	C1-59
	C1-092546
	SAES

	24.302
	0068
	1
	Rel-8
	APN information in IKE messages
	F
	C1-59
	C1-092889
	SAES

	24.302
	0067
	-
	Rel-8
	Applicability of ANDSF policies/information for UE in VPLMN
	F
	C1-59
	C1-092547
	SAES

	24.302
	0076
	1
	Rel-8
	Attach to untrusted network correction
	F
	C1-60
	C1-093835
	SAES

	24.302
	0037
	5
	Rel-8
	Clarifications on UE procedures
	F
	C1-59
	C1-093185
	SAES

	24.302
	0062
	1
	Rel-8
	Correcting ambiguity of EPC network selection for WLAN as a non-3GPP access
	F
	C1-59
	C1-092884
	SAES

	24.302
	0065
	1
	Rel-8
	Correction on how UE uses ANDSF information in Annex A
	F
	C1-59
	C1-092888
	SAES

	24.302
	0060
	2
	Rel-8
	Corrections and clarifications on identity usage
	F
	C1-59
	C1-092893
	SAES

	24.302
	0071
	2
	Rel-8
	Corrections in IP Mobility Mode selection
	F
	C1-59
	C1-093144
	SAES

	24.302
	0077
	2
	Rel-8
	Corrections to sending of IPMS indication
	F
	C1-60
	C1-093978
	SAES

	24.302
	0070
	-
	Rel-8
	Editorial corrections to subclause 7.2.2
	F
	C1-59
	C1-092582
	SAES

	24.302
	0056
	5
	Rel-8
	Handover of multiple PDN connections to one APN
	F
	C1-60
	C1-093977
	SAES

	24.302
	0069
	1
	Rel-8
	IP address allocation during IPsec tunnel establishment procedure
	F
	C1-59
	C1-092890
	SAES

	24.302
	0072
	4
	Rel-8
	PCO handling on PMIP based interfaces
	F
	C1-60
	C1-093886
	SAES

	24.302
	0061
	1
	Rel-8
	Periodic network selection attempts for non-3GPP accesses
	F
	C1-59
	C1-092882
	SAES


