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	CR
	Rev
	Phase
	Subject
	Cat
	Meeting-2nd-Level
	Doc-2nd-Level
	WorkItem

	24.229
	2816
	1
	Rel-8
	Profile table correction on the support of security mechanism
	F
	C1-60
	C1-093765
	IMSProtoc2

	24.229
	2817
	1
	Rel-9
	Profile table correction on the support of security mechanism
	A
	C1-60
	C1-093766
	IMSProtoc2

	24.229
	2744
	-
	Rel-8
	Reference update for draft-montemurro-gsma-imei-urn
	F
	C1-59
	C1-092659
	IMSProtoc2

	24.229
	2745
	-
	Rel-9
	Reference update for draft-montemurro-gsma-imei-urn
	A
	C1-59
	C1-092660
	IMSProtoc2

	24.229
	2758
	1
	Rel-8
	Re-INVITE for precondition status indication
	F
	C1-59
	C1-093010
	IMSProtoc2

	24.229
	2759
	1
	Rel-9
	Re-INVITE for precondition status indication
	A
	C1-59
	C1-093011
	IMSProtoc2

	24.229
	2709
	1
	Rel-8
	Require with the option-tag "outbound"
	F
	C1-59
	C1-092991
	IMSProtoc2

	24.229
	2710
	1
	Rel-9
	Require with the option-tag "outbound"
	A
	C1-59
	C1-092992
	IMSProtoc2

	24.229
	2703
	-
	Rel-8
	Routing procedure
	F
	C1-59
	C1-092500
	IMSProtoc2

	24.229
	2704
	-
	Rel-9
	Routing procedure
	A
	C1-59
	C1-092501
	IMSProtoc2

	24.229
	2719
	1
	Rel-8
	S-CSCF not supporting Outbound registration
	F
	C1-59
	C1-093001
	IMSProtoc2

	24.229
	2720
	1
	Rel-9
	S-CSCF not supporting Outbound registration
	A
	C1-59
	C1-093002
	IMSProtoc2

	24.229
	2701
	1
	Rel-8
	The “comp” parameter
	F
	C1-60
	C1-093701
	IMSProtoc2

	24.229
	2702
	1
	Rel-9
	The “comp” parameter
	A
	C1-60
	C1-093702
	IMSProtoc2

	24.229
	2814
	2
	Rel-8
	Use of ports for SIP between UE and P-CSCF
	F
	C1-60
	C1-093907
	IMSProtoc2

	24.229
	2815
	2
	Rel-9
	Use of ports for SIP between UE and P-CSCF
	A
	C1-60
	C1-093908
	IMSProtoc2

	24.229
	2707
	2
	Rel-8
	Support for keep-alive mechanism
	F
	C1-59
	C1-093038
	IMSProtoc2


