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* * * First Change * * * *

7.5.3
Cause

In a response, the Cause Value shall indicate the acceptance or the rejection of the corresponding request. The Cause value shall be included in the response message.

"Request accepted" shall be returned when an MME or an HRPD Access has accepted a request.
"Notification accepted" shall be returned when an MME or an HRPD Access has accepted a notification.

"No memory available" shall indicate that the MME or an HRPD Access does not have enough memory to use.
"System failure" shall indicate that a generic permanent error condition has occurred.

"Invalid message format", "Mandatory IE incorrect", "Mandatory IE missing" and "Optional IE incorrect" shall indicate protocol errors as described in the section on Error handling.
Refer to 3GPP TS 29.274 [6] for the encoding of this Information Element.
Table 7.5.3-1 Cause Values used on the S101 Interface
	Message Type
	Cause value 

(decimal)
	Meaning

	
	0
	Reserved. Shall not be sent and if received the Cause shall be treated as an invalid IE

	Request
	
	

	
	1-15
	Spare. This value range is reserved for Cause values in a request message

	Acceptance Response
	16
	Request accepted

	
	17
	Request accepted partially

	
	18
	Notification accepted

	
	19-63
	Spare. This value range is reserved for Cause values in acceptance response message

	Rejection Response
	64
	Context Non Existent/Found

	
	65
	Invalid Message Format

	
	66
	Spare

	
	67
	Invalid length

	
	68
	Service not supported

	
	69
	Mandatory IE incorrect

	
	70
	Mandatory IE missing

	
	71
	Optional IE incorrect

	
	72
	System failure

	
	73
	No resources available

	
	74
	No memory available

	
	75-255
	Spare. This value range is reserved for Cause values in rejection response message


NOTE:
In the first release of the present document the value of the length field of this IE is 1 for cause values without "offending IE", and 4 + the length of the offending IE for those including it. In future releases of the specification additional octets may be specified. The legacy receiving entity simply ignores the unknown octets and values in the spare bits.
* * * End of Changes * * * *

