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 4.3.3
List of states for location registration (figure 3)

The states are entered depending on responses to location registration (LR) requests. Independent update states exist for GPRS and for non-GPRS operation in MSs capable of GPRS and non-GPRS services. 

L1
Updated ‑ The MS enters this state if an LR request is accepted. The update status is set to "updated". The GPRS and the non-GPRS update state of a MS may enter "updated" as a result of combined signalling or as a result of individual signalling depending on the capabilities of the network.

L2
Idle, No IMSI ‑ The MS enters this state if an LR request is rejected with cause:


a)
IMSI unknown in HLR;


b)
illegal ME;


c)
illegal MS;


d)
GPRS services and non-GPRS services not allowed,


or if there is no SIM. All update states of a MS enter this state regardless whether received by individual or combined signalling for events b) and c). Event a) has no influence on the GPRS update state. Events b) and c) result in "Roaming not allowed" for the GPRS and/or non-GPRS update status depending on the specific location registration procedure.  Event d) results in "Roaming not allowed" for the GPRS update state.


If a SIM is present, the non-GPRS update status of the SIM is set to "Roaming not allowed".

L3
Roaming not allowed ‑ The MS enters this state if it receives an LU reject message with the cause:


a)
PLMN not allowed;


b)
Location area not allowed;



c)
Tracking area not allowed;

d)
Roaming not allowed in this location area;


e)
Roaming not allowed in this tracking area;



f)
GPRS services not allowed in this PLMN;


g)
No Suitable Cells In Location Area;


h)
No Suitable Cells In Tracking Area;

i)  Not authorized for this CSG.

Except from event f) all update states of the MS are set to "Roaming not allowed" regardless whether received by individual or combined signalling. Event f) results in "Roaming not allowed" for the GPRS update state only. Event f) has no influence on the non-GPRS update state.
The behaviour of the MS in the roaming not allowed state is dependent on the LR reject cause as shown in table 2 in clause 5. Additionally:

-
in automatic mode, "PLMN not allowed", "Roaming not allowed in this location area" and "Roaming not allowed in this tracking area" cause the Automatic Network Selection procedure of subclause 4.4.3.1.1 to be started; it is also caused by "GPRS services not allowed in this PLMN" when received by a GPRS MS operating in MS operation mode C;

-
in manual mode, "PLMN not allowed" and "Roaming not allowed" cause the Manual Network Selection procedure of subclause 4.4.3.1.2 to be started; it is also caused by "GPRS services not allowed in this PLMN" when received by a GPRS MS operating in MS operation mode C.

L4
Not updated ‑ The MS enters this state if any LR failure not specified for states L2 or L3 occurs, in which cases the MS is not certain whether or not the network has received and accepted the LR attempt. The non-GPRS update status on the SIM and/or the GPRS update status are set to "not updated" depending on the specific location registration procedure and their outcome.

NOTE
This clause does not describe all the cases. For more details refer to 3GPP TS 24.008 [23]
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