Page 1



3GPP TSG-CT Meeting #47
(
CP-100157
Vienna, Austria, 17-19 March 2010

	CR-Form-v9.6

	CHANGE REQUEST

	

	(

	24.167
	CR
	0051
	(

rev
	1
	(

Current version:
	9.0.0
	(


	

	For HELP on using this form look at the pop-up text over the (
 symbols. Comprehensive instructions on how to use this form can be found at http://www.3gpp.org/specs/CR.htm.

	


	Proposed change affects:
(

	UICC apps(

	
	ME
	X
	Radio Access Network
	
	Core Network
	X


	

	Title:
(

	Correct terminating domain selection for IMS voice UEs

	
	

	Source to WG:
(

	Vodafone 

	Source to TSG:
(

	Vodafone

	
	

	Work item code:
(

	TEI9
	
	Date: (

	05/03/2010

	
	
	
	
	

	Category:
(

	F
	
	Release: (

	Rel-9

	
	Use one of the following categories:
F  (correction)
A  (corresponds to a correction in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
R99
(Release 1999)
Rel-4
(Release 4)
Rel-5
(Release 5)
Rel-6
(Release 6)
Rel-7
(Release 7)
Rel-8
(Release 8)
Rel-9
(Release 9)
Rel-10
(Release 10)

	
	

	Reason for change:
(

	In oder to terminate voice calls over IMS, the network must be aware of whether the terminating UE is in a routing or tracking area capable of voice over IMS. Since the ISR and not sending a routing area update if GERAN and UTRAN share a routing area can cause the network to be unware of whether a voice over IMS call can be terminated, these features must be disabled. Such disabling must be under operator control because it is not needed in all network configurations. 

	
	

	Summary of change:
(

	A leaf is added to control disabling of ISR and not performing a routing area update at intersystem change between UTRAN and GERAN when the RA is the same for both RATs. 

	
	

	Consequences if 
(

not approved:
	Failure terminating calls via IMS. 

	
	

	Clauses affected:
(

	2, 3, 4, 5.31 (new), Annex A

	
	

	
	Y
	N
	
	

	Other specs
(

	X
	
	 Other core specifications
(

	23.401 CR 1465, 23.060 CR 1053

	affected:
	
	X
	 Test specifications
	

	
	
	X
	 O&M Specifications
	

	
	

	Other comments:
(

	


*** Change *** 
2
References

The following documents contain provisions which, through reference in this text, constitute provisions of the 3GPP IMS Management Object document.

· References are either specific (identified by date of publication, edition number, version number, etc.) or non‑specific.

· For a specific reference, subsequent revisions do not apply.

· For a non-specific reference, the latest version applies. In the case of a reference to a 3GPP document (including a GSM document), a non-specific reference implicitly refers to the latest version of that document in the same Release as the present document.

[1]
3GPP TR 21.905: "Vocabulary for 3GPP Specifications".

[2]
3GPP TS 23.003: "Numbering, addressing and identification".

[3]
3GPP TS 23.221: "Architectural requirements".
[4]
3GPP TS 23.228: "IP Multimedia Subsystem (IMS); Stage 2".
[5]
3GPP TS 24.229: "Internet Protocol (IP) multimedia call control protocol based on Session Initiation Protocol (SIP) and Session Description Protocol (SDP); Stage 3".
[5a]
3GPP TS 24.341: "Support of SMS over IP networks; Stage 3".
[6]
Void.

[7]
Void.

[8]
RFC 1123: "Requirements for Internet Hosts -- Application and Support".

[9]
Void.
[10]
3GPP TS 31.102: "Characteristics of the USIM application".

[11]
3GPP TS 31.103: "Characteristics of the IP Multimedia Services Identity Module; (ISIM) Application".
[12]
OMA-ERELD-DM-V1_2-20070209-A : "Enabler Release Definition for OMA Device Management, Version 1.2".

[13]
Void.
[14]
3GPP TS 23.221: " Architectural requirements".

[15]
3GPP TS 24.301: " Non-Access-Stratum (NAS) protocol for Evolved Packet System (EPS); Stage 3".

[16]
3GPP TS 24.292: "IP Multimedia (IM) Core Network (CN) subsystem Centralized Services (ICS); Stage 3".
[xy]
3GPP TS 24.008: "Mobile Radio Interface Layer 3 specification; Core Network Protocols; Stage 3".
3
Definitions and abbreviations

3.1
Definitions

For the purposes of the present document, the terms and definitions given in 3GPP TR 21.905 [1] apply.
3.2
Abbreviations

For the purposes of the present document, the following abbreviations apply:

AC
Application Characteristics

CN
Core Network

CP
Client Provisioning

CSCF
Call Session Control Function

DDF
Device Description Framework

DM
Device Management
ICSI
IMS Communication Service Identifier
IMS
IP Multimedia core network Subsystem

IP
Internet Protocol

ISIM
IM Services Identity Module
ISR
Idle mode Signalling Reduction
MO
Management Object

OMA
Open Mobile Alliance

P-CSCF
Proxy – CSCF

PDP
Packet Data Protocol

SIP
Session Initiation Protocol
UE
User Equipment

USIM
Universal Subscriber Identity Module

4
3GPP IMS Management Object

The 3GPP IMS Management Object is used to manage settings of the UE for IM CN Subsystem protocols. The Management Object covers generic parameters for the IM CN subsystem. The Management Object enables the management of the settings on behalf of the end user.

The Management Object Identifier is: urn:oma:mo:ext-3gpp-ims:1.0.
Protocol compatibility: This MO is compatible with OMA DM 1.2.

The following nodes and leaf objects are possible under the 3GPP_IMS node:
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Figure 1: The 3GPP IMS Management Object

*** Change *** 
5.31
/<X>/Mobility_Management_IMS_Voice_Termination 

The Mobility_Management_IMS_Voice_Termination leaf indicates whether the UE mobility management in idle state ensures that the core network is aware of the UE capabilty to terminate IMS voice calls over a PS session. 
This leaf applies to access to the IP CN subsystem using EPS or GPRS. 
-
Occurrence: ZeroOrOne

-
Format: bool

-
Access Types: Get, Replace

-
Values: 0, 1

0 – Indicates that the UE does not adapt mobility management in idle state to ensure that the core network is aware of the UE capabilty to terminate IMS voice calls over a PS session.

1 – Indicates that the UE adapts mobility management in idle state to ensure that the core network is aware of the UE capabilty to terminate IMS voice calls over a PS session.
3GPP TS 24.008 [xy] and 3GPP TS 24.301 [15] describe the behaviour for the UE dependent on the value of the Mobility_Management_IMS_Voice_Termination leaf. 
Annex A (informative):
Management Object DDF

This DDF is the standardized minimal set. A vendor can define it’s own DDF for the complete device. This DDF can include more features than this minimal standardized version.

<?xml version="1.0" encoding="UTF-8"?>

<!DOCTYPE MgmtTree PUBLIC "-//OMA//DTD-DM-DDF 1.2//EN"

             "http://www.openmobilealliance.org/tech/DTD/DM_DDF-V1_2.dtd">
<MgmtTree>


<VerDTD>1.2</VerDTD>


<Man>--The device manufacturer--</Man>


<Mod>--The device model--</Mod>


<Node>



<NodeName>3GPP_IMS</NodeName>



<DFProperties>




<AccessType>





<Get/>




</AccessType>




<Description>3GPP IMS settings</Description>




<DFFormat>





<node/>




</DFFormat>




<Occurrence>





<OneOrMore/>




</Occurrence>




<Scope>





<Permanent/>




</Scope>




<DFTitle>The 3GPP IMS Management Object.</DFTitle>




<DFType>





<DDFName/>




</DFType>



</DFProperties>



<Node>




<NodeName>AppID</NodeName>




<DFProperties>





<AccessType>






<Get/>





</AccessType>





<DFFormat>






<chr/>





</DFFormat>





<Occurrence>






<One/>





</Occurrence>





<Scope>






<Permanent/>





</Scope>





<DFTitle>The Application ID.</DFTitle>





<DFType>






<MIME>text/plain</MIME>





</DFType>




</DFProperties>



</Node>



<Node>




<NodeName>Name</NodeName>




<DFProperties>





<AccessType>






<Get/>





</AccessType>





<DFFormat>






<chr/>





</DFFormat>





<Occurrence>






<ZeroOrOne/>





</Occurrence>





<Scope>






<Dynamic/>





</Scope>





<DFTitle>User displayable name for the node.</DFTitle>





<DFType>






<MIME>text/plain</MIME>





</DFType>




</DFProperties>



</Node>



<Node>




<NodeName>ConRefs</NodeName>




<!-- The ConRefs node starts here. -->




<DFProperties>





<AccessType>






<Get/>





</AccessType>





<DFFormat>






<node/>





</DFFormat>





<Occurrence>






<One/>





</Occurrence>





<Scope>






<Permanent/>





</Scope>





<DFTitle>A collection of network access point objects.</DFTitle>





<DFType>






<DDFName/>





</DFType>




</DFProperties>




<Node>





<NodeName/>





<DFProperties>






<AccessType>







<Get/>






</AccessType>






<DFFormat>







<node/>






</DFFormat>






<Occurrence>







<OneOrMore/>






</Occurrence>






<Scope>







<Dynamic/>






</Scope>






<DFTitle>The "name" node for a network access point object.</DFTitle>






<DFType>







<DDFName/>






</DFType>





</DFProperties>





<Node>






<NodeName>ConRef</NodeName>






<DFProperties>







<AccessType>








<Get/>








<Replace/>







</AccessType>







<DFFormat>








<chr/>







</DFFormat>







<Occurrence>








<One/>







</Occurrence>







<Scope>








<Permanent/>







</Scope>







<DFTitle>The ConRef (network access point object).</DFTitle>







<DFType>








<MIME>text/plain</MIME>







</DFType>






</DFProperties>





</Node>




</Node>



</Node>


<Node>




<NodeName>PDP_ContextOperPref</NodeName>




<DFProperties>





<AccessType>






<Get/>






<Replace/>





</AccessType>





<DFFormat>






<bool/>





</DFFormat>





<Occurrence>






<One/>





</Occurrence>





<Scope>






<Permanent/>





</Scope>





<DFTitle>Indication of the operator's preference for a dedicated PDP context for IMS signalling.</DFTitle>





<DFType>






<MIME>text/plain</MIME>





</DFType>




</DFProperties>



</Node>



<Node>




<NodeName>P-CSCF_Address</NodeName>




<DFProperties>





<AccessType>






<Get/>






<Replace/>





</AccessType>





<DFFormat>






<chr/>





</DFFormat>





<Occurrence>






<ZeroOrOne/>





</Occurrence>





<Scope>






<Dynamic/>





</Scope>





<DFTitle>The address of the P-CSCF.</DFTitle>





<DFType>






<MIME>text/plain</MIME>





</DFType>




</DFProperties>



</Node>



<Node>




<NodeName>Timer_T1</NodeName>




<DFProperties>





<AccessType>






<Get/>






<Replace/>





</AccessType>





<DFFormat>






<int/>





</DFFormat>





<Occurrence>






<One/>





</Occurrence>





<Scope>






<Permanent/>





</Scope>





<DFTitle>RFC 3261, timer T1.</DFTitle>





<DFType>






<MIME>text/plain</MIME>





</DFType>




</DFProperties>



</Node>



<Node>




<NodeName>Timer_T2</NodeName>




<DFProperties>





<AccessType>






<Get/>






<Replace/>





</AccessType>





<DFFormat>






<int/>





</DFFormat>





<Occurrence>






<One/>





</Occurrence>





<Scope>






<Permanent/>





</Scope>





<DFTitle>RFC 3261, timer T2.</DFTitle>





<DFType>






<MIME>text/plain</MIME>





</DFType>




</DFProperties>



</Node>



<Node>




<NodeName>Timer_T4</NodeName>




<DFProperties>





<AccessType>






<Get/>






<Replace/>





</AccessType>





<DFFormat>






<int/>





</DFFormat>





<Occurrence>






<One/>





</Occurrence>





<Scope>






<Permanent/>





</Scope>





<DFTitle>RFC 3261, timer T4.</DFTitle>





<DFType>






<MIME>text/plain</MIME>





</DFType>




</DFProperties>



</Node>



<Node>




<NodeName>Private_user_identity</NodeName>




<DFProperties>





<AccessType>






<Get/>





</AccessType>





<DFFormat>






<chr/>





</DFFormat>





<Occurrence>






<One/>





</Occurrence>





<Scope>






<Permanent/>





</Scope>





<DFTitle>The private user identity.</DFTitle>





<DFType>






<MIME>text/plain</MIME>





</DFType>




</DFProperties>



</Node>



<Node>




<NodeName>Public_user_identity_List</NodeName>




<!-- The Public_user_identity_List node starts here. -->




<DFProperties>





<AccessType>






<Get/>





</AccessType>





<DFFormat>






<node/>





</DFFormat>





<Occurrence>






<One/>





</Occurrence>





<Scope>






<Permanent/>





</Scope>





<DFTitle>A collection of public user identity objects.</DFTitle>





<DFType>






<DDFName/>





</DFType>




</DFProperties>




<Node>





<NodeName/>





<DFProperties>






<AccessType>







<Get/>






</AccessType>






<DFFormat>







<node/>






</DFFormat>






<Occurrence>







<OneOrMore/>






</Occurrence>






<Scope>







<Dynamic/>






</Scope>






<DFTitle>The "name" node for a public user identity object.</DFTitle>






<DFType>







<DDFName/>






</DFType>





</DFProperties>





<Node>






<NodeName>Public_user_identity</NodeName>






<DFProperties>







<AccessType>








<Get/>







</AccessType>







<DFFormat>








<chr/>







</DFFormat>







<Occurrence>








<One/>







</Occurrence>







<Scope>








<Permanent/>







</Scope>







<DFTitle>The public user identity.</DFTitle>







<DFType>








<MIME>text/plain</MIME>







</DFType>






</DFProperties>





</Node>




</Node>



</Node>



<Node>




<NodeName>Home_network_domain_name</NodeName>




<DFProperties>





<AccessType>






<Get/>





</AccessType>





<DFFormat>






<chr/>





</DFFormat>





<Occurrence>






<One/>





</Occurrence>





<Scope>






<Permanent/>





</Scope>





<DFTitle>The home network domain name.</DFTitle>





<DFType>






<MIME>text/plain</MIME>





</DFType>




</DFProperties>



</Node>



<Node>




<NodeName>ICSI_List</NodeName>




<!-- The ICSI_List node starts here. -->




<DFProperties>





<AccessType>






<Get/>





</AccessType>





<DFFormat>






<node/>





</DFFormat>





<Occurrence>






<One/>





</Occurrence>





<Scope>






<Permanent/>





</Scope>





<DFTitle>A collection of IMS communication services identifier objects.</DFTitle>





<DFType>






<DDFName/>





</DFType>




</DFProperties>




<Node>





<NodeName/>





<DFProperties>






<AccessType>







<Get/>






</AccessType>






<DFFormat>







<node/>






</DFFormat>






<Occurrence>







<OneOrMore/>






</Occurrence>






<Scope>







<Dynamic/>






</Scope>






<DFTitle>The "name" node for an IMS communication services identifier object.</DFTitle>






<DFType>







<DDFName/>






</DFType>





</DFProperties>





<Node>






<NodeName>ICSI</NodeName>






<DFProperties>







<AccessType>








<Get/>








<Replace/>







</AccessType>







<DFFormat>








<chr/>







</DFFormat>







<Occurrence>








<One/>







</Occurrence>







<Scope>








<Permanent/>







</Scope>







<DFTitle>The IMS communication services  identifier.</DFTitle>







<DFType>








<MIME>text/plain</MIME>







</DFType>






</DFProperties>





</Node>





<Node>






<NodeName>ICSI_Resource_Allocation_Mode</NodeName>






<DFProperties>







<AccessType>








<Get/>








<Replace/>







</AccessType>







<DFFormat>








<bool/>







</DFFormat>







<Occurrence>








<ZeroOrOne/>







</Occurrence>







<Scope>








<Permanent/>







</Scope>







<DFTitle>Indicates whether UE initiates resource allocation for the media controlled by IM CN subsystem when a certain ICSI is used for the IMS session and when both UE and network can initiate resource allocation for IMS media.</DFTitle>







<DFType>








<MIME>text/plain</MIME>







</DFType>






</DFProperties>





</Node>




</Node>



</Node>



<Node>




<NodeName>LBO_P-CSCF_Address</NodeName>




<DFProperties>





<AccessType>






<Get/>






<Replace/>





</AccessType>





<DFFormat>






<node/>





</DFFormat>





<Occurrence>






<ZeroOrOne/>





</Occurrence>





<Scope>






<Dynamic/>





</Scope>





<DFTitle>A collection of addresses of the P-CSCF for IMS Local Breakout.</DFTitle>





<DFType>






<DDFName/>





</DFType>




</DFProperties>




<Node>





<NodeName/>





<DFProperties>






<AccessType>







<Get/>






</AccessType>






<DFFormat>







<node/>






</DFFormat>






<Occurrence>







<OneOrMore/>






</Occurrence>






<Scope>







<Dynamic/>






</Scope>






<DFTitle>The "name" node for a P-CSCF address.</DFTitle>






<DFType>







<DDFName/>






</DFType>





</DFProperties>





<Node>






<NodeName>Address</NodeName>






<DFProperties>







<AccessType>








<Get/>








<Replace/>







</AccessType>







<DFFormat>








<chr/>







</DFFormat>







<Occurrence>








<One/>







</Occurrence>







<Scope>








<Permanent/>







</Scope>







<DFTitle>The P-CSCF Address.</DFTitle>







<DFType>








<MIME>text/plain</MIME>







</DFType>






</DFProperties>





</Node>





<Node>






<NodeName>AddressType</NodeName>






<DFProperties>







<AccessType>








<Get/>








<Replace/>







</AccessType>







<DFFormat>








<chr/>







</DFFormat>







<Occurrence>








<One/>







</Occurrence>







<Scope>








<Permanent/>







</Scope>







<DFTitle>The type of P-CSCF Address.</DFTitle>







<DFType>








<MIME>text/plain</MIME>







</DFType>






</DFProperties>





</Node>




</Node>


</Node>



<Node>




<NodeName>Resource_Allocation_Mode</NodeName>




<DFProperties>





<AccessType>






<Get/>






<Replace/>





</AccessType>





<DFFormat>






<bool/>





</DFFormat>





<Occurrence>






<ZeroOrOne/>





</Occurrence>





<Scope>






<Permanent/>





</Scope>





<DFTitle>Indicates whether UE initiates resource allocation for the media controlled by IM CN subsystem for all IMS sessions not covered by any "ICSI Resource Allocation Mode" when both UE and network can initiate resource allocation.</DFTitle>





<DFType>






<MIME>text/plain</MIME>





</DFType>




</DFProperties>



</Node>


<Node>




<NodeName>Voice_Domain_Preference_EUTRAN</NodeName>




<DFProperties>





<AccessType>






<Get/>






<Replace/>





</AccessType>





<DFFormat>






<int/>





</DFFormat>





<Occurrence>






<ZeroOrOne/>





</Occurrence>





<Scope>






<Permanent/>





</Scope>





<DFTitle>Network operator’s preference for voice domain for E-UTRAN according to 3GPP TS 23.221.</DFTitle>





<DFType>






<MIME>text/plain</MIME>





</DFType>




</DFProperties>



</Node>



<Node>




<NodeName>Voice_Domain_Preference_UTRAN</NodeName>




<DFProperties>





<AccessType>






<Get/>






<Replace/>





</AccessType>





<DFFormat>






<int/>





</DFFormat>





<Occurrence>






<ZeroOrOne/>





</Occurrence>





<Scope>






<Permanent/>





</Scope>





<DFTitle>Network operator’s preference for voice domain for UTRAN according to 3GPP TS 23.221.</DFTitle>





<DFType>






<MIME>text/plain</MIME>





</DFType>




</DFProperties>



</Node>


<Node>




<NodeName>SMS_over_IP_Networks_Indication</NodeName>




<DFProperties>





<AccessType>






<Get/>






<Replace/>





</AccessType>





<DFFormat>






<bool/>





</DFFormat>





<Occurrence>






<ZeroOrOne/>





</Occurrence>





<Scope>






<Permanent/>





</Scope>





<DFTitle>Indicates whether the SMS service is preferred to be invoked over the IMS domain, or it shall not be invoked over the IMS domain .</DFTitle>





<DFType>






<MIME>text/plain</MIME>





</DFType>




</DFProperties>



</Node>


<Node>




<NodeName>Keep_Alive_Enabled</NodeName>




<DFProperties>





<AccessType>






<Get/>






<Replace/>





</AccessType>





<DFFormat>






<bool/>





</DFFormat>





<Occurrence>






<One/>





</Occurrence>





<Scope>






<Permanent/>





</Scope>





<DFTitle>Indication whether the sending of keep alives by the UE is enabled.</DFTitle>





<DFType>






<MIME>text/plain</MIME>





</DFType>




</DFProperties>



</Node>


<Node>




<NodeName> Mobility_Management_IMS_Voice_Termination </NodeName>




<DFProperties>





<AccessType>






<Get/>






<Replace/>





</AccessType>





<DFFormat>






<bool/>





</DFFormat>





<Occurrence>






<One/>





</Occurrence>





<Scope>






<Permanent/>





</Scope>





<DFTitle>Indication whether UE adapts mobility management in idle state to ensure that the core network is aware of the UE capabilty to terminate IMS voice calls over a PS session.</DFTitle>





<DFType>






<MIME>text/plain</MIME>





</DFType>




</DFProperties>



</Node>


<Node>




<NodeName>Ext</NodeName>




<!-- The Extension node starts here. -->




<DFProperties>





<AccessType>






<Get/>






<Replace/>





</AccessType>





<DFFormat>






<node/>





</DFFormat>





<Occurrence>






<ZeroOrOne/>





</Occurrence>





<Scope>






<Dynamic/>





</Scope>





<DFTitle>A collection of all Extension objects.</DFTitle>





<DFType>






<DDFName/>





</DFType>




</DFProperties>



</Node>

</Node>

</MgmtTree>
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