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PROPOSED CHANGE

5.2.10.1
General

If the P-CSCF belongs to a network where the registration is not required to obtain emergency service, the P‑CSCF shall accept any unprotected request on the IP address and port advertised to the UE during the P-CSCF discovery procedure. The P-CSCF shall also accept any unprotected request on the same IP address and the default port as specified in RFC 3261 [26].

When the P-CSCF sends unprotected responses to the UE, it shall use the same IP address and port where the corresponding request was received.

The P-CSCF can handle emergency session and other requests from both a registered user as well as an unregistered user. Certain networks only allow emergency session from registered users.

NOTE 1:
If only emergency setup from registered users is allowed, a request from an unregistered user is ignored since it is received outside of the security association, TLS session or IP association.

The P-CSCF can handle emergency session establishment within a non-emergency registration, i.e. one that did not contain the "reg-type" SIP URI parameter with value "sos" in the Contact header field of the 200 (OK) response, as described in draft-patel-ecrit-sos-parameter [91A].

Upon receiving the 200 (OK) response to the REGISTER request that completes the emergency registration, as identified by the presence of the "reg-type" SIP URI parameter with value "sos" in the Contact header field of the 200 (OK) response, as described in draft-patel-ecrit-sos-parameter [91A], the P-CSCF shall not subscribe to the registration event package for any emergency public user identity specified in the REGISTER request.

The P-CSCF shall store a configurable list of local emergency service identifiers, i.e. emergency numbers and the emergency service URN, which are valid for the operator to which the P-CSCF belongs to. In addition to that, the P-CSCF shall store a configurable list of roaming partners' emergency service identifiers.

NOTE 2:
The emergency service URN are common to all networks, although subtypes may either not necessarily be in use, or a different set of subtypes is in use. The above requirements do not apply to subtypes of the emergency service URN.

Access technology specific procedures are described in each access technology specific annex to determine the originating network of the requests.

NOTE 3:
Depending on local operator policy, the P-CSCF has the capability to reject requests relating to specific methods in accordance with RFC 3261 [26], as an alternative to the functionality described above.

PROPOSED CHANGE

5.2.10.3
General treatment for all dialogs and standalone transactions excluding the REGISTER method after emergency registration

If the P-CSCF receives an initial request for a dialog, or a standalone transaction, or an unknown method, for a registered user over the security association, TLS session, or IP association that was created during the emergency registration, as identified by the presence of the "reg-type" SIP URI parameter with value "sos" in the Contact header field of the 200 (OK) response, as described in draft-patel-ecrit-sos-parameter [91A], the P-CSCF shall inspect the Request-URI independent of values of possible entries in the received Route header fields for emergency service identifiers. The P-CSCF shall consider the Request URI of the initial request as a valid emergency service identifier, if it is an emergency numbers or an emergency service URN from the configurable lists.

If the P-CSCF detects that the Request-URI of the initial request for a dialog, or a standalone transaction, or an unknown method does not match any one of the emergency service identifiers in any of these lists, the P-CSCF shall reject the request by returning a 403 (Forbidden) response to the UE.

If the P-CSCF detects that the Request-URI of the initial request for a dialog, or a standalone transaction, or an unknown method matches one of the emergency service identifiers, the P-CSCF shall:

1)
include in the Request-URI an emergency service URN, i.e. a service URN with a top-level service type of "sos" as specified in RFC 5031 [69], if necessary. An additional sub-service type can be added if information on the type of emergency service is known. The entry in the Request-URI that the P-CSCF includes may either be:

-
as received from the UE in the Request-URI in accordance with RFC 5031 [69]; or

-
as deduced from the Request-URI received from the UE.

1A) execute the procedure described in subclause 5.2.6.3.3, subclause 5.2.6.3.7, subclause 5.2.6.3.11 and subclause 5.2.7.2, as appropriate except for:

a) 
verifying the preloaded route against the received Service-Route header field; and

b)
routing to IBCF.

When executing the referenced procedures, P-CSCF shall additionally:

a)
select an E-CSCF and add the URI of the selected E-CSCF to the topmost Route header field; and

NOTE:
It is implementation dependant as to how the P-CSCF obtains the list of E-CSCFs.

b)
if the request is from a UE that is not considered as priviledged sender and if the alternative identity of the originator of the request was not identified (see subclause 5.2.6.3.1):

i)
if the P-Asserted-Identity header field in the request to be sent contains a SIP URI and if a tel URI belongs to the set of implicitly registered public user identities that contains the SIP URI, add a second P-Asserted-Identity header field that contains the first tel URI of the implicitly registered public user identities; and

ii)
if the P-Asserted-Identity header field in the request to be sent contains a tel URI, add a second P-Asserted-Identity header field that contains the first SIP URI of the implicitly registered public user identities that contains the tel URI;
2)
if the request contains a Contact header field containing a GRUU the P-CSCF shall save the GRUU received in the Contact header field of the request and associate it with the UE IP address and UE port such that the P-CSCF is able to route target refresh request containing that GRUU in the Request-URI. The UE port used for the association is determined as follows:

-
if IMS AKA or SIP digest with TLS is being used as a security mechanism, the UE protected server port for the security association on which the request was received; or

-
if SIP digest without TLS, NASS-IMS bundled authentication or GPRS-IMS-Bundled Authentication is being used as a security mechanism, the UE unprotected port on which the request was received;
2A)
insert a P-Charging-Vector header field with the "icid-value" header field parameter populated as specified in 3GPP TS 32.260 [17]; and
3)
if the P-CSCF detects that the UE is behind a NAT, and the UE has indicated support of the keep-alive mechanism defined in draft-ietf-sipcore-keep [143], insert an indication that the P-CSCF supports the keep-alive mechanism defined in draft-ietf-sipcore-keep [143].
If the P-CSCF does not receive any response to the INVITE request (including its retransmissions); or receives a 3xx response or 480 (Temporarily Unavailable) response to an INVITE request, the P-CSCF shall select a new E-CSCF and forward the INVITE request.
When the P-CSCF receives a target refresh request for a dialog with the Request-URI  containing a GRUU the P-CSCF shall:

-
obtain the UE IP address and UE port associated to the GRUU contained  in the Request-URI and rewrite the Request-URI with that UE IP address and UE port; and

-
perform the steps in subclause 5.2.6.4.5 for when the P-CSCF receives, destined for the UE, a target refresh request for a dialog.
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