Page 1



3GPP TSG-CT WG1 Meeting #65
(
C1-102316
Dublin (Ireland), 28 June – 2 July 2010

	CR-Form-v9.6

	CHANGE REQUEST

	

	(

	43.068
	CR
	0152
	(

rev
	-
	(

Current version:
	9.1.0
	(


	

	For HELP on using this form look at the pop-up text over the (
 symbols. Comprehensive instructions on how to use this form can be found at http://www.3gpp.org/specs/CR.htm.

	


	Proposed change affects:
(

	UICC apps(

	
	ME
	
	Radio Access Network
	
	Core Network
	X


	

	Title:
(

	TC-RT: Use of application data for group calls involving more than one PLMN

	
	

	Source to WG:
(

	Nokia Siemens Networks

	Source to TSG:
(

	C1

	
	

	Work item code:
(

	TEI9
	
	Date: (

	16/06/2010

	
	
	
	
	

	Category:
(

	F
	
	Release: (

	Rel-9

	
	Use one of the following categories:
F  (correction)
A  (corresponds to a correction in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
R99
(Release 1999)
Rel-4
(Release 4)
Rel-5
(Release 5)
Rel-6
(Release 6)
Rel-7
(Release 7)
Rel-8
(Release 8)
Rel-9
(Release 9)
Rel-10
(Release 10)

	
	

	Reason for change:
(

	In principle the functionality for "transmission of application-specific data" described in TS 43.068 can also be used if the group call area includes cells from more than one PLMN. 

But many applications, especially safety critical applications, will work properly only if the feature is supported within the whole group call area. It is proposed to add a requirement that coordination between the operators is required for the support of application-specific data in a group call including cells from more than one PLMN.
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	1) Addition of a requirement that if a group call area includes cells from more than one PLMN, the operators need some coordination to support the use of application-specific data in such a group call.

2) Addition of a statement that the exact format of the application-specific data is out of scope of the 3GPP specifications.
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4.2.8
Transfer of application-specific data to group call members

4.2.8.1
General
Mobile stations may support the transmission of application-specific data to other group call members or VGCS applications in the network, and the reception of application-specific data from other group call members or VGCS applications in the network during an ongoing voice group call, in parallel to the voice conversation.

Service subscribers can request the transmission of application-specific data while they are talker or listener.

Editor's note: The transmission and reception of application-specific data by dispatchers is ffs.

A mobile station supporting the transmission of application-specific data shall check with the USIM whether the subscriber is allowed to transmit application-specific data for the respective group ID before starting the signalling procedures specified in subsclause 4.2.8.

The procedure specified in the following subclauses supports the transfer of application-specific data. 
The same procedure can also be used by the receiver of application-specific data to confirm the reception of application-specific data. 
NOTE:
For the exact upper limit of application-specific data that can be sent in a single transmission see 3GPP TS 44.018 [5]. The upper limit will be chosen so that the application-specific data together with the necessary control information fit into a single SABM frame.

The support of the transfer of application-specific data by the network is an operator option. 
The exact format of the application-specific data is out of scope of the 3GPP specifications. If roaming service subscribers from other PLMNs are to be the supported or if a group call area includes cells from more than one PLMN, the use of application-specific data requires coordination between the operators.
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