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	Cat
	Meeting-2nd-Level
	Doc-2nd-Level
	WorkItem

	CP-100501
	24.301
	0789
	1
	Rel-9
	Adding spec reference to ensure QoS alignment
	F
	C1-65
	C1-102722
	TEI9

	CP-100501
	24.008
	1621
	2
	Rel-9
	Alignment with 23.060 for ESM cause value #52 "single address bearers only allowed"
	F
	C1-66
	C1-103442
	TEI9

	CP-100501
	24.301
	0871
	1
	Rel-9
	Alignment with 23.401 for ESM cause value #52 "single address bearers only allowed"
	F
	C1-66
	C1-103273
	TEI9

	CP-100501
	24.301
	0820
	1
	Rel-9
	Allowing the UE to send a request for emergency call when the timer T3442 is running
	F
	C1-65
	C1-102755
	TEI9

	CP-100501
	23.041
	0053
	1
	Rel-9
	Clarification of precedence for immediate display
	F
	C1-65
	C1-102734
	TEI9

	CP-100501
	24.008
	1595
	-
	Rel-9
	Correction of implementation error of CR1372R1
	F
	C1-65
	C1-102536
	TEI9

	CP-100501
	24.229
	3251
	1
	Rel-9
	Correction on wildcarded identity handling
	F
	C1-66
	C1-103353
	TEI9

	CP-100501
	24.229
	3252
	1
	Rel-10
	Correction on wildcarded identity handling
	A
	C1-66
	C1-103354
	TEI9

	CP-100501
	29.118
	0086
	2
	Rel-10
	Correction to LAI derivation for default SGs scenario
	A
	C1-65
	C1-102781
	TEI9

	CP-100501
	29.118
	0085
	2
	Rel-9
	Correction to LAI derivation for default SGs scenario  
	F
	C1-65
	C1-102780
	TEI9

	CP-100501
	24.008
	1532
	2
	Rel-9
	Corrections for Selective Camping
	F
	C1-65
	C1-102732
	TEI9

	CP-100501
	24.008
	1613
	-
	Rel-9
	Corrections to UE mode of operation selection taking into account the UE's availability for voice calls in the IMS
	F
	C1-66
	C1-103068
	TEI9

	CP-100501
	24.301
	0739
	4
	Rel-9
	Corrections to UE mode of operation selection taking into account the UE's availability for voice calls in the IMS
	F
	C1-65
	C1-102794
	TEI9

	CP-100501
	24.229
	3244
	2
	Rel-9
	Emergency PDN connection usage control in P-CSCF
	F
	C1-66
	C1-103512
	TEI9

	CP-100501
	24.229
	3245
	2
	Rel-10
	Emergency PDN connection usage control in P-CSCF
	A
	C1-66
	C1-103513
	TEI9

	CP-100501
	24.008
	1598
	2
	Rel-9
	Handling of collision of a Network Initiated Detach procdure with a Service Request procedure and a RAU procedure.
	F
	C1-66
	C1-103557
	TEI9

	CP-100501
	24.008
	1585
	4
	Rel-9
	Handling of location updating after CS fallback for mobile terminating calls
	F
	C1-66
	C1-103272
	TEI9

	CP-100501
	24.301
	0868
	1
	Rel-9
	Inclusion of transaction identifier
	F
	C1-66
	C1-103271
	TEI9

	CP-100501
	24.301
	0812
	2
	Rel-9
	On UE handling of 1xCSFB failure due to lower layer failure
	F
	C1-65
	C1-102782
	TEI9

	CP-100501
	23.040
	0111
	5
	Rel-9
	RP-OA modification in SMS-Router
	F
	C1-66
	C1-103555
	TEI9

	CP-100501
	43.068
	0152
	-
	Rel-9
	TC-RT: Use of application data for group calls involving more than one PLMN
	F
	C1-65
	C1-102316
	TEI9
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