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* * * First Change * * * *

8.1.2.3.1
General

According to the requirements described in 3GPP TS 23.402 [3] and 3GPP TS 32.422 [32], SWx reference point shall enable:

· Indication to 3GPP AAA Server of change of non-3GPP subscriber profile within HSS;
· Activation and deactivation of the subscriber and equipment trace in the PDN GW.

This procedure is used between the 3GPP AAA Server and the HSS. The procedure is invoked by the HSS when the subscriber profile has been modified and needs to be sent to the 3GPP AAA Server. This may happen due to a modification in the HSS.
The procedure is also invoked by the HSS to update the 3GPP AAA Server with the identity of a dynamically allocated PDN GW which is included in the APN-Configuration AVP in the User Profile as a result of the first PDN connection establishment associated with an APN over 3GPP access.
This procedure is mapped to the Diameter command codes  Push-Profile-Request (PPR) and  Push-Profile-Answer (PPA) specified in the 3GPP TS 29.229 [24]. Information element contents for these messages are shown in tables 8.1.2.3.1/1 and 8.1.2.3.1/2.

Table 8.1.2.3.1/1: User Profile Update request

	Information element name
	Mapping to Diameter AVP
	Cat.
	Description

	IMSI
	 User-Name (See IETF RFC 3588 [7])
	M
	This information element shall contain the user IMSI and shall be formatted according to 3GPP TS 23.003 [14], clause 2.2.

	User profile
	Non-3GPP-User-Data
	M
	This IE shall contain the updated user profile. Section 8.2.3.1 details the contents of the AVP.

In case of trace activation or deactivation, the Trace-Info AVP shall be included, and this may be the only AVP that is present under this grouped AVP.



	Routing Information
	Destination-Host
	M
	This IE shall contain the 3GPP AAA Server name that is obtained from the Origin-Host AVP, which is received from the 3GPP AAA Server

	Supported Features

(See 3GPP TS 29.229 [24])
	Supported-Features
	O
	If present, this information element shall contain the list of features supported by the origin host.


Table 8.1.2.3.1/2: User Profile Update response

	Information element name
	Mapping to Diameter AVP
	Cat.
	Description

	Result
	Result-Code / Experimental-Result
	M
	This IE shall contain the result of the operation.

The Result-Code AVP shall be used for errors defined in the Diameter Base Protocol.

The Experimental-Result AVP shall be used for SWx errors. This is a grouped AVP which shall contain the 3GPP Vendor ID in the Vendor-Id AVP, and the error code in the Experimental-Result-Code AVP.

	Supported Features

(See 3GPP TS 29.229 [24])
	Supported-Features
	O
	If present, this information element shall contain the list of features supported by the origin host.


* * * Next Change * * * *

8.1.2.3.2
HSS Detailed behaviour

The HSS shall make use of this procedure to update the relevant user profile in the 3GPP AAA server (e.g. change of subscription data or change of the identity of a dynamically allocated PDN GW associated with an APN), or activate / deactivate subscriber and equipment trace in the PDN GW.
* * * End of Changes * * * *
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