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	According to 3GPP TS 23.007, if the MME or the SGSN receive a reset message from the HSS, it shall mark “Location Information Confirmed in HSS” as “Not Confirmed”. No "subscriber to be restored in HSS" flag is stored in the MME or the SGSN.
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***Proposed Change***
5.2.4.1.2
Detailed behaviour of the MME and the SGSN
When receiving a Reset message the MME or SGSN shall mark all impacted subscriber records " Location Information Confirmed in HSS" as "Not Confirmed". The MME or SGSN shall make use of the HSS Identity received in the Origin-Host AVP and may make use of the received User-Id-List (if any) in order to determine which subscriber records are impacted.

At the next authenticated radio contact with the UE concerned, if the subscriber record "Location Information Confirmed in HSS" is marked as "Not Confirmed", the restoration procedure shall be triggered. 

5.2.4.1.3
Detailed behaviour of the HSS
The HSS shall make use of this procedure in order to indicate to the MME and SGSN that the HSS has restarted and may have lost the current MME-Identity and SGSN-Identity of some of its subscribers who may be currently roaming in the MME area and SGSN area, and that the HSS, therefore, cannot send a Cancel Location messages or Insert Subscriber Data messages when needed. 
The HSS optionally may include a list of Ids identifying a subset of subscribers served by the HSS, if the occurred failure is limited to those subscribers.

***End of Change***
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