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* * * * First Change * * * *

5.2.3.3
MIP6-Feature-Vector

The MIP6-Feature-Vector AVP (AVP Code 124) is of type Unsigned64 and contains a 64 bit flags field of supported mobile IP capabilities of the non-3GPP GW (when this AVP is used in the request commands) and the mobile IP capabilities the 3GPP AAA Server has authorized (when this AVP is used in the response commands).

The following capabilities are defined for STa interface:

-
MIP6_INTEGRATED (0x0000000000000001)
This flag is set by the non-3GPP GW and the 3GPP AAA Server. It means that the Mobile IPv6 integrated scenario bootstrapping functionality is supported.

-
PMIP6_SUPPORTED (0x0000010000000000)
When this flag is set by the non-3GPP GW it indicates to the 3GPP AAA Server that it supports PMIPv6.
When this flag is set by the 3GPP AAA Server it indicates to the non-3GPP GW that PMIPv6 shall be used.

-
ASSIGN_LOCAL_IP (0x0000080000000000) 
This flag is set by the 3GPP AAA server. When this flag is set by the 3GPP AAA Server it indicates to the non-3GPP GW that the non-3GPP GW shall assign to the user a local IP address. 

-
MIP4_SUPPORTED (0x0000100000000000)
This flag is set by the PDN GW. When this flag is set, it shows that MIPv4 mobility protocol is used on the S2a interface.

-
OPTIMIZED_IDLE_MODE_MOBILITY (0x0000200000000000)
This flag is set by the Trusted Non-3GPP GW if the PDN GW information needs to be updated for the case of idle mode mobility from E-UTRAN to HRPD access.


* * * * End of Changes * * * *
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