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******************************First change******************************
6.2.1
Location Update Initiation

If timer T6-1 is not running, the SGSN shall start the Location Update for non-GPRS service procedure when it receives from the MS:

-
an Attach request indicating combined IMSI and GPRS attach;

-
an Attach request indicating GPRS attach while IMSI attached;

-
a Combined Routeing and Location Area Update request indicating IMSI attach;

-
a Combined Routeing and Location Area Update request indicating that the Location Area has changed;
-
a Combined Routeing and Location Area Update request if the MS Network Capability IE indicates that EMM Combined procedures are supported by the MS;
-
a Combined Routeing and Location Area Update request, if the state of the association is Gs-NULL; or
-
a Combined Routeing and Location Area Update request when the SGSN serving the MS has changed.

If timer T6-1 is not running, the SGSN may start the Location Update for non-GPRS service procedure when it receives from the MS:

· a Combined Routeing and Location Area Update request or a periodic Routeing Area Update, if the 'VLR-Reliable' MM context variable for the MS is set to 'false' (see section 11.3).

For networks not supporting the feature ‘Intra Domain Connection of RAN Nodes to Multiple CN Nodes’ the number of the VLR is derived from the RAI where the MS is camping. For networks supporting the feature ‘Intra Domain Connection of RAN Nodes to Multiple CN Nodes’, the VLR number is derived as described in 3GPP TS 23.236 [26]. The SGSN starts Timer T6-1. The BSSAP+-LOCATION-UPDATE-REQUEST message includes the old Location Area Identifier received from the MS. The SGSN shall also include the new Location Area Identifier where the MS is currently camping. The new LAI is derived from the RAI.

In networks supporting the feature ‘Intra Domain Connection of RAN Nodes to Multiple CN Nodes’, the SGSN shall support load re-distribution of MSs to another VLR than the current one as follows:

When the SGSN receives a periodic Routeing Area Update request or a Combined Routeing and Location Area Update request, the SGSN shall check whether for this MS there is an association to a VLR for which load re-distribution has been initiated in the SGSN by O&M. If yes, the SGSN derives the new VLR number as described in 3GPP TS 23.236 [26]. The SGSN shall then send the BSSAP+-LOCATION-UPDATE-REQUEST message to the new selected VLR.

The BSSAP+-LOCATION-UPDATE-REQUEST message includes the type of location update performed by the MS in the GPRS location update type IE. If the MS has performed a combined attach request or a combined routing and location area update request with IMSI attach, the SGSN indicates 'IMSI attach', otherwise the SGSN indicates 'Normal location update'.

The BSSAP+-LOCATION-UPDATE-REQUEST message shall include the TMSI status if received from the MS.

If the SGSN supports the "Provision of UE Specific Behaviour Information to Network Entities" (see 3GPP TS 23.195 [23]), or the “Automatic Device Detection” (see 3GPP TS 22.101 [23A]) or the “Trace for Management Based Activation/Deactivation” (see 3GPP TS 32.422 [25]),, the BSSAP+-LOCATION-UPDATE-REQUEST message shall include the IMEISV.

If timer T6-1 is running:


If the SGSN receives from the MS:

-
an Attach request indicating combined IMSI and GPRS attach;

-
an Attach request indicating GPRS attach while IMSI attached; or

-
a Combined Routeing and Location Area Update request with or without IMSI attach.


Then:

-
if the new LAI is the same as in the outstanding request, the SGSN shall not process this new request and shall wait for the VLR's response to the ongoing procedure; or

-
if the new LAI is different but is in the same VLR as the outstanding request:

-
any response from the VLR to the oustanding request is ignored;

-
Timer T6-1 shall be stopped and reset; and

-
The SGSN shall start the Location Update for non-GPRS service procedure; or

-
if the new LAI is different, and is in a different VLR to the outstanding request:

-
any response from the previously addressed VLR to the oustanding request is ignored;

-
Timer T6-1 shall be stopped and reset; and

-
the SGSN shall start the Location Update for non-GPRS service procedure.

When the SGSN receives from the MS a Routeing Area Update request and the SGSN serving the MS has changed, the SGSN shall stop and reset timer T6-1.

6.2.2
Location Update Response

