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* * * Start of first Change * * * 
9.3.17b
CC-Establishment confirmed $(CCBS)$

A Network that does not support the "Network initiated MO call" option shall treat this message as a message with message type not defined for the PD.

This message is sent by the mobile station to the network to indicate the requested channel characteristics for the call which may be initiated by the mobile station.

See Table 9.67b/3GPP TS 24.008.

Message type:
CC-ESTABLISHMENT CONFIRMED

Significance:

local

Direction:


mobile station to network

Table 9.67b/3GPP TS 24.008: CC-ESTABLISHMENT CONFIRMED message content

	IEI
	Information element
	Type/Reference
	Presence
	Format
	Length

	
	Call control
	Protocol discriminator
	 M
	 V
	 1/2

	
	protocol discriminator
	10.2
	
	
	

	
	Transaction identifier
	Transaction identifier
	 M
	 V
	 1/2

	
	
	10.3.2
	
	
	

	
	CC-Establishment
	
	
	
	

	
	confirmed
	Message type
	 M
	 V
	1

	
	message type
	10.4
	
	
	

	D-
	Repeat Indicator
	Repeat Indicator
	 C
	TV
	1

	
	
	10.5.4.22
	
	
	

	04
	Bearer capability 1
	Bearer capability
	 M
	 TLV
	 3-16

	
	
	10.5.4.5
	
	
	

	04
	Bearer capability 2
	Bearer capability
	 O
	 TLV
	 3-16

	
	
	10.5.4.5
	
	
	

	08
	Cause
	Cause
	 O
	 TLV
	 4-32

	
	
	10.5.4.11
	
	
	

	40
	Supported Codecs
	Supported Codec List
	O
	TLV
	5-n

	
	
	10.5.4.32
	
	
	


* * * End of first Change * * * 
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