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Introduction:

This document contains CRs on PCC Enhancements that have been agreed by TSG CT WG3, and is forwarded to TSG CT Plenary for approval.
	CT3#
	Title
	Spec
	CR
	Rev
	Cat
	Rel
	Ver
	Work Item

	546
	Add the User-CSG-Information AVP in the RAA command
	29.215
	145
	-
	F
	9
	9.5.0
	PCC-Enh

	547
	Add the User-CSG-Information AVP in the RAA command
	29.215
	146
	-
	A
	10
	10.0.0
	PCC-Enh

	299
	Bearer binding function in GGSN
	29.213
	300
	3
	F
	9
	9.5.0
	PCC-Enh

	300
	Bearer binding function in GGSN
	29.213
	301
	3
	A
	10
	10.0.0
	PCC-Enh

	212
	Bearer binding function in PCEF
	29.212
	556
	1
	F
	9
	9.5.0
	PCC-Enh

	213
	Bearer binding function in PCEF
	29.212
	557
	1
	A
	10
	10.1.0
	PCC-Enh

	615
	Completion of CSG information reporting
	29.212
	552
	4
	F
	9
	9.5.0
	PCC-Enh

	616
	Completion of CSG information reporting
	29.212
	553
	3
	A
	10
	10.1.0
	PCC-Enh

	544
	Correct the user CSG information reporting related procedures
	29.213
	315
	-
	F
	9
	9.5.0
	PCC-Enh

	545
	Correct the user CSG information reporting related procedures
	29.213
	306
	-
	A
	10
	10.0.0
	PCC-Enh

	210
	Correction of the Event-Trigger AVP enumeration
	29.212
	554
	1
	F
	9
	9.5.0
	PCC-Enh

	211
	Correction of the Event-Trigger AVP enumeration
	29.212
	555
	1
	A
	10
	10.1.0
	PCC-Enh

	617
	Correction to the Usage-Monitoring-Report AVP
	29.212
	596
	1
	F
	9
	9.5.0
	PCC-Enh

	618
	Correction to the Usage-Monitoring-Report AVP
	29.212
	599
	1
	A
	10
	10.1.0
	PCC-Enh

	219
	Fixing Supported-Feature feature bit definitions
	29.214
	164
	1
	F
	9
	9.5.0
	PCC-Enh

	220
	Fixing Supported-Feature feature bit definitions
	29.214
	165
	1
	A
	10
	10.1.0
	PCC-Enh

	597
	PS-to-CS HO indicator impacts to PCC
	29.212
	594
	1
	B
	9
	9.5.0
	PCC-Enh

	598
	PS-to-CS HO indicator impacts to PCC 
	29.212
	595
	1
	A
	10
	10.1.0
	PCC-Enh

	626
	QoS-Rule-Base-Name isnt re-used in S9 interface
	29.215
	143
	1
	F
	9
	9.5.0
	PCC-Enh

	669
	QoS-Rule-Base-Name isnt re-used in S9 interface
	29.215
	144
	2
	A
	10
	10.0.0
	PCC-Enh


