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	Present version of TS 24.008 states that for the case of unsuccessful MS-initiated secondary PDP context activation procedure only the causes related to invalid messages 95 and 111 are typically to be provided by the network, but not other protocol error causes, e.g.,  #96, #97, #98, ... This creates confusion on whether all protocol error causes or only 95 and 111 are typically provided to the UE during a unsuccessful secondary PDP context activation procedure. Please, note that this is not aligned with all others SM procedures for which all protocol error causes are typically provided.
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	The specificaion is clarified by making clear that the network can typically provide cause values from 95 to 111 for rejecting the terminal request as per other existing procedures.
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not approved:
	Confusion on the use of cause values related to invalid message remains in the specification. This results in undesirable effects, since some readers believe that the network can only use the protocol error cause values, #95 or #111 to reject the UE request.
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1st Change
6.1.3.2.2
Unsuccessful Secondary PDP Context Activation Procedure initiated by the MS

Upon receipt of an ACTIVATE SECONDARY PDP CONTEXT REQUEST message, the network may reject the MS initiated PDP context activation by sending an ACTIVATE SECONDARY PDP CONTEXT REJECT message to the MS. The message shall contain a cause code that typically indicates one of the following:

# 26:
insufficient resources;

# 30:
activation rejected by GGSN, Serving GW or PDN GW;

# 31:
activation rejected, unspecified;

# 32:
service option not supported;

# 33:
requested service option not subscribed;

# 34:
service option temporarily out of order;

# 41:
semantic error in the TFT operation;

# 42:
syntactical error in the TFT operation;

# 43:
unknown PDP context;

# 44:
semantic errors in packet filter(s);

# 45:
syntactical errors in packet filter(s);

# 46:
PDP context without TFT already activated;

# 48:
activation rejected, Bearer Control Mode violation;

# 56:
collision with network initiated request; or

# 95 -
111:
protocol errors.

Upon receipt of an ACTIVATE SECONDARY PDP CONTEXT REJECT message, the MS shall stop timer T3380 and enter the state PDP-INACTIVE.
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