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*******
* * * First Change * * * *

6.2
Message Granularity

The GTPv2-C messages shall be sent per UE on the S3, S10 and S16 interfaces.

The GTPv2-C messages shall be sent per PDN-Connection on the S2b, S4, S11, S5 and S8 interfaces apart from the following exclusion.

The following GTPv2-C messages are sent per UE on the S4 and S11 interfaces:

-
Downlink Data Notification / Acknowledge / Failure Indication;
-
Stop Paging Indication;
-
Delete Indirect Data Forwarding Tunnel Request/Response;
-
Delete Session Request with Scope Indication set to 1 during TAU/RAU/Handover/SRNS Relocation Cancel Using S4/Inter RAT handover Cancel procedure with SGW change/S1 based handover cancel procedure with SGW change;

-
Delete Bearer Request during a TAU/RAU/Handover procedure if ISR is being deactivated.
-
Release Access Bearers Request/Response;
-
Create Indirect Data Forwarding Tunnel Request/Response;
-
Trace Session Activation;
-
Trace Session Deactivation;

-
Create Forwarding Tunnel Request/Response. 
The following GTPv2-C messages are sent per UE on the S11 interface:

-
Modify Access Bearers Request/Response. 
* * * End of Changes * * * *
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