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<<Begin Change 1>>
3
Definitions and abbreviations

3.1
Definitions

For the purposes of the present document, the terms and definitions given in 3GPP TR 21.905 [1] and the following apply. A term defined in the present document takes precedence over the definition of the same term, if any, in 3GPP 3GPP TR 21.905 [1].
Dynamic STI: An STI dynamically assigned by the SCC AS, representing the SIP dialog identifier (Call-ID header field and the values of tags in To and From header fields) and used for session transfer request when Gm service control is available.

Additional transferred session SCC AS URI: A SIP URI which is a public service identity hosted by SCC AS and which is used during PS-CS access transfer with the MSC Server assisted mid-call feature.

Static STI: An STI configured in the SC UE either as a SIP URI or as an E.164 number in tel URI or SIP URI representation of tel URI. The static STI is used for CS-PS transfer when dynamic STI is unavailable.

Active speech media component: speech media component which has "recvonly" or "sendrecv" directionality at the SC UE or at the MSC server serving the SC UE.

Inactive speech media component: speech media component which has "sendonly" or "inactive" directionality at the SC UE or at the MSC server serving the SC UE.

ATCF URI for originating requests: A URI of the ATCF where the ATCF receives requests sent by the served UEs.

ATCF URI for terminating requests: A URI of the ATCF where the ATCF receives requests targeted to the served UEs.

ATCF management URI: A URI hosted by the ATCF where the ATCF performing the role of a UAS receives SIP requests for ATCF management (e.g. SIP MESSAGE requests containing the SRVCC related information). The ATCF management URI is routable via the I-CSCF in the network where the ATCF is located using the same routing mechanism as used for Public Service Identities hosted by an AS.
Registration Path: The set of Path header field values and the set of Service-Route header field values created by successful completion of the SIP REGISTER transaction.

SRVCC-related information: Information required by the ATCF to perform SRVCC transfer. It is provided in the MIME body as defined in annex D.3.

For the purposes of the present document, the following terms and definitions given in 3GPP TS 23.237 [9] apply:

Access Leg

Access Transfer Control Function (ATCF)

Access Transfer Gateway (ATGW)

Access Transfer Update - Session Transfer Identifier (ATU-STI)

Local Operating Environment
Remote Leg
Target Access Leg

Source Access Leg

Emergency Session Transfer Number for SR VCC (E-STN-SR)
For the purposes of the present document, the following terms and definitions given in 3GPP TS 24.292 [4] apply:

CS call

CS media
For the purposes of the present document, the following terms and definitions given in 3GPP TS 23.218 [67] apply:

Initial filter criteria

For the purposes of the present document, the following terms and definitions given in 3GPP TS 23.228 [15] apply:

Policy and Charging Rule Function (PCRF)

For the purposes of the present document, the following terms and definitions given in 3GPP TS 23.003 [12] apply:

Correlation MSISDN

IP Multimedia Routeing Number (IMRN)
Session Transfer Identifier (STI)

Session Transfer Number (STN)
Session Transfer Number for SR-VCC (STN-SR)
For the purposes of the present document, the following terms and definitions given in IETF RFC 5012 [16] apply:

Emergency service URN
For the purposes of the present document, the following terms and definitions given in IETF RFC 4353 [55] apply:

Conference

Conference URI

Focus

Participant
For the purposes of the present document, the following terms and definitions given in IETF RFC 3264 [58] apply:

Directionality
For the purposes of the present document, the following terms and definitions given in 3GPP TS 23.292 [63] apply:

ICS user
<<End Change 1>>
<<Begin Change 2>>
4.3
URI and address assignments

In order to support SC to a subscriber, the following URI and address assignments are assumed:

a)
in this version of the document, the SC UE for access transfer will be configured with a static STI, in accordance with subclause 5.11 in 3GPP TS 24.216 [5]; a static STN in accordance with subclause 5.12 in 3GPP TS 24.216 [5]. The static STI is used by the SC UE to perform CS to PS access transfer when no dynamically assigned STI is provided to the UE over the CS domain (e.g. when the SC UE does not support ICS capabilities as defined in 3GPP TS 24.292 [4]). The static STN is used by the SC UE to perform PS to CS access transfer when no service control signalling path as specified in 3GPP TS 24.292 [4] is available. 
b)
the SC UE will be configured to be reachable in both the IM CN subsystem and the CS domain by one or more public telecommunication numbers which should be correlated between the CS domain and IM CN subsystem. Either:

-
this public telecommunication number can be the DN (e.g. MSISDN) used in the CS domain and (in international form) comprise part of the implicit registration set associated with that SC UE in the IM CN subsystem; or
-
the SCC AS can be configured to provide a functional relationship between separate numbers providing each of these identities in the CS domain and the IM CN subsystem, respectively.
c)
the SCC AS is configured to be reachable using:

-
the STN-SR allocated to the SCC AS;

-
the additional transferred session SCC AS URI allocated to the SCC AS; and
-
the ATU-STI allocated to the SCC AS.
d)
the ATCF is configured to be reachable using:

-
the STN-SR allocated to the ATCF;

-
the ATCF URI for originating requests allocated to the ATCF;

-
the ATCF URI for terminating requests allocated to the registration path. The ATCF includes the ATCF URI for terminating requests in a Path header field in the SIP REGISTER request which is identified by the media feature tag g.3gpp.atcf; and

-
ATCF management URI allocated to the ATCF. The ATCF management URI is included in the g.3gpp.atcf- mgmt-uri media feature tag that the ATCF includes in a Path header field in the SIP REGISTER request.
<<End Change 2>>
<<Begin Change 3>>
6.5.2
Registration related procedures in the ATCF
Upon receiving a SIP REGISTER request originated by a UE, the ATCF shall:

1.
if ATCF decides to include itself for access transfer of sessions according to operator policy: 
A.
insert a Path header field with:

a.
the ATCF URI for terminating requests constructed such that the registration path (or registration flow, if multiple registration mechanism is used) can be determined from the user portion of the ATCF URI for terminating requests;

NOTE 1:
one possible construction method is to set the user portion of the ATCF URI for terminating requests to the URI of the most bottom Path header field of the SIP REGISTER request.

b.
the g.3gpp.atcf media feature tag containing the STN-SR allocated to ATCF included as described in draft-holmberg-sipcore-proxy-feature [60]; and

c.
the g.3gpp.atcf-mgmt-uri media feature tag containing the ATCF management URI included as described in draft-holmberg-sipcore-proxy-feature [60].

Upon receiving a SIP 2xx response to the SIP REGISTER request originated by a served UE and if ATCF decided to include itself for access transfer of sessions according to operator policy, the ATCF shall update the S-CSCF Service-Route URI bound to the registration path (see subclause 6A.3.1) identified by the P-CSCF Path URI.

NOTE 2:
The P-CSCF Path URI is the URI in the most bottom Path header field of the SIP 2xx response to the SIP REGISTER request.

NOTE 3:
The S-CSCF Service-Route URI is the URI in the most bottom Service-Route header field of the SIP 2xx response to the SIP REGISTER request.

6.5.3
ATCF receiving the SRVCC-related information

Upon receiving SIP MESSAGE request with the SRVCC-related information, the ATCF shall:

1)
if the URI in the P-Asserted-Identity header field of the SIP MESSAGE request does not identify an SCC AS authorised to provide the SRVCC-related information, reject the request with SIP 403 (Forbidden) response and do not continue with the remaining steps;

NOTE:
in this version of specification, the URIs of SCC ASs authorised to provide SRVCC-related information need to be specified in the roaming agreement.

2)
update the SRVCC-related information bound to the registration path(s) (see subclause 6A.3.1) with information in the application/vnd.3gpp.SRVCC-info+xml MIME body of the SIP MESSAGE request; and

3)
determine session(s) established using the registration path(s) (see subclause 6A.3.1) whose SRVCC-related information were updated by the SRVCC-related information received in the SIP MESSAGE request and associate those session(s) with the SRVCC-related information bound to the registration path(s).

<<End Change 3>>
<<Begin Change 4>>
6A.3
ATCF

6A.3.1
SRVCC information bound to the registration path
The ATCF shall keep track of existing registrations of the served UEs. Each registration path is identified by the P-CSCF Path URI. 

The ATCF shall bind the following information to the registration path:

-
the S-CSCF Service-Route URI;

-
the ATU-STI; and

-
the C-MSISDN.

When a registration of a served UE expires or is deregistered, the ATCF can remove any SRVCC-related information bound to the registration path.
The ATCF shall determine that a session is established for a specific registration path:

-
if the S-CSCF Service-Route URI used during the registration matches the URI in the most bottom Route header field of the originating initial SIP INVITE request; and

-
if the P-CSCF Path URI used during the registration matches the URI in the most bottom Route header field of the terminating initial SIP INVITE request.

<<End Change 4>>
<<Begin Change 5>>
D.3.3
Semantic

Each <SRVCC-info> element contains SRVCC-related information related to one registration path (or registration flow, if multiple registration mechanism is used) of a UE with IM CN subsystem. The SRVCC-related information consists of:

1)
if the UE SRVCC Capability (see 3GPP TS 29.328 [6]) has value UE-SRVCC-CAPABILITY-SUPPORTED and if the private user identity of the UE has associated STN-SR (see 3GPP TS 29.328 [6]):

a)
<ATU-STI> element containing the ATU-STI of the SCC AS;

b)
<C-MSISDN> element containing the Correlation MSISDN of the UE.

NOTE:
<ATU-STI> element and <C-MSISDN> element are not included if the UE SRVCC Capability (see 3GPP TS 29.328 [6]) with value UE-SRVCC-CAPABILITY-NOT-SUPPORTED.
The "ATCF-Path-URI" attribute of the <SRVCC-info> element contains the ATCF URI for terminating calls of the registration path (or registration flow, if multiple registration mechanism is used).  

<anyExt> element contains optional elements defined by future version of this document. 

Recipient of the XML ignores any unknown element and any unknown attribute.
<<End Change 5>>
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