Page 1



3GPP TSG CT WG4 Meeting #56
C4-120459
Xiamen, People's Republic of China;06th – 10th February 2012

	CR-Form-v9.9

	CHANGE REQUEST

	

	(

	29.274
	CR
	1165
	(

rev
	1
	(

Current version:
	11.1.0
	(


	

	For HELP on using this form look at the pop-up text over the (
 symbols. Comprehensive instructions on how to use this form can be found at http://www.3gpp.org/specs/CR.htm.

	


	Proposed change affects:
(

	UICC apps(

	
	ME
	
	Radio Access Network
	
	Core Network
	X


	

	Title:
(

	Create Bearer Request on GTP based S2a

	
	

	Source to WG:
(

	Alcatel-Lucent, Cisco, Ericsson

	Source to TSG:
(

	CT4

	
	

	Work item code:
(

	SaMOG_WLAN-CN
	
	Date: (

	15/01/2012

	
	
	
	
	

	Category:
(

	B
	
	Release: (

	Rel-11

	
	Use one of the following categories:
F  (correction)
A  (corresponds to a correction in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
R99
(Release 1999)
Rel-4
(Release 4)
Rel-5
(Release 5)
Rel-6
(Release 6)
Rel-7
(Release 7)
Rel-8
(Release 8)
Rel-9
(Release 9)
Rel-10
(Release 10)
Rel-11
(Release 11)
Rel-12
(Release 12)

	
	

	Reason for change:
(

	Stage 2 adds support of the Create Bearer Request / Response procedure over GTP-C based S2a between the trusted WLAN access network and the PGW.

	
	

	Summary of change:
(

	Add support of these messages over the GTP-C based S2a interface between the TWAN and PGW.

	
	

	Consequences if 
(

not approved:
	Stage 2 requirements can not be supported. The procedures supported over GTP-C based S2a remain undefined.

	
	

	Clauses affected:
(

	7.2.3, 7.2.4

	
	

	
	Y
	N
	
	

	Other specs
(

	X
	
	 Other core specifications
(

	TS 23.402 CR 1095

	affected:
	
	X
	 Test specifications
	

	(show related CRs)
	
	X
	 O&M Specifications
	

	
	

	Other comments:
(

	


* * * First Change * * * *

7.2.3
Create Bearer Request

The direction of this message shall be from PGW to SGW and from SGW to MME/S4-SGSN, and from PGW to TWAN/ePDG (see Table 6.1-1).

The Create Bearer Request message shall be sent on the S5/S8 interface by the PGW to the SGW and on the S11 interface by the SGW to the MME as part of the Dedicated Bearer Activation procedure.
The message shall also be sent on the S5/S8 interface by the PGW to the SGW and on the S4 interface by the SGW to the SGSN as part of the Secondary PDP Context Activation procedure or the Network Requested Secondary PDP Context Activation procedure. 
The message shall also be sent on the S2a interface by the PGW to the TWAN as part of the Dedicated bearer activation in WLAN on GTP S2a, and on the S2b interface by the PGW to the ePDG as part of the Dedicated S2b bearer activation with GTP on S2b.

Table 7.2.3-1: Information Elements in a Create Bearer Request

	Information elements
	P
	Condition / Comment
	IE Type
	Ins.

	Procedure Transaction Id (PTI)
	C
	This IE shall be sent on the S5/S8 and S4/S11 interfaces when the procedure was initiated by a UE Requested Bearer Resource Modification Procedure or Secondary PDP Context Activation Procedure. 

The PTI shall be the same as the one used in the corresponding Bearer Resource Command.
	PTI
	0

	Linked Bearer Identity (LBI)
	M
	This IE shall be included to indicate the default bearer associated with the PDN connection.
	EBI
	0

	Protocol Configuration Options (PCO)
	O
	This IE may be sent on the S5/S8 and S4/S11 interfaces.
	PCO
	0

	Bearer Contexts
	M
	Several IEs with this type and instance values shall be included as necessary to represent a list of Bearers.
	Bearer Context 
	0

	PGW-FQ-CSID
	C
	This IE shall be included by the PGW on the S5/S8 and S2a/S2b interfaces and, when received from S5/S8 be forwarded by the SGW on the S11 interface according to the requirements in 3GPP TS 23.007 [17].
	FQ-CSID
	0

	SGW-FQ-CSID
	C
	This IE shall be included by the SGW on the S11 interface according to the requirements in 3GPP TS 23.007 [17].
	FQ-CSID
	1

	Change Reporting Action
	C
	This IE shall be included on the S5/S8 and S4/S11 interfaces with the appropriate Action field If the location Change Reporting mechanism is to be started or stopped for this subscriber in the SGSN/MME.
	Change Reporting Action
	0

	CSG Information Reporting Action
	CO
	This IE shall be included on the S5/S8 and S4/S11 interfaces with the appropriate Action field if the CSG Info reporting mechanism is to be started or stopped for this subscriber in the SGSN/MME.
	CSG Information Reporting Action
	0

	Private Extension
	O
	This IE may be sent on the S5/S8, S4/S11 and S2a/S2b interfaces.
	Private Extension
	VS


NOTE: 
In the case that the procedure was initiated by a UE Requested Bearer Resource Modification Procedure or Secondary PDP Context Activation Procedure, then there will be only one instance of the Bearer Contexts IE in the Create Bearer Request.

Table 7.2.3-2: Bearer Context within Create Bearer Request

	Octets 1
	
	Bearer Context IE Type = 93 (decimal)
	
	

	Octets 2 and 3
	
	Length = n
	
	

	Octets 4
	
	Spare and Instance fields
	
	

	Information elements
	P
	Condition / Comment
	IE Type
	Ins.

	EPS Bearer ID
	M
	This IE shall be set to 0.
	EBI
	0

	TFT
	M
	This IE can contain both uplink and downlink packet filters to be sent to the UE or the TWAN/ePDG.
	Bearer TFT
	0

	S1-U SGW F-TEID
	C
	This IE shall be sent on the S11 interface if the S1-U interface is used.
	F-TEID
	0

	S5/8-U PGW F-TEID
	C
	This IE shall be sent on the S4, S5/S8 and S11 interfaces for GTP-based S5/S8 interface. The MME/SGSN shall ignore the IE on S11/S4 for PMIP-based S5/S8 interface.
	F-TEID
	1

	S12 SGW F-TEID
	C
	This IE shall be sent on the S4 interface if the S12 interface is used.
	F-TEID
	2

	S4-U SGW F-TEID
	C
	This IE shall be sent on the S4 interface if the S4-U interface is used.
	F-TEID
	3

	S2b-U PGW F-TEID
	C
	This IE (for user plane) shall be sent on the S2b interface.
	F-TEID
	4

	S2a-U PGW F-TEID
	C
	This IE (for user plane) shall be sent on the S2a interface.
	F-TEID
	5

	Bearer Level QoS
	M
	
	Bearer QoS
	0

	Charging Id
	C
	This IE shall be sent on the S5/S8 interface.
	Charging Id
	0

	
	O
	If the S5/S8 interface is GTP, this IE may be sent on the S4 interface, in order to support CAMEL charging at the SGSN.
	
	

	Bearer Flags
	O
	Applicable flags are:

· PPC (Prohibit Payload Compression) : this flag may be set on the S5/S8 and S4/S11 interfaces.
· vSRVCC indicator: This IE may be included by the PGW on the S5/S8 interface according to 3GPP TS 23.216 [43]. When received from S5/S8, SGW shall forward on the S11 interface.
	Bearer Flags
	0

	Protocol Configuration Options (PCO)
	O
	This IE may be sent on the S5/S8 and S4/S11 interfaces. This bearer level IE takes precedence over the PCO IE in the message body if they both exist.
	PCO
	0


* * * Next Change * * * *

7.2.4
Create Bearer Response

The Create Bearer Response message shall be sent on the S5/S8 interface by the SGW to the PGW, and on the S11 interface by the MME to the SGW as part of the Dedicated Bearer Activation procedure.
The message shall also be sent on the S5/S8 interface by the SGW to the PGW and on the S4 interface by the SGSN to the SGW as part of Secondary PDP Context Activation procedure or the Network Requested Secondary PDP Context Activation procedure. 
The message shall also be sent on the S2a interface by the TWAN to the PGW as part of the Dedicated bearer activation in WLAN on GTP S2a and on the S2b interface by the ePDG to the PGW as part of the Dedicated S2b bearer activation with GTP on S2b.

Possible Cause values are specified in Table 8.4-1. Message specific cause values are:
-
"Request accepted".

-
"Request accepted partially".

-
"Context not found".

-
"Semantic error in the TFT operation".

-
"Syntactic error in the TFT operation".

-
"Semantic errors in packet filter(s)".

-
"Syntactic errors in packet filter(s)".

-
 "Service not supported".

· "Unable to page UE".

· "UE not responding".
· "Unable to page UE due to Suspension".

· "UE refuses".

-
"Denied in RAT".

-
"UE context without TFT already activated".

Table 7.2.4-1: Information Elements in a Create Bearer Response

	Information elements
	P
	Condition / Comment
	IE Type
	Ins.

	Cause
	M
	
	Cause
	0

	Bearer Contexts
	M
	Several IEs with this type and instance value shall be included on the S4/S11, S5/S8 and S2a/S2b interfaces as necessary to represent a list of Bearers.
	Bearer Context 
	0

	Recovery
	C
	This IE shall be included on the S4/S11, S5/S8 and S2a/S2b interfaces if contacting the peer for the first time
	Recovery
	0

	MME-FQ-CSID
	C
	This IE shall be included by the MME on the S11 interfaceand shall be forwarded by the SGW on the S5/S8 interfaces according to the requirements in 3GPP TS 23.007 [17].
	FQ-CSID
	0

	SGW-FQ-CSID
	C
	This IE shall be included by the SGW on the S5/S8 interfaces according to the requirements in 3GPP TS 23.007 [17].
	FQ-CSID
	1 

	ePDG-FQ-CSID
	C
	This IE shall be included by the ePDG on the S2b interface according to the requirements in 3GPP TS 23.007 [17].
	FQ-CSID
	2

	TWAN-FQ-CSID
	C
	This IE shall be included by the TWAN on the S2a interface according to the requirements in 3GPP TS 23.007 [17].
	FQ-CSID
	3

	Protocol Configuration Options (PCO)
	C
	If the UE includes the PCO IE, then the MME/SGSN shall copy the content of this IE transparently from the PCO IE included by the UE. If the SGW receives PCO from MME/SGSN, SGW shall forward it to the PGW.
	PCO
	0

	UE Time Zone
	O
	This IE is optionally included by the MME on the S11 interface or by the SGSN on the S4 interface. 
	UE Time Zone
	0

	
	CO
	The SGW shall forward this IE on the S5/S8 interface if the SGW supports this IE and it receives it from the MME/SGSN.
	
	

	User Location Information (ULI)
	O
	This IE is optionally included by the MME on the S11 interface or by the SGSN on the S4 interface. 
	ULI
	0

	
	CO
	The SGW shall forward this IE on the S5/S8 interface if the SGW supports this IE and it receives it from the MME/SGSN.
	
	

	Private Extension
	O
	This IE may be sent on the S5/S8, S4/S11 and S2a/S2b interfaces.
	Private Extension
	VS


Table 7.2.4-2: Bearer Context within Create Bearer Response

	Octet 1
	
	Bearer Context IE Type = 93 (decimal)
	
	

	Octets 2 and 3
	
	Length = n
	
	

	Octet 4
	
	Spare and Instance fields
	
	

	Information elements
	P
	Condition / Comment
	IE Type
	Ins.

	EPS Bearer ID
	M
	
	EBI
	0

	Cause
	M
	This IE shall indicate if the bearer handling was successful, and if not, it gives information on the reason.
	Cause
	0

	S1-U eNodeB F-TEID
	C
	This IE shall be sent on the S11 interface if the S1-U interface is used.
	F-TEID
	0

	S1-U SGW F-TEID
	C
	This IE shall be sent on the S11 interface. It shall be used to correlate the bearers with those in the Create Bearer Request.
	F-TEID
	1

	S5/8-U SGW F-TEID
	C
	This IE shall be sent on the S5/S8 interfaces.
	F-TEID
	2

	S5/8-U PGW F-TEID
	C
	This IE shall be sent on the S5/S8 interfaces. It shall be used to correlate the bearers with those in the Create Bearer Request.
	F-TEID
	3

	S12 RNC F-TEID
	C
	This IE shall be sent on the S4 interface if the S12 interface is used. See NOTE1.
	F-TEID
	4

	S12 SGW F-TEID
	C
	This IE shall be sent on the S4 interface. It shall be used to correlate the bearers with those in the Create Bearer Request. See NOTE1.
	F-TEID
	5

	S4-U SGSN F-TEID
	C
	This IE shall be sent on the S4 interface if the S4-U interface is used. See NOTE1.
	F-TEID
	6

	S4-U SGW F-TEID
	C
	This IE shall be sent on the S4 interface. It shall be used to correlate the bearers with those in the Create Bearer Request. See NOTE1.
	F-TEID
	7

	S2b-U ePDG F-TEID
	C
	This IE shall be sent on the S2b interface.
	F-TEID
	8

	S2b-U PGW F-TEID
	C
	This IE shall be sent on the S2b interface. It shall be used to correlate the bearers with those in the Create Bearer Request.
	F-TEID
	9

	S2a-U TWAN F-TEID
	C
	This IE shall be sent on the S2a interface.
	F-TEID
	10

	S2a-U PGW F-TEID
	C
	This IE shall be sent on the S2a interface. It shall be used to correlate the bearers with those in the Create Bearer Request.
	F-TEID
	11

	Protocol Configuration Options (PCO)
	CO
	If the UE includes the PCO IE in the corresponding message, then the MME/SGSN shall copy the content of this IE transparently from the PCO IE included by the UE. If the SGW receives PCO from MME/SGSN, SGW shall forward it to the PGW. This bearer level IE takes precedence over the PCO IE in the message body if they both exist.
	PCO
	0

	NOTE 1:
When sending a Create Bearer Request message to an S4-SGSN for a UE in idle mode, the SGW can not know whether the S4-SGSN will establish a direct user plane tunnel between the RNC and the SGW. The SGW may include either the S4-U SGW F-TEID IE or the S12 SGW F-TEID IE in the Create Bearer Request message. The S4-SGSN will decide whether to establish a direct user plane tunnel or not and will provide accordingly either a S12 RNC F-TEID or a S4-U SGSN F-TEID in the Create Bearer Response message, where the interface type of the provided F-TEID may differ from the interface type of the SGW F-TEID used for bearer correlation, e.g. if the SGW includes the S4-U SGW F-TEID in the Create Bearer Request message, and if the SGSN decides to use Direct Tunnelling, the S4-SGSN shall provide the S12 RNC F-TEID in the Create Bearer Response message, together with S4-U SGW F-TEID. The SGW should not treat this as an error.


* * * End of Changes * * * *
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