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------------------------------------------- 1st change ---------------------------------------------
14.2
PS to CS Single Radio Voice Call Continuity (SRVCC) and Single Radio Video Call Continuity (vSRVCC)
14.2.1
Basic PS to CS SRVCC
Service specific requirements in accordance with 3GPP TS 24.237 [131] shall be supported over the roaming II-NNI.
Media type "video" in SDP m-lines may be supported at the roaming II-NNI. Related SDP can appear in SDP offer answer exchanges within SIP INVITE dialogues at the roaming II-NNI, and in responses to SIP OPTIONS requests at the roaming II-NNI. If media type "video" is supported within SIP INVITE dialogues at the roaming II-NNI, it shall also be supported within responses to SIP OPTIONS requests at the roaming II-NNI. 
The "g.3gpp.srvcc" media feature tag in the Record-Route header field of the INVITE request and of 1xx or 2xx responses should be supported at the roaming II-NNI.

NOTE:
The support of the "g.3gpp.srvcc" media feature tag is required in release 10 and onwards.
The Reason header field containing protocol "SIP" and reason parameter "cause" with value "487" in the re-INVITE request shall be supported at the roaming II-NNI.
The Reason header field containing a SIP 503 (Service Unavailable) response in the SIP BYE request shall be supported at the roaming II-NNI.
Procedures as described in subclause 14.4 are used to provide MSC server assisted mid-call features.
------------------------------------------- 2nd change ---------------------------------------------
14.2.2
Transfer of calls in alerting phase

The requirements for the transfer of calls in alerting phase are the same as in subclause 14.5.2 with the following additional requirement:
The g.3gpp.srvcc-alerting media feature tag (as described in 3GPP TS 24.237 [131] annex C) in a Contact header field of the INVITE request and of the 180 (Ringing) response shall be supported at the roaming II-NNI.
The g,3gpp.srvcc-alerting media feature tag described in 3GPP TS 24.237 [131] annex C included in a Feature-Caps header field as described in draft-holmberg-sipcore-proxy-feature [143] of a SIP INVITE request or 180 (Ringing) response shell be supported at the roaming II-NNI.
The Target-Dialog header field in the INVITE request shall be supported at the roaming II-NNI.
An INFO request containing the Info-Package header field as specified in IETF RFC 6086 [39] with 3gpp.state-and-event info package name and an "application/vnd.3gpp.state-and-event-info +xml" XML body shall be supported at the roaming II-NNI.
------------------------------------------- 3rd change ---------------------------------------------
14.2.3
Using the ATCF based architecture

The requirements for the ATCF based architecture is the same as in subclause 14.2.1 with the following additional requirement:
The "g.3gpp.atcf" , the "g.3gpp.atcf-mgmt-uri" and the "g.3gpp.atcf-path" media feature tags in the Feature-Caps header field of the REGISTER request as described in draft-holmberg-sipcore-proxy-feature [143] shall be supported at the roaming II-NNI.
A MESSAGE request containing the "application/vnd.3gpp.srvcc-info+xml" MIME body as defined in annex D of 3GPP TS 24.237 [131] shall be supported at the roaming II-NNI.
The Target-Dialog header field in the INVITE request shall be supported at the roaming II-NNI.
------------------------------------------- 4th change ----------------------------------------------

18.3.4
Collaborative session of participants of different subscriptions

Service specific requirements in accordance with 3GPP TS 24.237 [131] shall be supported over the II-NNI.
In addition to the requirements in subclause 18.3.1, 18.3.2 or 18.3.3 the following applies:

-
The g.3gpp.iut-focus media feature tag in the Contact header field shall be supported at the non-roaming II-NNI.
-
The g.3gpp.iut-focus media feature tag in the Feature-Caps header field as described in draft-holmberg-sipcore-proxy-feature [143] shall be supported at the non-roaming II-NNI.
---------------------------------------- End changes ----------------------------------------------
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