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	As agreed in last CT3 meeting, the unsolicited application reporting use the Gx-like protocol. The TDF only needs to finds the PCRF located in the same PLMN. The TDF session is teminated in the local network and is linked to the S9 session.
Moreover, for the unsolicited application reporting, the TDF uses the pre-configured information to find the PCRF located in the same PLMN.

	
	

	Summary of change:
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	1. Clarify that the TDF uses the pre-configured information to find the PCRF located in the same PLMN.
2.  Clarify that the TDF located in HPLMN finds the H-PCRF for the roaming UE with home routed access case. The TDF located in VPLMN finds the V-PCRF for the roaming UE with visited access case.
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	The descriptions regarding the PCRF selection by TDF is not correct. TDF for the unsolicited application reporting can’t find the PCRF.
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* * * 1st Change * * *
7.3.9
PCRF selection by TDF for unsolicited application reporting

The TDF  uses pre-configured information to find the DRA. 

The TDF shall provide the DRA of the PCRF realm with identity parameters upon the first interaction between the TDF and the PCRF realm. 
If redirect agent is used for DRA, the DRA shall use the redirecting requests procedure as specified in IETF RFC 3588 [14], and include the PCRF address (Diameter Identity) in the Redirect-Host AVP in the Diameter reply sent to the TDF. 
If proxy agent is used for DRA, the DRA should use the proxy procedure as specified in IETF RFC 3588 [14]. 

The parameters from the TDF may comprise the UE IP address in either the Framed-IP-Address AVP or the Framed-IPv6-Prefix AVP and PDN information in the Called-Station-ID AVP. 
NOTE:
The TDF located in the HPLMN finds the H-PCRF for the roaming UE with home routed access case. The TDF located in the VPLMN finds the V-PCRF for the roaming UE with visited access case.
.
* * * End of Change * * *
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