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****************** change 1 ******************

C.x
Definition of media feature tag g.3gpp.cs2ps-srvcc
Media feature tag name: g.3gpp.cs2ps-srvcc
ASN.1 Identifier: 1.3.6.1.8.2.x
Editor's note [WID rSRVCC, CR#0627]:
The ASN.1 Identifier will need to be updated once the IANA registration is completed.

Editor's note [WID rSRVCC, CR#0627]:
this feature tag is to be registered with IANA after the draft-holmberg-sipcore-proxy-feature is adopted by IETF and after the freezing the Rel-11 (whatever comes later)

Summary of the media feature indicated by this tag: 
This media feature tag when included in Feature-Caps header field as specified in IETF draft-holmberg-sipcore-proxy-feature [60] indicates support of the CS to PS single radio voice call continuity as specified in 3GPP TS 24.237.

Values appropriate for use with this feature tag: 
none or string with an equality relationship
When the value is string, the value contains the session transfer identifier for CS to PS SRVCC and follows the syntax as described in table C.x-1 for g.3gpp.cs2ps-srvcc-value.
Table C.x-1: ABNF syntax of string values of the g.3gpp.cs2ps-srvcc media feature tag

g.3gpp.cs2ps-srvcc-value = STI-rSR

STI-rSR = addr-spec

The feature tag is intended primarily for use in the following applications, protocols, services, or negotiation mechanisms: This feature tag is most useful in a communications application for indicating that a resource supports the CS to PS single radio voice call continuity.
Examples of typical use: Indicating that a resource supports the CS to PS single radio voice call continuity.
Related standards or documents: 3GPP TS 24.237: "IP Multimedia Subsystem (IMS) Service Continuity; Stage 3"

Security Considerations: Security considerations for this media feature tag are discussed in subclause 12.1 of IETF RFC 3840 [53].

****************** change 2 ******************

C.y
Definition of media feature tag g.3gpp.mgmt-uri

Editor's note: [WID eSRVCC, CR#0627] this feature tag is to be registered with IANA after the freezing the Rel-11
Media feature tag name: g.3gpp.mgmt-uri
ASN.1 Identifier: 1.3.6.1.8.2.x
Editor's note [WID rSRVCC, CR#0627]:
The ASN.1 Identifier will need to be updated once the IANA registration is completed.

Summary of the media feature indicated by this tag: 

This media feature tag indicates that the resource is capable of acting as a UAS for SIP requests for the management received at the URI indicated in the media feature tag value.  

Values appropriate for use with this feature-tag: 

String with an equality relationship. The value follows the syntax described in table C.y-1 for g-3gpp-mgmt-uri-value.
Table C.y-1: ABNF syntax of string values of the g.3gpp.mgmt-uri media feature tag

g-3gpp-mgmt-uri-value = SIP-URI
The feature-tag is intended primarily for use in the following applications, protocols, services, or negotiation mechanisms: This feature-tag is used to indicate capability of being managed by other SIP entity.
Examples of typical use: Indicate capability of being managed by other SIP entity for CS to PS single radio voice call continuity.

Related standards or documents: 3GPP TS 24.237: "IP Multimedia Subsystem (IMS) Service Continuity; Stage 3"

Security Considerations: Security considerations for this media feature-tag are discussed in subclause 12.1 of IETF RFC 3840 [34].

****************** change 3 ******************

C.z
Definition of media feature tag g.3gpp.path
Editor's note: [WID eSRVCC, CR#0627] this feature tag is to be registered with IANA after the freezing the Rel-11
Media feature-tag name: g.3gpp.path
ASN.1 Identifier: 1.3.6.1.8.2.x
Editor's note:
[WID eSRVCC, CR#0627] The ASN.1 Identifier will need to be updated once the IANA registration is completed.
Summary of the media feature indicated by this tag: 

This media feature tag when used in a Contact header field in SIP REGISTER request or SIP response to the SIP REGISTER request indicates capability of identifying the registration path and binding SRVCC related information to it. 

Values appropriate for use with this feature-tag: 

String with an equality relationship. The value is the URI for terminating requests, identifying the registration path, and follows the syntax described in table C.z-1 for g-3gpp-path-value. 
Table C.z-1: ABNF syntax of string values of the g.3gpp.path media feature tag

g-3gpp-path-value = SIP-URI

The feature-tag is intended primarily for use in the following applications, protocols, services, or negotiation mechanisms: This feature-tag is used in MSC server to identify registration path so that SCC AS can provided the SRVCC related information related to the registration path.
Examples of typical use: Indicating capability of identifying a registration path and binding SRVCC related information to it.
Related standards or documents: 3GPP TS 24.237: "IP Multimedia Subsystem (IMS) Service Continuity; Stage 3"

Security Considerations: Security considerations for this media feature-tag are discussed in subclause 12.1 of IETF RFC 3840 [34].

