3GPP TSG CT WG1 Meeting #76
















C1-120435
Xiamen (P.R. China), 6-10 February 2012

	CR-Form-v9.9

	CHANGE REQUEST

	

	(
	24.237
	CR
	0652
	(
rev
	-
	(
Current version:
	11.1.0
	(

	

	For HELP on using this form look at the pop-up text over the ( symbols. Comprehensive instructions on how to use this form can be found at http://www.3gpp.org/specs/CR.htm.

	


	Proposed change affects:
(
	UICC apps(
	
	ME
	x
	Radio Access Network
	
	Core Network
	x


	

	Title:
(
	CS to PS SRVCC, keys to flows

	
	

	Source to WG:
(
	Ericsson, ST-Ericsson

	Source to TSG:
(
	C1

	
	

	Work item code:
(
	rSRVCC-CT
	
	Date: (
	27/01/2011

	
	
	
	
	

	Category:
(
	B
	
	Release: (
	Rel-11

	
	Use one of the following categories:
F  (correction)
A  (corresponds to a correction in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
R99
(Release 1999)
Rel-4
(Release 4)
Rel-5
(Release 5)
Rel-6
(Release 6)
Rel-7
(Release 7)
Rel-8
(Release 8)
Rel-9
(Release 9)
Rel-10
(Release 10)
Rel-11
(Release 11)
Rel-12
(Release 12)

	
	

	Reason for change:
(
	subclause A.2.2 "Key required to interpret signalling flows" needs to be extended to cover the new URIs used in the flows

	
	

	Summary of change:
(
	subclause A.2.2 "Key required to interpret signalling flows" extended

	
	

	Consequences if 
(
not approved:
	Difficult to read the flows

	
	

	Clauses affected:
(
	A.2.2

	
	

	
	Y
	N
	
	

	Other specs
(
	
	X
	 Other core specifications
(
	TS/TR ... CR ... 

	affected:
	
	X
	 Test specifications
	TS/TR ... CR ... 

	(show related CRs)
	
	X
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
(
	


A.2.2
Key required to interpret signalling flows
The key to interpret signalling flows specified in 3GPP TS 24.228 [3] subclauses 4.1 and 4.2 applies with the additions specified below:

-
tel:+1-237-555-1111 represents the public user identity of SC UE A.

-
tel:+1-237-555-2222 represents the public user identity of UE B.

-
sip:sccas1.home1.net represents the Internet host of SCC AS.
-
#### represents the contents in the headers are not shown and does not impact the implementation of the flows.
-
sip:home1.net represents the home network domain name of the SC UE A.
-
sip:additional.session.xfer@sccas.home1.net represents the additional transferred session SCC AS URI.
-
tel:+1-237-888-9999
represents the STN-SR owned by ATCF.

-
sip:reg@atcf.visited2.net;lr represents the ATCF URI for originating requests.

-
sip:termsdgfdfwe@actf.visited2.net represents the ATCF URI for terminating requests.

-
sip:actf.visited2.net represents the ATCF management URI.

-
sip:sti-sr@actf.visited2.net represents the STI-rSR owned by ATCF.

-
sip:cs2ps@sccas1.home1.net represents the ATU-STI to be used in CS to PS SRVCC.
-
sip:termpdfjkghlj@msc123.visited2.net;lr represents the MSC URI for terminating requests.

-
sip:msc123.visited2.net represents the MSC management URI.
Each signalling flow table contains descriptions for headers where the content of the header is new to that signalling flow, as is already performed in 3GPP TS 24.228 [3].

However, 3GPP TS 24.228 [3] includes extensive descriptions for the contents of various headers following each of the tables representing the contents of the signalling flows. Where the operation of the header is identical to that shown in 3GPP TS 24.228 [3], then such text is not reproduced in the present document. 

Additional text may also be found on the contents of headers within 3GPP TS 24.228 [3] in addition to the material shown in the present document.

In order to differentiate between messages for SIP and media, the notation in figure A.2-1 is used.
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Figure A.2-1: Signalling flow notation
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