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	Proposed change affects:
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	Title:
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	Work item code:
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	Category:
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	Use one of the following categories:
F  (correction)
A  (corresponds to a correction in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
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Rel-5
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(Release 10)
Rel-11
(Release 11)
Rel-12
(Release 12)

	
	

	Reason for change:
(

	Correction to EF_UICCIARI location
Currently EF_UICCIARI is defined in clause 4.4.7. However, 4.4.x is the content of DF at the USIM ADF level. The file shall be moved to section 4.2.x, since 4.2.x are the contents of the files at the USIM ADF level.

	
	

	Summary of change:
(

	Correction to EF_UICCIARI location

	
	

	Consequences if 
(

not approved:
	Incorrectly located information may be seen as missing by an implementer

	
	

	Clauses affected:
(

	4.4.7, 4.2.XX (new)

	
	

	
	Y
	N
	
	

	Other specs
(

	
	X
	 Other core specifications
(

	TS/TR ... CR ... 

	affected:
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	 Test specifications
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	Other comments:
(

	


4.2.XX
EFUICCIARI (UICC IARI)

If service n°95 is "available", this file shall be present.
As specified in TS 24.229 [63] a ME includes the list of IARIs for the IMS applications it intends to use when sending an initial registration or when sending subsequent registrations to the IMS in the form of a SIP REGISTER request.

This EF contains a list of IARIs associated with active applications installed on the UICC that are included in the SIP REGISTER request in accordance with the procedures of TS 24.229 [63].
NOTE: 
If this file is present in both the USIM and the ISIM, the file in the ISIM is used. It is assumed that the presence of this file in the USIM when an ISIM is present on the UICC is an incorrect configuration of the UICC.

	Identifier: '6FE7'
	Structure: linear fixed
	Optional

	Record length: X bytes.
	Update activity: low

	Access Conditions:


READ
PIN

UPDATE
ADM


ACTIVATE
ADM


DEACTIVATE
ADM



	Bytes
	Description
	M/O
	Length

	1 to X
	IARI TLV object
	M
	X bytes


IARI TLV object:

Contents:
· The content and coding is defined below.

Coding of the IARI TLV objects

	Length
	Description
	Value
	Status

	1 byte
	IARI TLV TAG 
	'80'
	M

	1 byte
	Length of IARI 
	Y
	M

	Y bytes
	IARI value
	-
	M


· Coding:

IMS Application Reference Identifier: shall be coded as specified in TS 24.229 [63].

Unused bytes shall be set to 'FF'.

 […]
4.4.7
Void
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