Page 1



3GPP TSG-CT WG1 Meeting #77 
(
C1-121097
Taipei, Taiwan, 16-20 April 2012
	CR-Form-v10

	CHANGE REQUEST

	

	(

	24.008
	CR
	2093
	(

rev
	-
	(

Current version:
	11.2.1
	(


	

	For HELP on using this form look at the pop-up text over the (
 symbols. Comprehensive instructions on how to use this form can be found at http://www.3gpp.org/Change-Requests.

	


	Proposed change affects: (

	UICC apps(

	
	ME
	x
	Radio Access Network
	
	Core Network
	


	

	Title:
(

	Checking T3246 for CS Fallback emergency call

	
	

	Source to WG:
(

	InterDigital LLC, Samsung

	Source to TSG:
(

	C1

	
	

	Work item code:
(

	TEI11
	
	Date: (

	2012-04-04

	
	
	
	
	

	Category:
(

	F
	
	Release: (

	Rel-11

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-4
(Release 4)
Rel-5
(Release 5)
Rel-6
(Release 6)
Rel-7
(Release 7)
Rel-8
(Release 8)
Rel-9
(Release 9)
Rel-10
(Release 10)
Rel-11
(Release 11)
Rel-12
(Release 12)

	
	

	Reason for change:
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	The MM checks if T3246 is running before requesting the EMM to initiate CSFB. For example, if T3246 is not running, the MM requests EMM to initiate service request for CSFB (see section 4.5.1.1 bullet ‘d’ of 24.008 – text provided below). However, when T3246 is running, the MS is allowed to perform CSFB for emergency calls and the MM entity should hence request EMM to perform CSFB for emergency call even if T3246 is running. The latter case i.e.T3246 is running and there is a pending CS emergency call, is missing in the spec and thus it is proposed to clarify that the MM entity is allowed to request CSFB for emergency call even if T3246 is running.
TEXT EXTRACT from 24.008, section 4.5.1.1, bullet ‘d’:

When the MS is IMSI attached for CS services via EMM combined procedures, as described in 3GPP TS 24.301 [120], and the MS is camping on an E-UTRAN cell, and if T3246 is not running, the MM sublayer requests EMM to initiate a service request procedure for CS fallback. The MM connection establishment is delayed until the MS changes to a GERAN or UTRAN cell.

	
	

	Summary of change:
(

	Clarify the normative condition that MM can request the EMM to perform CSFB for emergency call in both cases when T3246 is not running and also when T3246 is running.

	
	

	Consequences if 
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not approved:
	It will not be clear whether the behaviour of not requesting the initiation of CS fallback when T3246 is running also applies to CS fallback for emergency calls, thus some implementation may decide not to initiate CS fallback in this case, even though it is allowed.
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########################## FIRST CHANGE ##########################
4.5.1.5a
MM connection establishment for emergency calls for CS fallback
When the MS is in NO CELL AVAILABLE state, camped on an E-UTRAN cell, and IMSI attached for CS services via EMM combined procedures, as described in 3GPP TS 24.301 [120], the MM sublayer requests EMM to initiate a service request procedure for mobile originating CS fallback emergency call, irrespective of whether timer T3246 is running. The MM connection establishment is delayed until the mobile station changes to a GERAN or UTRAN cell. After this point, the behaviour specified in subclause 4.5.1.5 applies.

When the MS is not IMSI attached for CS services via EMM combined procedures, as described in 3GPP TS 24.301 [120], and the MS is camping on an E-UTRAN cell, the MS shall perform any cell selection to GERAN or UTRAN (see 3GPP TS 43.022 [82] and 3GPP TS 25.304 [98]). The MM connection establishment is delayed until the MS changes to a GERAN or UTRAN cell. After this point, the behaviour specified in subclause 4.5.1.5 applies.
########################## END OF CHANGE ##########################
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