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Release 11 Submission form

	Feature / Item:
	Enhanced T.38 FAX support

	Affects:
	UE/MS:


	CN:

X
	UTRAN:


	GERAN:


	E-UTRAN

(LTE):

	Expected Completion Date:
	CT#58 (12/2012)

	Service(s) impacted:
	FAX service in IMS

	Specification(s) affected:
	TS 29.332

	Task(s) within work which are not complete:
	Possibly enhance VBDoIP related IM-MGW procedures.

	Consequences if not included in Release 11:
	FAX service not supported 


Abstract of document:

TS 29.332 describes the protocol used on the Media Gateway Control Function (MGCF) – IM Media Gateway (IM-MGW) interface.

V.152 Voice band data over IP (VBDoIP) is an alternative to T.38 based FAX. As VBDoIP provides a far smaller number of configuration options, it may also simplify interoperability issues for FAX.  VBDoIP is already supported by Mn stage 3  specification (TS 29.332), but related MGCF procedures are not yet described in TS 29.163, and there are also no dedicated signalling procedures in the IMS for V.152 (VBDoIP is rather transported inband in the PCM codec without specific signalling indication). Further study is required if dedicated signalling procedures for VBDoIP should be introduced in the IMS. The VBDoIP related Mn procedures may need to be enhanced accordingly.
Contentious Issues:
None 
