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	* * * For Information * * * *

17.6
MAP operations and errors

17.6.1
Mobile Service Operations

....

checkIMEI  OPERATION ::= {



--Timer m


ARGUMENT



CheckIMEI-Arg


RESULT



CheckIMEI-Res


ERRORS {



systemFailure |



dataMissing |



unknownEquipment}


CODE
local:43 }
....




*******
* * * First Change * * * *

8.7.1
MAP_CHECK_IMEI service

8.7.1.1
Definition

This service is used between the VLR and the MSC, between the MSC and the EIR, between the SGSN and EIR, and between IWF and EIR to request check of IMEI. If the IMEI is not available in the MSC or in the SGSN, it is requested from the MS and transferred to the EIR in the service request.

This service may also be used to request the BMUEF from the EIR.

The service is a confirmed service and consists of four service primitives.

8.7.1.2
Service primitives

The service primitives are shown in table 8.7/1.

Table 8.7/1: MAP_CHECK_IMEI parameters

	Parameter name
	Request
	Indication
	Response
	Confirm

	Invoke id
	M
	M(=)
	M(=)
	M(=)

	IMEI
	C
	C(=)
	C
	C(=)

	IMEISV
	C
	C(=)
	C(=)
	C(=)

	Requested Equipment Info
	M
	M(=)
	
	

	Equipment status
	
	
	C
	C(=)

	BMUEF
	
	
	C
	C(=)

	User error
	
	
	C
	C(=)

	Provider error
	
	
	
	O


8.7.1.3
Parameter use

Invoke id

See clause 7.6.1 for the use of this parameter.

Requested Equipment Info

This parameter indicates whether Equipment Status or BMUEF or both is requested.

IMEI

See clause 7.6.2 for the use of this parameter. The parameter shall not be included in the service request between the VLR and the MSC, but one of IMEI and IMEISV is mandatory in the service request from the MSC to the EIR, from the SGSN to the EIR and from the IWF to the EIR. It is not included in the service response from the EIR to the MSC,  the SGSN or the IWF, but one of IMEI and IMEISV is mandatory in the service response from the MSC to the VLR on successful outcome.

IMEISV

See clause 7.6.2 for the use of this parameter. IMEISV shall be present if BMUEF is requested.

Equipment status

See clause 7.6.3 for the use of this parameter. This parameter is sent by the responder in case of successful outcome of the service if Equipment status was requested.

BMUEF

See clause 7.6.4 for the use of this parameter. This parameter is sent by the responder in case of successful outcome of the service if BMUEF was requested.

User error

One of the following error causes defined in clause 7.6.1 shall be sent by the user in case of unsuccessful outcome of the service, depending on the respective failure reason:

-
unknown equipment;


this error is returned by the responder when the IMEI is not known in the EIR;

-
system failure;

-
data missing.

Provider error

See clause 7.6.1 for the use of this parameter.

* * * End of Changes * * * *
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