Page 1



3GPP TSG CT WG4 Meeting #58
C4-121719
Chicago, US; 6th – 10th August 2012
	CR-Form-v10

	CHANGE REQUEST

	

	(

	29.275
	CR
	0249
	(

rev
	1
	(

Current version:
	11.3.0
	(


	

	For HELP on using this form look at the pop-up text over the (
 symbols. Comprehensive instructions on how to use this form can be found at http://www.3gpp.org/Change-Requests.

	


	Proposed change affects: (

	UICC apps(

	
	ME
	
	Radio Access Network
	
	Core Network
	X


	

	Title:
(

	RAT Type for EPC access via TWAN

	
	

	Source to WG:
(

	Alcatel-Lucent

	Source to TSG:
(

	CT4

	
	

	Work item code:
(

	SaMOG_WLAN- CN
	
	Date: (

	2012-06-19

	
	
	
	
	

	Category:
(

	B
	
	Release: (

	Rel-11

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-4
(Release 4)
Rel-5
(Release 5)
Rel-6
(Release 6)
Rel-7
(Release 7)
Rel-8
(Release 8)
Rel-9
(Release 9)
Rel-10
(Release 10)
Rel-11
(Release 11)
Rel-12
(Release 12)

	
	

	Reason for change:
(

	It is undefined how the TWAN shall set the RAT Type value in the PBU message for the PMIPv6 PDN Connection Creation procedure.


	
	

	Summary of change:
(

	The TWAN shall set the RAT Type to the "IEEE 802.11a/b/g" value.


	
	

	Consequences if 
(

not approved:
	TWAN may report an incorrect RAT Type value, leading to potential erroneous policy & charging. The PCRF/OCS/OFCS receiving RAT-Type = WLAN may deduce the QoS/charging-rate/.. accordingly.

	
	

	Clauses affected:
(

	7.2.1

	
	

	
	Y
	N
	
	

	Other specs
(

	
	X
	 Other core specifications
(

	

	affected:
	
	X
	 Test specifications
	

	(show related CRs)
	
	X
	 O&M Specifications
	

	
	

	Other comments:
(

	


* * * First Change * * * *

5.1.1.1
Proxy Binding Update

The fields of a PBU message for the PMIPv6 PDN Connection Creation procedure are depicted in Table 5.1.1.1-1.
The Mobility Options in a PBU message for the PMIPv6 PDN Connection Creation procedure are depicted in Table 5.1.1.1-2. When the mobility option is present in the message, only the first instance shall be recognised. If multiple instances are included in the message, the receiver ignores all other instances.
Other flags are not used by this specification.
Table 5.1.1.1-1: Fields of a PBU message for the PMIPv6 PDN Connection Creation procedure
	Information element
	IE Description
	Reference

	Sequence Number
	Set to a locally (i.e. per MAG) monotonically increasing value.
	IETF RFC 5213 [4]

	Lifetime
	Set to the requested number of time units the binding shall remain valid.
	IETF RFC 3775 [8]

	Acknowledge (A)
	Set to "1" to request an acknowledgement message.
	IETF RFC 3775 [8]

	Proxy Registration Flag (P)
	Set to "1" to indicate that the Binding Update message is a proxy registration. 
	IETF RFC 5213 [4]

	Force UDP encapsulation request (F) Flag
	Set to "0" to indicate that UDP encapsulation is not used for the user plane.
	IETF RFC 5555 [xx]


Table 5.1.1.1-2: Mobility Options in a PBU message for the PMIPv6 PDN Connection Creation procedure
	Information element
	Cat.
	IE Description
	Reference

	Mobile Node Identifier option
	M
	Set to the NAI identifier of the UE as specified in 3GPP TS 23.003 [12]. The format of the NAI is specified in the subclause 19.3 in 3GPP TS 23.003 [12].
	3GPP TS 23.003 [12]

	IPv6 Home Network Prefix option
	C
	For dynamic allocation, set the Home Network Prefix to the value "0::0" and Prefix Length to the value "0" to request allocation for the UE's PDN connection of an IPv6 Home Network Prefix in the PDN corresponding the EPS Access Point Name. For static allocation, set the Home Network Prefix to the received static allocated IPv6 Home Network Prefix and Prefix Length to the value "64". 
NOTE 1.
	IETF RFC 5213 [4]

	Link-local Address 
	C
	Present when IPv6 Home Network Prefix option is present. Link-local address of the MAG. Set to ALL_ZERO (all bits set to 0), indicating that the MAG requests a link-local address to be used on the access link shared with the UE.
	IETF RFC 5213 [4]

	Handoff Indicator option
	M
	Set to the value "1" to indicate attachment over a new interface.
	IETF RFC 5213 [4]

	Access Technology Type option
	M
	Set to the 3GPP access type, i.e. GERAN, UTRAN or E-UTRAN, or to the value matching the characteristics of the non-3GPP access (e.g., HRPD) the UE is using to attach to the EPS as defined in the Access Technology Type Option type values registry of the IANA Mobile IPv6 Parameters Registry [18].
The ePDG may use the access technology type of the untrusted non-3GPP access network if it is able to acquire it; otherwise it shall indicate Virtual as the access technology.
The TWAN shall set the Access Technology Type Option value to 4 i.e. "IEEE 802.11a/b/g" on the S2a interface.
NOTE 2.

NOTE 3.
	IETF RFC 5213 [4]

	Timestamp option
	M
	Set to the current time
	IETF RFC 5213 [4]

	GRE key option
	M
	Set to the downlink GRE key to be used for downlink GRE encapsulated packets sent over the PDN connection.
	 IETF RFC 5845 [7]

	IPv4 Home Address Request option
	C
	For dynamic allocation, set the IPv4 Home Address to the value "0.0.0.0" and Prefix-len to the value "0" or "32" to request allocation for the UE's PDN connection of an IPv4 Home Address in the PDN corresponding to the EPS Access Point Name. For static allocation, set the IPv4 Home Address to the received static allocated IPv4 Home Address and Prefix-len to the value "32". NOTE 1.
	 IETF RFC 5844 [5]

	Service Selection Mobility Option
	M
	Set to the EPS Access Point Name to which the UE attaches the new PDN connection. 
The encoding the APN field follows 3GPP TS 23.003 [12] subclause 9.1 but excluding the trailing zero byte. The content of the APN field shall be the full APN with both the APN Network Identifier and default APN Operator Identifier being present as specified in 3GPP TS 23.003 [12] subclauses 9.1.1 and 9.1.2.

NOTE 4.
	IETF RFC 5149[11]

	Protocol Configuration Options
	O
	Contain Protocol Configuration Options.
	Subclause 12.1.1.0

	PDN GW IP Address
	O
	Contain PDN GW IP address (on S2a or S2b when used for chained S2a/S2b-PMIP based S8).
	 Subclause 12.1.1.4

	MAG Fully Qualified PDN Connection Set Identifier 
	O
	Contain a Fully Qualified PDN Connection Set Identifier if generated by the MAG on the S5/S8, S2a (for Trusted WLAN Access) and S2b interfaces as specified in 3GPP TS 23.007 [13].
	Subclause 12.1.1.2

	MME Fully Qualified PDN Connection Set Identifier 
	O
	Contain a Fully Qualified PDN Connection Set Identifier if generated by the MME, and included by the MAG on the S5/S8 interfaces as specified in 3GPP TS 23.007 [13].
	Subclause 12.1.1.2

	Selection Mode
	O
	Contains APN selection mode (on S5/S8).
	Subclause 12.1.1.7

	Charging Characteristics
	O
	Contains the Charging Characteristics to be applied for EPC charging
	Subclause 12.1.1.8

	Serving Network
	C
	This IE shall be included on S5 and S8 interfaces to identify the Serving Network 
	Subclause 12.1.1.9

	Mobile Equipment Identity
	O
	Contains the MEI of the UE (on S5/S8)
	Subclause 12.1.1.10

	MSISDN
	O
	Contains the MSISDN of the user (on S5/S8)
	Subclause 12.1.1.11

	Maximum APN Restriction
	O
	Contains the most stringent restriction of already active PDN connections (on S5/S8).
	Subclause 12.1.1.13

	Unauthenticated IMSI
	O
	Contains the Unauthenticated IMSI
	Subclause 12.1.1.14

	PDN connection ID
	O
	Contains the PDN connection ID
	Subclause 12.1.1.15

	Signalling Priority Indication  
	O
	The SGW shall forward this IE on the S5/S8 interfaces if received from the MME/SGSN.
	Subclause 12.1.1.17

	Additional Protocol Configuration Options
	O
	Contains Additional Protocol Configuration Options.  
	Subclause 12.1.1.19

	NOTE 1: 
At least one of the two options, namely, the IPv6 Home Network Prefix option or the IPv4 Home Address Request option shall be present.  If both an IPv6 Home Network Prefix and an IPv4 Home Address are requested, both options shall be included in the same PBU message.

NOTE 2:
The methods that the ePDG may use to acquire the access technology type of the untrusted non-3GPP IP access network are not specified in this release.

NOTE 3: 
The PDN-GW can be informed about the type of access network used by the UE over several reference points, see 3GPP TS 29.212 [30] for the mapping between the code values for the  different access network types.

NOTE 4: 
The APN field is not encoded as a dotted string as commonly used in documentation.


* * * End of Changes * * * *
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