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* * * * First Change * * * *
9.2
Procedures at the UE

9.2.1
Connecting to the IP-CAN and P-CSCF discovery

Prior to communication with the IM CN subsystem, the UE shall:

a)
establish a connection with the IP-CAN;
b)
obtain an IP address using either the standard IETF protocols (e.g., DHCP or IPCP) or a protocol that is particular to the IP-CAN technology that the UE is utilising. The UE shall fix the obtained IP address throughout the period the UE is connected to the IM CN subsystem, i.e. from the initial registration and at least until the last deregistration; and
c)
acquire a P-CSCF address(es).


The UE may acquire an IP address via means other than the DHCP. In this case, upon acquiring an IP address, the UE shall request the configuration information (that includes the DNS and P-CSCF addresses) from the DHCP server.


The methods for acquiring a P-CSCF address(es) are:

I.
Employ Dynamic Host Configuration Protocol for IPv4 RFC 2131 [40A] or for IPv6 (DHCPv6) RFC 3315 [40]. Employ the DHCP options for SIP servers RFC 3319 [41] or, for IPv6, RFC 3361 [35A]. Employ the DHCP options for Domain Name Servers (DNS) RFC 3646 [56C].


The UE shall either:

-
in the DHCP query, request a list of SIP server domain names of P-CSCF(s) and the list of Domain Name Servers (DNS); or

-
request a list of SIP server IP addresses of P-CSCF(s).

II.
Obtain the P-CSCF address(es) by employing a procedure that the IP-CAN technology supports. (e.g. GPRS).
III.
The UE may use pre-configured P-CSCF address(es) (IP address or domain name). For example:
a.
The UE selects a P-CSCF from the list stored in ISIM or IMC;

b.
The UE selects a P-CSCF from the list in IMS management object.

NOTE:
Access-specific annexes provide additional guidance on the method to be used by the UE to acquire P-CSCF address(es).


When acquiring a P-CSCF address(es), the UE can freely select either method I or II or III. 

The UE may also request a DNS Server IP address(es) as specified in RFC 3315 [40] and RFC 3646 [56C] or RFC 2131 [40A].

* * * * End of Change * * * *
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