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	Reason for change:
(

	SGSN-Number is sent from MME/SGSN to HSS over S6a/S6d, but it is also sent by SGSN to HSS over MAP/Gr. In this case, the formatting of this information element includes a leading octet indicating the nature of address and the numbering plan.

When this AVP is sent over diameter, it is clearly specified that it shall be an international number (nature of address) and an E.164 number (numbering plan). 

Therefore, if the leading octet used in MAP for ISDN addresses, were to be included as well in this AVP, it is clear what the contents should be; but it is not so clearly stated in the specification whether the AVP shall (or not) contain this leading octet.



	
	

	Summary of change:
(

	Specify, in all AVPs used to convey ISDN addresses, that the leading octet is not meant to be included in the AVP contents.



	
	

	Consequences if 
(

not approved:
	Ambiguity in the specification regarding the exact content of the AVP (given the similarity of their MAP equivalent IEs), leading to potential interoperability problems.


	
	

	Clauses affected:
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	7.3.39, 7.3.85, 7.3.91, 7.3.102
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* * * First Change * * * *

7.3.39
STN-SR
The STN-SR AVP is of type OctetString and shall contain the Session Transfer Number for SRVCC. See 3GPP TS 23.003 [3] for the definition of STN-SR. This AVP contains an STN-SR, in international number format as described in ITU-T Rec E.164 [41], encoded as a TBCD-string. See 3GPP TS 29.002 [24] for encoding of TBCD-strings. This AVP shall not include leading indicators for the nature of address and the numbering plan; it shall contain only the TBCD-encoded digits of the address.
* * * Next Change * * * *

7.3.85
GMLC-Number
The GMLC-Number AVP is of type OctetString. This AVP shall contain the ISDN number of the GMLC in international number format as described in ITU-T Rec E.164 [41] and shall be encoded as a TBCD-string. See 3GPP TS 29.002 [24] for encoding of TBCD-strings. This AVP shall not include leading indicators for the nature of address and the numbering plan; it shall contain only the TBCD-encoded digits of the address.
* * * Next Change * * * *

7.3.91
Client-Identity
The Client-Identity AVP is of type OctetString and it shall contain the ISDN number of the external client in international number format as described in ITU-T Rec E.164 [41] and shall be encoded as a TBCD-string. See 3GPP TS 29.002 [24] for encoding of TBCD-strings. This AVP shall not include leading indicators for the nature of address and the numbering plan; it shall contain only the TBCD-encoded digits of the address.
* * * Next Change * * * *

7.3.102
SGSN-Number
The SGSN-Number AVP is of type OctetString and it shall contain the ISDN number of the SGSN. For further details on the definition of this AVP, see 3GPP TS 23.003[3]. This AVP contains an SGSN-Number in international number format as described in ITU-T Rec E.164 [41] and shall be encoded as a TBCD-string. See 3GPP TS 29.002 [24] for encoding of TBCD-strings. This AVP shall not include leading indicators for the nature of address and the numbering plan; it shall contain only the TBCD-encoded digits of the address.
* * * End of Changes * * * *
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