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*******
* * * First Change * * * *

5.1.2.4.1
General

The STa reference point allows the non-3GPP access network to inform the 3GPP AAA server that the session resources of the non-3GPP access network assigned to a given user are being released.

The procedure shall be initiated by the non-3GPP access network and removes non-3GPP access information from the 3GPP AAA Server. These procedures are based on the reuse of Diameter Base IETF RFC 3588[7] STR and STA commands 

Table 5.1.2.4.1/1: STa Session Termination Request

	Information Element name
	Mapping to Diameter AVP
	Cat.
	Description

	Permanent User Identity
	User-Name
	M
	This information element shall contain the identity of the user (i.e. an IMSI in EPC root NAI format as defined in 3GPP TS 23.003 [14]).

	Termination Cause
	Termination-Cause
	M
	This IE shall contain the reason for the disconnection.


Table 5.1.2.4.1/2: STa Session Termination Answer

	Information Element name
	Mapping to Diameter AVP
	Cat.
	Description

	Result
	Result-Code / Experimental-Result
	M
	This IE shall contain the result of the operation.

The Result-Code AVP shall be used for errors as defined in the Diameter Base Protocol.

Experimental-Result AVP shall be used for STa errors. This is a grouped AVP which shall contain the 3GPP Vendor ID in the Vendor-Id AVP, and the error code in the Experimental-Result-Code AVP.


* * * End of Changes * * * *
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