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*** First Change ***

B.2.2.6
Emergency service

No IP-CAN specific procedures for emergency registration have been defined for GPRS. However, when activating a PDP context to perform emergency registration, based on the conditions in subclause 5.1.6.1 of this specification, the UE can select an APN that results in selection of a GGSN located in the PLMN to which the UE is attached (see 3GPP TS 23.060 [4]). The procedures for PDP context activation and P-CSCF discovery, as described in subclause B.2.2.1 of this specification apply accordingly. 

NOTE 1: 
The UE discovery of the local APN is not in the scope of this specification, but the UE can get information about such an APN e.g. via local configuration.
In order to find out whether the UE is attached to the home PLMN or to the visited PLMN, the UE shall compare the MCC and MNC values derived from its IMSI with the MCC and MNC of the PLMN the UE is attached to. If the MCC and MNC of the PLMN the UE is attached to do not match with the MCC and MNC derived from the IMSI, then for the purpose of emergency calls in the IM CN subsystem the UE shall consider to be attached to a VPLMN. 

NOTE 2: 
In this respect an equivalent HPLMN, as defined in 3GPP TS 23.122 [4C] will be considered as a visited network.

The type of emergency service for an emergency number is derived from the settings of the emergency service category value (bits 1 to 5 of the emergency service category value as specified in subclause 10.5.4.33 of 3GPP TS 24.008 [8]). Table B.2.2.6.1 below specifies mappings between a type of emergency service and an emergency service URN. The UE shall use the mapping to match an emergency service URN and a type of emergency service. If a dialled number is an emergency number but does not map to a type of emergency service the service URN shall be "urn:service:sos".
Table B.2.2.6.1: Mapping between type of emergency service and emergency service URN

	Type of emergency service
	Emergency service URN

	Police 
	urn:service:sos.police

	Ambulance 
	urn:service:sos.ambulance

	Fire Brigade 
	urn:service:sos.fire

	Marine Guard 
	urn:service:sos.marine

	Mountain Rescue 
	urn:service:sos.mountain


If the IP-CAN did not provide a local emergency number that matches the dialled number (see subclause 5.1.6.1) and multiple types of emergency service can be derived for a dialled number from the information configured on the USIM then:

-
if the UE is in the HPLMN, the UE shall map any one of these types of emergency service to an emergency service URN as specified in table B.2.2.6.1; and 

-
if the UE is in the VPLMN, the UE shall select "urn:service:sos". 

If the IP-CAN provided a local emergency number that matches the dialled number (see subclause 5.1.6.1), and:

-
if the UE can derive one or more types of emergency service from the information received from the IP-CAN for the dialled number and the UE cannot derive types of emergency service from the information configured on the USIM for the dialled number; or 

-
if the UE is able to derive identical types of emergency service from both the information received from the IP-CAN for the dialled number and from the information configured on the USIM for the dialled number, 

then the UE shall map any one of these emergency service types to an emergency service URN as specified in table B.2.2.6.1.




NOTE 3:
How the UE resolves clashes where an emergency number is associated with one or more different types of emergency service configured in the USIM and in information received from the access network, is implementation dependent.
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