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***** BEGIN MODIFICATION *****

8.3.1
SDP offerer

When an SDP offerer wants to create a session mode messaging session, the SDP offerer shall populate the SDP as specified in subclause 6.1 in 3GPP TS 24.229 [5]. In addition the SDP offerer shall also include an SDP media description for an MSRP session. The SDP media description shall include:

a)
an SDP msrp-cema attribute, in accordance with RFC 6714 [xx];

b)
the supported MIME types in the accept-types or accept-wrapped-types attributes  in accordance with RFC 4975 [9];

c)
the address of the SDP offerer in the path attribute, in accordance with RFC 4975 [9]; and
d)
an a=setup attribute in accordance with RFC 6135 [18].
The SDP may also include an a=max-size attribute. The attribute shall be formatted in accordance with RFC 4975 [9]

The SDP offerer may want to indicate to the other user(s), that the SDP offerer is prepared to receive isComposing information, then it shall add the MIME type “application/ im-iscomposing+xml to the accept type or access-wrapped types attributes.
NOTE:
When the SDP offerer receives an SDP answer, if the SDP media description for the MSRP session does not contain an SDP msrp-cema attribute, the SDP offerer might fall back to the RFC 4975 [9] procedures, in accordance with RFC 6714 [xx]. In such case, the SDP offerer will send a new SDP offer that does not include an SDP msrp-cema attribute.
Otherwise, if the SDP answer contains an a=setup attribute with a "passive" value, the SDP offerer shall set up a TCP connection (if not already available) when an IP-CAN bearer with sufficient QoS is available.

In accordance with RFC 6135 [18], the SDP offerer shall not include an a=connection attribute in an SDP offer. For file transfer, the SDP shall also include media level attributes in accordance with RFC 5547 [15], with the exception that it shall include the file selector attribute (a=file-selector) with at least a size parameter.
When the MSRP 200 (OK) response for the last MSRP SEND request is received, the SDP offerer shall close the MSRP media stream(s) for that particular file transfer, by sending a SDP offer where the m line port value for the file transfer media stream is set to zero, unless the MSRP media stream is the only stream in the SIP session, in which case a SIP BYE request shall be sent in order to terminate the SIP session.
8.3.2
SDP answerer

 SDP answerer shall populate the SDP answer as specified in subclause 6.1 in 3GPP TS 24.229 [5]. In addition the SDP answerer shall include an SDP media description for an MSRP session. The SDP media description shall include:

a)
an SDP msrp-cema attribute, if the precondition described in RFC 6714 [xx] for including the attribute is fulfilled. Otherwise the SDP answerer will fall back to the RFC 4975 [9] procedures; and

b)
the supported MIME types in the accept-types or accept-wrapped-types attributes in accordance with RFC 4975 [9];

c) the MSRP URI of the SDP answerer in the path attribute in accordance with RFC 4975 [9]; and
d)
an a=setup attribute in accordance with RFC 6135 [18].
The SDP answerer may also include an a=max-size attribute. The attribute shall be formatted in accordance with RFC 4975 [9].

If the SDP answerer receives the MIME type “application/im-iscomposing+xml” in the accept-types or accept-wrapped-types attribute and the SDP answerer accepts the exchange of isComposing information the SDP answerer shall add the MIME type “application/im-iscomposing+xml” to the accept-types or access-wrapped types attributes.
If the SDP answer contains an a=setup attribute with an "active" value, the SDP answerer shall set up a TCP connection (if not already available) when an IP-CAN bearer with sufficient QoS is available.
For file transfer, the SDP answerer shall behave in accordance with RFC 5547 [15].
***** NEXT MODIFICATION *****

8.3.3
Void






















***** END MODIFICATION *****
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