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	3GPP TS 24.135 contains the following Editor’s Notes:
Outgoing calls: 
5.1.2 contains 
Editor’s Note: How the AS determines the action to be performed for an outgoing call (i.e. rejection vs forwarding to pre-defined destination is FFS. Also, the level of granularity for configuration of action for the case where a request is barred requires further study.

Terminaing calls: 
5.2.2 contains
Editor’s Note: How the AS determines the action to be performed for a terminating call (i.e. immediate rejection vs playing an announcement before rejection) is FFS. Also, the level of granularity for configuration of action for the case where a request is rejected barred further study.

For both incoming and outgoing calls, the action to be performed by the AS depends on the appliaed category (not on the user identity). Therefore, the action can be dertermined by local configuration in the ODB AS.
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***** Next change *****
5.1.2
Procedures in the Application Server

The AS providing the ODB service shall operate as a routeing B2BUA as specified in subclause 5.7.5 of 3GPP TS 24.229 [2]. An AS providing the ODB service and rejecting a request shall operate as a terminating UA, as specified in subclause 5.7.2 of 3GPP TS 24.229 [2].

On reception of an initial SIP INVITE request or SIP MESSAGE request initiated by the UE an AS providing the ODB service needs to determine whether ODB is applied to the SIP request. In order to do so the AS providing the ODB service shall:

1)
identify the served user as specified in 3GPP TS 24.229 [2] for communication initiated by the UE;

2)
determine whether the subscription profile for the served user contains ODB categories as listed in subclause 5.1.1; and

3)
use the rules defined in subclause 5.1.3 to determine whether any of the categories apply to the communication.

When a barring category applies to a communication, the AS shall, based on operator local policy, either:

1) reject the SIP request, and send an indication to the originating UE by sending a SIP 603 (Decline) response. In addition, based on configuration prior to terminate the communication the AS can provide an announcement to the originating user. The procedure of invoking an announcement is described within 3GPP TS 24.628 [6]; or

2) forward the SIP request to a pre-configured destination using normal SIP procedures as defined in 3GPP TS 24.229 [2].


When a new barring category is set for a user, the AS providing the ODB shall determine whether the category applies to any communication of the served user using the rules defined in subclause 5.1.3. When a barring category applies to a communication, the AS providing ODB shall:

1)
if two dialogs have been established, then simultaneously send a SIP BYE request for both dialogs managed by the AS, as specified in subclause 5.7.5.3 of 3GPP TS 24.229 [2]; or

2)
if a communication is currently being established, then simultaneously send a SIP 603 (Decline) response to the served user and a SIP CANCEL request towards the called user, as specified in 3GPP TS 24.229 [2].

NOTE:
In order to get the information about the ODB settings for a subscriber an AS subscribes to notification on such changes via Sh interface as specified in 3GPP TS 29.329 [12].

***** Next change *****
5.2.2
Procedures in the Application Server

The AS providing the ODB service shall operate as a routeing B2BUA, as specified in subclause 5.7.5 of 3GPP TS 24.229 [2]. An AS providing the ODB service and rejecting a request shall operate as a terminating UA, as specified in subclause 5.7.2 of 3GPP TS 24.229 [2].

On reception of an initial SIP INVITE request or SIP MESSAGE request terminated at the UE an AS providing the ODB service needs to determine whether the SIP request is rejected due to ODB. In order to do so the AS providing the ODB service shall:

1)
identify the served user as specified in 3GPP TS 24.229 [2] for terminating communication; and

2)
determine whether the subscription profile for the served user contains ODB categories as listed in subclause 5.2.1; and

3)
use the rules in subclause 5.2.3 to determine whether any of the categories apply to the communication.

When a barring category applies to a communication, the AS shall, based on operator local policy, either:

1)
reject the SIP request, and send an indication to the originating UE by sending a SIP 603 (Decline) response. In addition, based on configuration prior to terminate the communication the AS can provide an announcement to the originating user. The procedure of invoking an announcement is described within 3GPP TS 24.628 [6]; or

2)
forward the SIP request to a pre-configured destination using normal SIP procedures as defined in 3GPP TS 24.229 [2].


When a new barring category is set for a user, the AS providing the ODB shall determine whether the category applies to any communication of the served user using the rules defined in subclause 5.2.3. When a barring category applies to a communication, the AS providing ODB shall:

1)
if two dialogs have been established, then send simultaneously a SIP BYE request for both dialogs managed by the AS as specified in subclause 5.7.5.3 of 3GPP TS 24.229 [2]; or

2)
if a communication is currently being established, then simultaneously send a SIP 603 (Decline) response to the served user and a SIP CANCEL request towards the called user, as specified in 3GPP TS 24.229 [2].

NOTE:
In order to get the information about the ODB settings for a subscriber an AS subscribes to notification on such changes via Sh interface as specified in 3GPP TS 29.329 [12].

