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	Source to WG
	Work Item
	Clauses affected
	Other Aff Specs

	24.147
	99
	1
	Rel-12
	User joining a conference by using a conference URI
	F
	11.1.0
	C1-84
	C1-133313
	Huawei
	TEI12
	5.3.1.4.1
	 

	24.167
	65
	2
	Rel-12
	Supplementary Services Configuration
	B
	11.0.1
	C1-84
	C1-133578
	Samsung
	TEI12
	2, 3.2, 4, 5.x1 (new), 5.x2 (new), Annex A
	 

	24.229
	4620
	-
	Rel-12
	Clarification of Service-Route header usage
	F
	12.1.0
	C1-84
	C1-132718
	Research in Motion
	TEI12
	5.1.1.2.1, 5.1.1.4.1
	 

	24.229
	4635
	2
	Rel-12
	P-CSCF Discovery
	C
	12.1.0
	C1-84
	C1-133579
	Orange
	TEI12
	B.2.2.1, L.2.2.1, R.2.2.1
	 

	24.229
	4638
	2
	Rel-12
	S-CSCF matching between ICSIs and SIP request content
	C
	12.1.0
	C1-84
	C1-133636
	Orange
	TEI12
	5.4.3.2
	 

	24.229
	4642
	1
	Rel-12
	Priority Consideration for SIP Overload Control
	F
	12.1.0
	C1-84
	C1-133310
	Applied Communication Sciences, NCS, AT&T
	TEI12
	4.12
	 

	24.229
	4643
	3
	Rel-12
	Switching to CS domain when the PS voice call initiation is failed due to access class barring (24.229) alternative2
	F
	12.1.0
	C1-84
	C1-133638
	NTT DOCOMO
	TEI12
	L.5
	 

	24.229
	4652
	3
	Rel-12
	Clarification on UE reaction to IP-CAN bearer changes during a VoLTE/VT call
	F
	12.1.0
	C1-84
	C1-133639
	Qualcomm Incorporated
	TEI12
	6.1.1, 6.4.1, 6.4.2
	 

	24.237
	913
	-
	Rel-12
	T313 expiry in the MSC server
	F
	12.1.0
	C1-84
	C1-132747
	Samsung, Ericsson
	TEI12
	12.4.3.3 (new subclause), 12.6.4.3 (new subclause)
	 

	24.237
	935
	1
	Rel-12
	SDP handling at ATCF
	F
	12.1.0
	C1-84
	C1-133490
	Alcatel-Lucent
	TEI12
	5.6
	 

	24.237
	947
	1
	Rel-12
	Correction for signalling flows for CS to PS SRVCC
	F
	12.1.0
	C1-84
	C1-133312
	Huawei
	TEI12
	A.20.2; A.20.3
	 

	24.237
	948
	1
	Rel-12
	Correction for the functionalities division of the SC UE
	F
	12.1.0
	C1-84
	C1-133492
	Huawei
	TEI12
	5.2
	 

	24.238
	11
	-
	Rel-12
	Correction to SIP user configuration
	F
	11.2.0
	C1-84
	C1-132816
	Deutsche Telekom
	TEI12
	A.1, A.2
	 

	24.237
	914
	-
	Rel-12
	PS to CS SRVCC of calls in alerting phase - invocation condition correction
	F
	12.1.0
	C1-84
	C1-132795
	Ericsson, ST-Ericsson
	TEI12, aSRVCC
	8.2, 12.2.3B.1, 12.2.3B.1A, 12.3.4.1
	 

	24.237
	920
	-
	Rel-12
	MSC server trough-connection and alignment with 24.008
	F
	12.1.0
	C1-84
	C1-132879
	Ericsson, ST-Ericsson
	TEI12, aSRVCC
	12.6.3
	 

	24.237
	921
	1
	Rel-12
	ATCF server trough-connection
	F
	12.1.0
	C1-84
	C1-133489
	Ericsson, ST-Ericsson
	TEI12, eSRVCC
	12.7.1, 12.7.2.4
	 

	24.237
	933
	-
	Rel-12
	Deregistration of the SC UE
	F
	12.1.0
	C1-84
	C1-132894
	Ericsson, ST-Ericsson
	TEI12, IMS-cont
	6.3.1
	 

	24.292
	274
	1
	Rel-12
	Correct service description ICS Conf.
	F
	12.0.0
	C1-84
	C1-133483
	Ericsson, ST-Ericsson
	TEI12, ICSRA
	12.3.6
	 

	24.629
	24
	2
	Rel-12
	Blind and Assured Transfer description
	B
	12.0.0
	C1-84
	C1-133635
	Orange
	TEI12
	4.2.1, 4.5.2.1, 4.5.2.4.1.2.2A
	 

	24.623
	34
	2
	Rel-12
	Supplementary Services Configuration fallback procedure
	C
	12.1.0
	C1-84
	C1-133526
	Deutsche Telekom
	TEI12
	5.3.1.2
	 


