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***********first change******************************
7.1
3GPP specific AVP codes

The 3GPP specific AVPs have the Vendor-Specific bit ('V' bit) set in the AVP header and they carry the 3GPP’s vendor identifier in the Vendor-ID field of the AVP header. The 3GPP specific AVP codes are presented in the following table.  

Table 7.1: 3GPP specific AVP codes 

	************part of table not shown for clarity********************

	2800
	Reserved
	-
	29.212 [19]

	2801
	ADC-Revalidation-Time
	Time
	· 

	2802
	TDF-Application-Instance-Identifier
	OctetString
	· 

	2803
	HeNB-BBF-FQDN
	UTF8String
	· 

	2804
	HeNB-Local-IP-Address
	Address
	· 

	2805
	UE-Local-IP-Address
	Address
	· 

	2806
	UDP-Source-Port
	Unsigned32
	· 

	2807
	CS-Service-Qos-Request-Identifier
	OctetString
	· 

	2808
	CS-Service-QoS-Request-Operation
	Enumerated
	· 

	2809
	Mute-Notification
	Enumerated
	· 

	2810
	Monitoring-Time
	Time
	· 

	2811
	AN-GW-Status
	Enumerated
	· 

	2812
	User-Location-Info-Time
	Grouped
	· 

	2813
	CS-Service-Resource-Report
	Time
	· 

	2814
	CS-Service-Resource-Failure-Cause
	Enumerated
	· 

	2815
	CS-Service-Resource-Result-Operation
	Enumerated
	· 

	Note: The AVP codes from 2816 to 2899 are reserved for TS 29.212


********part of table not shown for clarity************

*************next change******************

8.1.3
Transient Failures

The Transient Failure result codes shall use the values from 4001 to 4999 in the Experimental-Result-Code AVP. The reserved 3GPP specific Transient Failure result codes are presented in the following table.

Table 8.1.3: 3GPP specific Transient Failure result codes

	Experimental Result Code
	Result text
	Specified in the TS

	4100
	DIAMETER_USER_DATA_NOT_AVAILABLE
	29.329 [4]

	4101
	DIAMETER_PRIOR_UPDATE_IN_PROGRESS
	

	Note: The Experimental Result Codes from 4102 to 4120 are reserved for the TS 29.329.

	4121
	DIAMETER_ERROR_OUT_OF_RESOURCES
	29.061 [13]

	Note: The Experimental Result Codes from 4122 to 4140 are reserved for the TS 29.061.

	4141
	DIAMETER_PCC_BEARER_EVENT
	29.212 [19]

	4142
	DIAMETER_BEARER_EVENT
	

	4143
	DIAMETER_AN_GW_FAILED
	

	Note: The Experimental Result Codes from 4144 to 4160 are reserved for the TS 29.212

	
	
	32.299 [5]

	Note: The Experimental Result Codes from 4161 to 4180 are reserved for the TS 32.299.

	4181
	DIAMETER_AUTHENTICATION_DATA_UNAVAILABLE
	29.272 [21]

	Note: The Experimental Result Codes from 4182 to 4200 are reserved for the TS 29.272.

	4201
	DIAMETER_ERROR_ABSENT_USER
	29.173 [25]

	Note: The Experimental Result Codes from 4202 to 4220 are reserved for the TS 29.173.

	4221
	DIAMETER_ERROR_UNREACHABLE_USER
	29.172 [24]

	4222
	DIAMETER_ERROR_SUSPENDED_USER
	

	4223
	DIAMETER_ERROR_DETACHED_USER
	

	4224
	DIAMETER_ERROR_POSITIONING_DENIED
	

	4225
	DIAMETER_ERROR_POSITIONING_FAILED
	

	4226
	DIAMETER_ERROR_UNKNOWN_UNREACHABLE LCS_CLIENT
	

	Note: The Experimental Result Codes from 4227 to 4240 are reserved for the TS 29.172.

	4241
	DIAMETER_ERROR_NO_AVAILABLE_POLICY_COUNTERS
	29.219 [26]

	Note: The Experimental Result Codes from 4242 to 4260 are reserved for the TS 29.219.


************end of changes******************



