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	Reason for change:
(

	New AVP is needed to support optimized LCS procedure for combined MME/SGSN.

	
	

	Summary of change:
(

	Following new AVP is defined
· RIA Flags

	
	

	Consequences if 
(

not approved:
	Optimized LCS procedure for combined MME/SGSN will not supported
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*******
* * * First Change * * * *

	Note: The AVP codes from 2323 to 2399 are reserved for TS 32.299

	2400
	LMSI
	OctetString
	29.173 [25]

	2401
	Serving-Node
	Grouped
	

	2402
	MME-Name
	DiameterIdentity
	

	2403
	MSC-Number
	OctetString
	

	2404
	LCS-Capabilities-Sets
	Unsigned32
	

	2405
	GMLC-Address
	Address
	

	2406
	Additional-Serving-Node
	Grouped
	

	2407
	PPR-Address
	Address
	

	2408
	MME-Realm
	DiameterIdentity
	

	2409
	SGSN-Name
	DiameterIdentity
	

	2410
	SGSN-Realm
	DiameterIdentity
	

	XXXX
	RIA-Flags
	Unsigned32
	

	Note: The AVP codes from XXXX+1 to 2499 are reserved for TS 29.173
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* * * Next Change * * * *

<Proposed change in revision marks>

* * * End of Changes * * * *
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