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	Reason for change:
(

	The specification contains conditions in order to indicate when something is applicable to GERAN Iu mode.

GERAN Iu mode specification (e.g., TS 44.118) still exists and the support of the GERAN Iu mode of operation by a GERAN cell can still be indicated in the broadcast system information message (Iu Indicator in SI3). In many cases we need to take care if the Iu interface is UTRAN or GERAN.

However, it is clear that GERAN Iu mode specifications are not updated or even maintain any longer though still present in all existing releases. For example, regarding TS 44.118 no CRs approved from Rel-8 onwards, and similarly TS 44.116 no enhanced from Rel-7. Also, it is important to note that GERAN decided in Rel-9 the removal of the P channels (Packet control channels; PCCCH and PBCCH). Though this is not particularly tied up to GERAN Iu mode, since P channels cannot be enabled then GERAN Iu mode is effectively off. Furthermore, it is observed that has not been any field deployments of GERAN Iu mode.
In a nutshell, it is suggested that CT4 does not consider GERAN Iu mode for any enhancement though GERAN Iu mode has not been considered up to now in this specifications.

Although the scope of TS 23.284 indicates the specification shall show the CS core network termination of the A interface, and the information flows between the BSS and the MSC server, TS 23.284 also considers Iu mode in case of handover.  For example subclause 8.3.2.3 specifies that procedure from TS 23.205 sub-clause 8.3.2.2 shall be used and within subclause 8.3.2.2.2 TS 23.205 specifies:
"For Handover towards GERAN Iu-mode, the MSC-B Server shall select a service according to the Channel Type received with the Handover Request message and the capabilities of the GERAN target cell, if the GERAN classmark was received. For speech calls, the MSC-B server shall additionally take into account the selected codec, the list of supported codecs and the currently used codec received with MAP Prepare Handover request."
Due to that the scope of TS 23.284 also needs to reflect that GERAN Iu mode is not maintained or enhanced.
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	The scope of the specification is updated by adding text (formal statement) which indicates that functionality related to GERAN Iu mode is not maintained or enhanced.
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not approved:
	The specification may need differentiates between two different cases in GSM, i.e. A/Gb mode and GERAN Iu mode, UTRAN and GERAN Iu mode, when as a matter of the fact that GERAN Iu mode is effectively off from Rel-9. 
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*******
* * * First Change * * * *

1
Scope

The present document defines the Stage 2 description for the Local Call Local Switch feature. Local Call Local Switch may be implemented in both BICC based CS core networks as defined in 3GPP TS 23.205 [2] and SIP-I based CS core networks as defined in 3GPP TS 23.231 [3], with a GSM/EDGE Radio Access Network supporting either TDM based or IP based A interface.

This stage 2 shall cover the information flows between the GMSC server, MSC server and media gateways that are required to support Local Call Local Switching highlighting the specific requirements in addition to those defined for BICC based CS core networks 3GPP TS 23.205 [2] and SIP-I based CS core networks 3GPP TS 23.231 [3]. Note that nothing in the present document shall preclude an implementation of a combined MSC Server and MGW. The present document shall show the CS core network termination of the A interface, and the information flows between the BSS and the MSC server, in order to cover the information flow stimulus to the core network and describe the interaction with the supplementary and value added services and capabilities.

The present document specifies functions, procedures and information which apply to GERAN Iu mode. However, functionality related to GERAN Iu mode is neither maintained nor enhanced.
* * * End of Changes * * * *
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