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1. Overall Description:

CT3 thanks SA2 for their reply LS. SA2 requested to be updated about potential stage 2 impact of the new work item on RTP / RTCP transport multiplexing.
CT3 has discussed the PCC impact of RTP / RTCP transport multiplexing on the same UDP port number.

A separate policy and charging control (e.g. to perform separate gating and/or to assign and/or enforce different QoS) of RTP and RTCP streams would require that these streams are described in separate PCC rules with filters that inspect the RTP protocol layer. That goes beyond the capabilities of service data flow filters described in Clause 6.2.2.2 of TS 23.203. Existing extended packet inspection functionality of PCC rules is not suitable, as extended packet inspection would need to be applied in combination with IP 5-tuple filtering based on address information that is dynamically determined from SIP/SDP signalling. Further, there might be a need to update standards related to traffic flow templates sent towards the UE via GTP to enable that different bearers are used to handle uplink RTP and RTCP traffic. Stage 2 work would thus be required to enable a separate policing and charging control for RTP and associated RTCP streams.
However, the scope of the WID endorsed by CT3 avoids impacts to PCC rules and the Gx interface. It consequently has the limitation that a separate policy and charging control for RTP and associated RTCP streams is not possible for RTP / RTCP transport multiplexing. CT3 assumes that RTP and associated RTCP streams are described by the same PCC rule for RTP / RTCP transport multiplexing. CT3 intends only to update the SDP to Rx service information mapping and possibly the Rx service information to support of RTP / RTCP transport multiplexing. CT3 believes that this work will have no stage 2 impact.
2. Actions:

To SA2 group.

ACTION: 
CT3 asks SA2 to kindly take note of the above information.
3. Date of Next TSG-CT3 Meetings:

3GPPCT3#75
11 - 15 Nov 2013
San Francisco, US

3GPPCT3#76
20 - 24 Jan 2014
Guangzhou; China

