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	Reason for change:
	The evaluation of the PLMN leaf takes into consideration the actual RPLMN when there are multiple ISRP rules with same PLMN value:
“-
if there are multiple ISRP rules with the same value in the PLMN leaf and the PLMN value is neither HPLMN nor an equivalent HPLMN,  then the choice of the active ISRP rule is implementation dependant; and

-
if there are multiple ISRP rules with the same value in the PLMN leaf, the same value in the Roaming leaf  and the PLMN value is the HPLMN or an equivalent HPLMN, then the choice of the active ISRP rule is implementation dependant.”

The choice of active ISRP rule is implementation dependant in both of the above cases. 



	
	

	Summary of change:
	It is specified that when there are multiple ISRP rules with same value in PLMN leaf then it is UE implementation specific which one to choose.

	
	

	Consequences if not approved:
	There is unnecessary condition at ISRP PLMN leaf evaluation.
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***** Next change *****
5.7.61
<X>/ISRP/<X>/PLMN
The PLMN leaf indicates a PLMN code of the operator, which created this ISRP rule.
-
Occurrence: One

-
Format: chr

-
Access Types: Get, Replace

-
Values: <PLMN>

The format of the PLMN is defined in 3GPP TS 23.003 [3].
When evaluating the PLMN leaf the following applies:

-
if the value contained in this leaf is equal to the HPLMN (or an equivalent HPLMN) of the UE and the UE is not roaming, the ISRP rule is valid;

-
if the value contained in this leaf is equal to the HPLMN (or an equivalent HPLMN) of the UE, the value contained in the Roaming leaf of the ISRP rule is set to 1 and the UE is roaming, the ISRP rule is valid;

-
if the value contained in this leaf is equal to a VPLMN (or an equivalent VPLMN) of the UE, and the UE is roaming in that VPLMN, the ISRP rule is valid independently of the Roaming leaf; and
-
if there are multiple valid ISRP rules with the same value in the PLMN leaf, then the choice of which one to follow is UE implementation dependant.
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