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	Reason for change:
	Based on the SA2 TS 23.402, in the HO procedures, the TWAN could send PCO to the PGW, quote from subclause 16.10
Handover procedure from 3GPP access to WLAN on S2a, taking SCM as an example:

16.10.1.2
Handover in single-connection mode from 3GPP access to WLAN on PMIP S2a

-
Step 3. This step is the same as step 3 in 16.2.2 with the following addition: The handover indicator is set in the Proxy Binding Update to allow the PDN GW to re-allocate the same IP address or prefix that was assigned to the UE while it was connected to the 3GPP access and to initiate a PCEF-Initiated IP‑CAN Session Modification Procedure with the PCRF.
16.2.2
Initial Attach in WLAN on PMIP S2a
In step 3 and 10 the TWAN selects S2a protocol variant, PMIPv6. The TWAN sends a Proxy Binding Update message. The details of the Proxy Binding Update message are described in step 5 in clause 6.2.1. Additionally, Proxy Binding Update includes the current TWAN Identifier as described in clause 16.1.7 and the UE Time Zone.
6.2.1
Initial Attach Procedure with PMIPv6 on S2a and Anchoring in PDN GW

Step 5)
The MAG function of Trusted Non-3GPP IP Access sends a Proxy Binding Update (MN-NAI, Lifetime, Access Technology Type, Handover Indicator, APN, GRE key for downlink traffic, Charging Characteristics, Additional Parameters) message to PDN GW. The Additional Parameters include the Protocol Configuration Options provided by the UE in step 3 and may also include other information.
Additionally, the S2a HO procedure is only used for the non-transparent mode, which means single-connection mode or multi-connection mode is always used in this scenario. So it is inappropriate to define “If the single-connection mode or multi-connection mode is used as specified in 3GPP TS 23.402 [3], the TWAN shall…” 

Therefore, comparing with the agreed CR(C4-140568), this CR defined the scenarios in which HO procedure should be used.  

	
	

	Summary of change:
	1)  Add the general description that the HO is only used for non transparent mode.
2)  Editoral correction on the TWAN procedures.

	
	

	Consequences if not approved:
	It is unclear if the HO procedures are used for the transparent mode. 
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* * * First Change * * * *

13.6
3GPP Access to TWAN with PMIPv6 on S2a Handover procedures without optimization
13.6.1
General
This procedure shall apply for a TWAN access using single-connection mode or multi-connection mode.
13.6.2
TWAN procedures
In PMIPv6 mode, the TWAN shall follow the MAG procedure for the PMIPv6 PDN Connection Handover as outlined in subclause 5.3.2.




The TWAN shall include in the PBU message:

-
the Protocol Configuration Options IE if the TWAN received the PCO from the UE.
-
the Access Network Identifier Option IE and set its content as specified in subclause 13.1.2.
-
the Serving Network IE and set it to the PLMN identity of the selected PLMN used for 3GPP-based access authentication. The selected PLMN is the PLMN of the 3GPP AAA Proxy in roaming case and the PLMN of the 3GPP AAA Server in non-roaming case.
-
the Trusted WLAN Mode Indication for single-connection mode or multi-connection mode.
13.6.3
PDN GW procedures

In PMIPv6 mode, the PDN GW shall follow the LMA procedure for the PMIPv6 PDN Connection Handover as outlined in subclause 5.3.3.

If the PGW supports Access Network Identifier Option and the TWAN had included the Access Network Identifier Option IE in the PBU message, the PGW shall include the Access Network Identifier Option IE with the sub-option(s) that it accepted as outlined in subclause 4.2 of IETF RFC 6757 [37]. The PGW shall not alter the contents of the sub-option(s) received from the TWAN.
The PDN GW may include Protocol Configuration Options IE in the PBA message.
* * * End of Changes * * * *
