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	Reason for change:
	The SCS is not aware that the SMS-SC does not support the recall functionalty which means recall requests are send to the MTC-IWF and the MTC-IWF has to reject those requests. If the SCS would be aware of the non support of the feature this unnecessary signalling can be avoided. Similarly for replace requests, the MTC-IWF would have to handle the replace requests. 

If the SCS is aware of the non support of the SMS-SC of recall and replace unnecessary signalling on Tsp can be avoided.

	
	

	Summary of change:
	A new AVP is introduced to carry a flag to indicate to the SCS the support of device trigger replace and recall.

	
	

	Consequences if not approved:
	The SCS is not aware if the SMS-SC supports replace and recall. Which leads to unnecessary signalling i.e. the SCS will send recall request to MTC-IWF which the MTC-IWF has to reject, SCS will send replace request to MTC-IWF which the MTC-IWF has to convert into a new device trigger request and map the reply to a replace answer.
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* * * First Change * * * *

***removed for clarity******
	3000
	reserved
	-
	29.368 [27]

	3001
	Device-Action
	Grouped
	

	3002
	Device-Notification
	Grouped
	

	3003
	Trigger-Data
	Grouped
	

	3004
	Payload
	OctetString
	

	3005
	Action-Type
	Enumerated
	

	3006
	Priority-Indication
	Enumerated
	

	3007
	Reference-Number
	Unsigned32
	

	3008
	Request-Status
	Enumerated
	

	3009
	Delivery-Outcome
	Enumerated
	

	3010
	Application-Port-Identifier
	Unsigned32
	

	3011
	Old-Reference-Number
	Unsigned32
	

	301x
	Feature-Supported-In-Final-Target
	Unsigned32
	

	Note: The AVP codes from 301y to 3099 are reserved for TS 29.368


***removed for clarity******
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