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* * * First Change * * * *

7.1
3GPP specific AVP codes

*****Text removed for clarity*****
	Note: The AVP codes from 3112 to 3199 are reserved for TS 29.336

	3200
	SM-Delivery-Outcome-T4
	Enumerated
	29.337 [29]

	3201
	Absent-Subscriber-Diagnostic-T4
	Enumerated
	

	3202
	Trigger-Action
	Unsigned32
	

	32xx
	MTC-Error-Diagnostic
	Unsigned32
	

	Note: The AVP codes from 32xy to 3299 are reserved for TS 29.337

	3300
	SC-Address
	OctetString
	29.338 [30]

	3301
	SM-RP-UI
	OctetString
	· 

	3302
	TFR-Flags
	Unsigned32
	· 

	3303
	SM-Delivery- Failure-Cause
	Grouped
	· 

	3304
	SM-Enumerated-Delivery-Failure-Cause
	Enumerated
	· 

	3305
	SM-Diagnostic-Info
	OctetString
	· 

	3306
	SM-Delivery-Timer
	Unsigned32
	· 

	3307
	SM-Delivery-Start-Time
	Time
	· 

	3308
	SM-RP-MTI
	Enumerated
	· 

	3309
	SM-RP-SMEA
	OctetString
	· 

	3310
	SRR-Flags
	Unsigned32
	· 

	3311
	SM-Delivery-Not-Intended
	Enumerated
	· 

	3312
	MWD-Status
	Unsigned32
	· 

	3313
	MME-Absent-User-Subscriber-Diagnostic-SM
	Enumerated
	· 

	3314
	MSC-Absent-User-Subscriber-Diagnostic-SM
	Enumerated
	· 

	3315
	SGSN-Absent-User-Subscriber-Diagnostic SM
	Enumerated
	· 

	3316
	SM-Delivery-Outcome
	Grouped
	· 

	3317
	MME-SM-Delivery-Outcome
	Grouped
	· 

	3318
	MSC-SM-Delivery-Outcome
	Grouped
	· 

	3319
	SGSN-SM-Delivery-Outcome
	Grouped
	· 

	3320
	IP-SM-GW-SM-Delivery-Outcome
	Grouped
	· 


*****Text removed for clarity*****

* * * End of Change * * * *

