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	Clauses affected
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	29.060
	0983
	1
	Rel-12
	Number of authentication vectors in the MM Context IE
	F
	12.4.0
	C4-140740
	Alcatel-Lucent, Alcatel-Lucent Shanghai Bell
	TEI12
	7.5.2, 7.28
	

	29.060
	0984
	1
	Rel-12
	Context Response with P-TMSI Signature mismatch
	F
	12.4.0
	C4-140772
	Alcatel-Lucent
	TEI12
	7.5.4
	

	29.060
	0985
	1
	Rel-12
	Correction on encoding of Selected PLMN ID and Target Identification
	F
	12.4.0
	C4-141147
	Huawei
	TEI12
	7.7.37, 7.7.64
	

	29.060
	0986
	1
	Rel-12
	Correction of reference of transparent container
	F
	12.4.0
	C4-141148
	Huawei
	TEI12
	7.7.38
	

	29.274
	1438
	3
	Rel-12
	Introduction of Node Number and Node Identifier (to carry SGSN Lgd Identifier and MME SLg identifier)
	F
	12.4.0
	C4-141109
	Cisco
	TEI12
	2,7.3.2, 7.3.5, 8.1,8.x(new) and 8.y(new)
	

	29.274
	1443
	1
	Rel-12
	Number of authentication vectors in the MM Context IE
	F
	12.4.0
	C4-140739
	Alcatel-Lucent, Alcatel-Lucent Shanghai Bell
	TEI12
	8.38
	

	29.274
	1444
	2
	Rel-12
	Context Response with P-TMSI Signature mismatch
	F
	12.4.0
	C4-140885
	Alcatel-Lucent
	TEI12
	6.1.1, 8.4
	

	29.274
	1448
	1
	Rel-12
	Including CSG change reporting for Change Notification procedure
	F
	12.4.0
	C4-140774
	Ericsson
	TEI12
	7.3.14
	

	29.274
	1452
	1
	Rel-12
	Spare bits in MM Context
	F
	12.4.0
	C4-140787
	Huawei
	TEI12
	8.38
	

	29.274
	1455
	1
	Rel-12
	User CSG Information reporting in rollback case
	F
	12.4.0
	C4-140790
	Huawei
	TEI12
	7.2.1; 7.2.7
	

	29.274
	1456
	1
	Rel-12
	Corrections to Node Type
	F
	12.4.0
	C4-140791
	Huawei, MCC
	TEI12
	7.2.10.2; 7.2.16; 7.3.6; 7.3.14; 8.65; 8.97; 8.100
	

	29.274
	1457
	1
	Rel-12
	Update the condition of the UE Time Zone IE
	F
	12.4.0
	C4-140792
	Huawei
	TEI12
	7.2.4; 7.2.9.1;7.2.10.2;7.2.17.1;7.2.16
	

	29.274
	1460
	1
	Rel-12
	A new Cause Value for the case where an MME in the VPLMN refuses to setup/modify a Bearer
	F
	12.4.0
	C4-140796
	Orange
	TEI12
	7.2.4, 7.2.16, 8.4
	

	29.274
	1478
	2
	Rel-12
	Alternate LMA address for user plane
	B
	12.4.0
	C4-141205
	Alcatel-Lucent, Alcatel-Lucent Shanghai Bell, Cisco, Huawei
	TEI12
	7.2.1, 7.2.2, 7.3.1, 7.3.6, 8.22
	TS 29.275 CR 0302



	29.274
	1479
	1
	Rel-12
	PLMN ID communicated in the VPLMN in network sharing
	F
	12.4.0
	C4-141142
	Alcatel-Lucent, Alcatel-Lucent Shanghai Bell, Ericsson
	TEI12
	7.2.1, 7.2.4, 7.2.5, 7.2.7, 7.2.9.1, 7.2.10.2, 7.2.16, 7.2.17.1, 7.3.1, 7.3.6, 7.3.14
	TS 23.251 CR 0100



	29.274
	1482
	1
	Rel-12
	Version Not Supported Indication
	F
	12.4.0
	C4-141143
	Huawei
	TEI12
	5.3
	

	29.274
	1489
	3
	Rel-12
	IPv6 address allocation
	F
	12.4.0
	C4-141224
	NSN
	TEI12
	2, 7.2.2
	

	29.274
	1490
	3
	Rel-12
	Context Request Indication flags
	F
	12.4.0
	C4-141225
	NSN
	TEI12
	7.3.5
	

	29.275
	0301
	1
	Rel-12
	Alternate LMAA or IPv4-LMAA
	B
	12.2.0
	C4-140769
	Alcatel-Lucent, Alcatel-Lucent Shanghai Bell, Cisco, NSN
	TEI12
	2, 5.1.1, 5.1.1.1, 5.1.1.2, 5.1.2, 5.1.3, 6.1
	

	29.275
	0302
	1
	Rel-12
	Alternate LMA address for user plane
	B
	12.2.0
	C4-140770
	Alcatel-Lucent, Alcatel-Lucent Shanghai Bell, Cisco
	TEI12
	2, 3.1, 5.1.1, 5.1.1.1, 5.1.1.2, 5.1.2, 5.1.3, 6.1, 6.2, 6.4.1, 6.4.2
	

	29.275
	0307
	3
	Rel-12
	Alternate LMAA or IPv4-LMAA during Handover
	B
	12.2.0
	C4-141222
	Alcatel-Lucent, Alcatel-Lucent Shanghai Bell, Cisco, NSN
	TEI12
	5.3.1, 5.3.1.1, 5.3.1.2, 5.3.2, 5.3.3, 6.1
	TS 29.275 CR 0301



	29.275
	0308
	3
	Rel-12
	Alternate LMA address for user plane during Handover
	B
	12.2.0
	C4-141223
	Alcatel-Lucent, Alcatel-Lucent Shanghai Bell, Cisco, Huawei
	TEI12
	5.3.1, 5.3.1.1, 5.3.1.2, 5.3.2, 5.3.3
	TS 29.275 CR 0302



	29.276
	0066
	1
	Rel-12
	Version Not Supported Indication
	F
	12.1.0
	C4-141144
	Huawei
	TEI12
	7.2.1; 7.2.4; 7A.2.1; 7A.2.4
	

	29.276
	0067
	1
	Rel-12
	Correct the handling of Restart Counter
	F
	12.1.0
	C4-141146
	Huawei
	TEI12
	7.2.3
	

	29.280
	0069
	1
	Rel-12
	Version Not Supported Indication
	F
	12.1.0
	C4-141145
	Huawei
	TEI12
	5.3.1; 5.3.4
	


