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	Reason for change:
	1)   The PCRF shall be able to provide the Required-Access-Info AVP when the PCC rule is removed if the PCRF gets the STR or AAR with a flow removal from the AF and the  Required-Access-Info AVP is included in the command.
2)    PCEF shall aways provide the ULI(if available), PLMN id (if ULI is not available) and timezone in the CCR during the bearer deactivation or IP-CAN session termination procedure  and then the PCRF will only provide the requested info to the AF in the STA based on the STR.

	
	

	Summary of change:
	1)    If the the AF requests the PCRF to report the access network information in an STR command or in an AAR with a subset of the flows removal which results the PCC/QoS rule(s) is removed , the PCRF shall provide the requested access network information indication (e.g. user location and/or user timezone information) to the PCEF within the Required-Access-Info AVP included within the Charging-Rule-Remove/QoS-Rule-Remove AVP which is to remove the corresponding PCC/QoS rule. The Required-Access-Info is included in the Charging-Rule-Remove and QoS-Rule-Remove AVPs.
2)    During bearer deactivation or IP-CAN session termination procedure, the PCEF/BBERF shall provide the user location(if available), PLMN id (if the user loaction is not available) and user timezone information  to the PCRF within the 3GPP-User-Location-Info AVP and 3GPP-MS-Timezone AVP

	
	

	Consequences if not approved:
	1) Access network information  can’t be reported as requested by the AF when the PCC/QoS rule is removed.
2) Access network information  can’t be reported as requested by the AF during the bearer activation and IP-CAN session termination procedure.
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	Other comments:
	


* * * 1st Change * * * 
4.5.22
Reporting Access Network Information
If the AF requests the PCRF to report the access network information, the PCRF shall provide the requested access network information indication (e.g. user location and/or user timezone information) to the PCEF as follows:
-
If the PCRF is installing or modifying a PCC rule, the PCRF shall include the Required-Access-Info AVP within the Charging-Rule-Definition AVP of an appropriate installed or modified PCC rule;  
-
Otherwise, if the PCRF is removing PCC rules based on the AF requests, the PCRF shall include the Required-Access-Info AVP within the Charging-Rule-Remove AVP associated with the corresponding PCC rules being removed.

The PCRF shall also provide the ACCESS_NETWORK_INFO_REPORT event trigger within Event-Trigger AVP (if this event trigger is not yet set).
For those PCC Rule(s) based on preliminary service information as described in 3GPP TS 29.214 [10] the PCRF may assign the QCI and ARP of the default bearer to avoid signalling to the UE. These PCC Rules shall not include the Packet-Filter-Usage AVP within the Flow-Information AVP included in the Charging-Rule-Definition AVP.
NOTE x:
3GPP TS 23.203 provides further information about appropriate PCC rules in sub-clause 6.2.1.0.
If the ACCESS_NETWORK_INFO_REPORT event trigger is set, upon installation, modification and removal of any PCC rule(s) with the Required-Access-Info AVP the PCEF shall determine if it can obtain the required location information for the used IP CAN type. If the PCEF can obtain the required location information, it shall apply appropriate IP CAN specific procedures to obtain this information. When the PCEF then receives access network information through those IP CAN specific procedures , the PCEF shall provide the required access network information to the PCRF within the 3GPP-User-Location-Info AVP, User-Location-Info- Time AVP (if available) and/or 3GPP-MS-TimeZone AVP as requested by the PCRF; the PCEF shall also provide the ACCESS_NETWORK_INFO_REPORT event trigger within Event-Trigger AVP. The kind of user location retrieved in the access network is defined in the corresponding annex.
During bearer deactivation or IP-CAN session termination procedure, the PCEF shall provide the access network information to the PCRF by including the user location information within the 3GPP-User-Location-Info AVP(if available), the information on when the UE was last known to be in that location within User-Location-Info-Time AVP(if available), the PLMN identifier within the 3GPP-SGSN-MCC-MNC (if the user location information is not available) and the timezone information within the 3GPP-MS-TimeZone AVP.
If the PCRF requested user location as part of the Required-Access-Info AVP and it is not available in the PCEF, the PCEF shall provide the serving PLMN identifier within the 3GPP-SGSN-MCC-MNC AVP.
* * * 2nd Change * * * 
4a.5.16
Reporting Access Network Information
If the AF requests the PCRF to report the access network information, the PCRF shall provide the requested access network information indication (e.g. user location and/or user timezone information) to the BBERF as follows:
-
If the PCRF is installing or modifying a QoS rule, the PCRF shall include the Required-Access-Info AVP within the QoS-Rule-Definition AVP of an appropriate installed or modified QoS rule;
-
Otherwise, if the PCRF is removing QoS rules based on the AF requests, the PCRF shall include the Required-Access-Info AVP within the QoS-Rule-Remove AVP associated with the corresponding QoS rules being removed.
The PCRF shall also provide the ACCESS_NETWORK_INFO_REPORT event trigger within Event-Trigger AVP(if this event trigger is not yet set).
For those QoS Rule(s) based on preliminary service information as described in 3GPP TS 29.214 [10] the PCRF may assign the QCI and ARP of the default bearer to avoid signalling to the UE. These QoS Rules shall not include the Packet-Filter-Usage AVP within the Flow-Information AVP included in the QoS-Rule-Definition AVP.
NOTE x:
3GPP TS 23.203 provides further information about appropriate QoS rules in sub-clause 6.2.1.0.
If the ACCESS_NETWORK_INFO_REPORT event trigger is set, upon installation, modification and removal of any QoS rule(s) with the Required-Access-Info AVP the BBERF shall determine if it can obtain the required location information for the used IP CAN type. If the BBERF can obtain the required location information, it shall apply appropriate IP CAN specific procedures to obtain this information. When the BBERF then receives access network information through those IP CAN specific procedures, the BBERF shall provide the corresponding access network information to the PCRF within the3GPP-User-Location-Info AVP, 3GPP-User-Location-Info- Time AVP (if available) and/or 3GPP-MS-TimeZone AVP as requested by the PCRF; the BBERF shall also provide the ACCESS_NETWORK_INFO_REPORT event trigger within Event-Trigger AVP.
During bearer deactivation or IP-CAN session termination procedure, the BBERF shall provide the access network information to the PCRF by including the user location information within the 3GPP-User-Location-Info AVP( if available), the information on when the UE was last known to be in that location within User-Location-Info-Time AVP(if available), the PLMN identifier within the 3GPP-SGSN-MCC-MNC (if the user location information is not available) and the timezone information within the 3GPP-MS-TimeZone AVP.
If the PCRF requested user location as part of the Required-Access-Info AVP and it is not available in the BBERF, the BBERF shall provide the serving PLMN identifier within the 3GPP-SGSN-MCC-MNC AVP.
* * * 3rd Change * * * 
5.3.3
Charging-Rule-Remove AVP (All access types)

The Charging-Rule-Remove AVP (AVP code 1002) is of type Grouped, and it is used to deactivate or remove PCC rules from an IP CAN session.

Charging-Rule-Name AVP is a reference for a specific PCC rule at the PCEF to be removed or for a specific PCC rule predefined at the PCEF to be deactivated. The Charging-Rule-Base-Name AVP is a reference for a group of PCC rules predefined at the PCEF to be deactivated.
Required-Access-Info AVP may be included if the AF requests the PCRF to report access network information and the PCRF is removing PCC rules based on the AF requests.
AVP Format:

Charging-Rule-Remove ::= < AVP Header: 1002 >








*[ Charging-Rule-Name ]








*[ Charging-Rule-Base-Name ]
               



*[ Required-Access-Info ]               







*[ AVP ]

* * * 4th Change * * * 
5a.3.2
QoS-Rule-Remove AVP (All access types)

The QoS-Rule-Remove AVP (AVP code 1052) is of type Grouped, and it is used to deactivate or remove QoS rules from an Gateway Control session.

QoS-Rule-Name AVP is a reference for a specific QoS rule at the BBERF to be removed or for a specific QoS rule predefined at the BBERF to be deactivated. The QoS-Rule-Base-Name AVP is a reference for a group of QoS rules predefined at the BBERF to be deactivated.
Required-Access-Info AVP may be included if the AF requests the PCRF to report access network information and the PCRF is removing QoS rules based on the AF requests.
AVP Format:

QoS-Rule-Remove ::= < AVP Header: 1052>








*[ QoS-Rule-Name ]







*[ QoS-Rule-Base-Name ]
               



*[ Required-Access-Info ]







*[ AVP ]
* * * 5th Change * * * 
B.3.15
Reporting Access Network Information
The procedure described in subclause 4.5.22 or subclause 4a.5.16 applies.

In case of a GTP-based 3GPP access the P-GW provides the CGI/SAI/ECGI within the 3GPP-User-Location-Info AVP.
In case of a PMIP-based 3GPP access the S-GW provides the CGI/SAI/ECGI within the 3GPP-User-Location-Info AVP.
If the ACCESS_NETWORK_INFO_REPORT event trigger is set, upon installation, modification and removal of any PCC/QoS rule(s) with the Required-Access-Info AVP the PCEF/BBERF shall send an appropriate "Bearer Setup Request", "Update Bearer Request" or "Delete Bearer Request". The response message will include the access network information to the PDN GW.
NOTE:
No specific request for location information reporting is required within those request messages.
* * * End of Changes * * * 
