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	499
	C4-141304
	Updating IMEI URN draft reference to RFC 7254
	BlackBerry UK Ltd
	Rel-8
	23.003
	0387
	
	F
	TEI8
	

	499
	C4-141305
	Updating IMEI URN draft reference to RFC 7254
	BlackBerry UK Ltd
	Rel-9
	23.003
	0388
	
	A
	TEI8
	

	499
	C4-141306
	Updating IMEI URN draft reference to RFC 7254
	BlackBerry UK Ltd
	Rel-10
	23.003
	0389
	
	A
	TEI8
	

	499
	C4-141307
	Updating IMEI URN draft reference to RFC 7254
	BlackBerry UK Ltd
	Rel-11
	23.003
	0390
	
	A
	TEI8
	

	499
	C4-141308
	Updating IMEI URN draft reference to RFC 7254
	BlackBerry UK Ltd
	Rel-12
	23.003
	0391
	
	A
	TEI8
	

	500
	C4-141561
	Encoding of BSS Container in E-UTRAN to GERAN PS Handover
	Alcatel-Lucent, Alcatel-Lucent Shanghai Bell, Nokia Networks
	Rel-9
	29.274
	1506
	1
	F
	TEI9
	36.413-abcd

	500
	C4-141584
	Corrections to E-UTRAN to GERAN PS Handover
	Alcatel-Lucent, Alcatel-Lucent Shanghai Bell
	Rel-9
	29.060
	0989
	1
	F
	TEI9
	

	500
	C4-141585
	Corrections to E-UTRAN to GERAN PS Handover
	Alcatel-Lucent, Alcatel-Lucent Shanghai Bell
	Rel-10
	29.060
	0990
	1
	A
	TEI9
	

	500
	C4-141586
	Corrections to E-UTRAN to GERAN PS Handover
	Alcatel-Lucent, Alcatel-Lucent Shanghai Bell
	Rel-11
	29.060
	0991
	1
	A
	TEI9
	

	500
	C4-141587
	Corrections to E-UTRAN to GERAN PS Handover
	Alcatel-Lucent, Alcatel-Lucent Shanghai Bell
	Rel-12
	29.060
	0992
	1
	A
	TEI9
	

	501
	C4-141558
	BSS Container in the Forward Location Request Response
	Alcatel-Lucent
	Rel-10
	29.274
	1516
	
	F
	TEI10
	

	501
	C4-141559
	BSS Container in the Forward Location Request Response
	Alcatel-Lucent
	Rel-11
	29.274
	1517
	
	A
	TEI10
	

	501
	C4-141560
	BSS Container in the Forward Location Request Response
	Alcatel-Lucent
	Rel-12
	29.274
	1518
	
	A
	TEI10
	

	502
	C4-141541
	Bearer contexts in Modify Access Bearers Request
	Alcatel-Lucent, Alcatel-Lucent Shanghai Bell
	Rel-11
	29.274
	1508
	1
	F
	TEI11
	

	502
	C4-141542
	Bearer contexts in Modify Access Bearers Request
	Alcatel-Lucent, Alcatel-Lucent Shanghai Bell
	Rel-12
	29.274
	1509
	1
	A
	TEI11
	

	502
	C4-141605
	MDT PLMN List configuration parameter
	Nokia Networks, TeliaSonera
	Rel-11
	29.274
	1494
	2
	F
	TEI11
	

	502
	C4-141606
	MDT PLMN List configuration parameter
	Nokia Networks, TeliaSonera
	Rel-12
	29.274
	1495
	2
	A
	TEI11
	

	503
	C4-141285
	Repository data retrieval
	Nokia Networks, Ericsson
	Rel-11
	29.328
	0496
	
	F
	TEI11
	

	503
	C4-141286
	Repository data retrieval
	Nokia Networks, Ericsson
	Rel-12
	29.328
	0497
	
	A
	TEI11
	

	504
	C4-141593
	Procedures for TCP bearer connection control
	Alcatel-Lucent, Ericsson
	Rel-12
	23.334
	0058
	1
	B
	eMEDIASEC-CT
	

	504
	C4-141594
	Bandwidth adjustment due to e2ae media security
	Nokia Networks
	Rel-12
	23.334
	0060
	1
	F
	eMEDIASEC-CT
	

	504
	C4-141595
	Mp requirements for e2e media security
	Ericsson
	Rel-12
	23.333
	0070
	2
	B
	eMEDIASEC-CT
	

	504
	C4-141596
	MSRP Handling
	Nokia Networks
	Rel-12
	23.334
	0061
	
	B
	eMEDIASEC-CT
	

	504
	C4-141640
	IMS media security for TCP-based media using TLS and UDP-based media using DTLS
	Alcatel-Lucent
	Rel-12
	29.334
	0057
	3
	B
	eMEDIASEC-CT
	

	504
	C4-141657
	Bearer-level application level gateway (B-ALG) for TCP-based media
	Alcatel-Lucent
	Rel-12
	29.334
	0058
	3
	B
	eMEDIASEC-CT
	23.334-0061

	505
	C4-141442
	Storage of Load/Overload Control information at MME/SGSN/PGW
	Cisco
	Rel-12
	23.008
	0423
	
	B
	GOCMe
	

	505
	C4-141483
	New AVPs for Trusted WLAN access
	ZTE, Alcatel-Lucent, Alcatel-Lucent Shanghai Bell
	Rel-12
	29.230
	0405
	1
	B
	GOCMe
	29.273-0379

	505
	C4-141546
	Addition of missing changes
	Cisco
	Rel-12
	29.274
	1498
	1
	B
	GOCMe
	

	505
	C4-141548
	PGW selection with GTP-C APN level Load Control
	Huawei, Alcatel-Lucent, Alcatel-Lucent Shanghai Bell, Verizon, Ericsson, Noia Networks
	Rel-12
	29.303
	0078
	2
	B
	GOCMe
	29.303-0077

	505
	C4-141624
	Inclusion of MME/S4-SGSN Identifier in the Create/Update/Delete Bearer Response message
	Ericsson 
	Rel-12
	29.274
	1496
	3
	B
	GOCMe
	

	505
	C4-141625
	SGW/PGW selection with GTP-C node level load control
	Alcatel-Lucent, Alcatel-Lucent Shanghai Bell, Verizon, Cisco, Huawei, Ericsson, Nokia Networks
	Rel-12
	29.303
	0077
	2
	B
	GOCMe
	

	506
	C4-141317
	P-CSCF Restoration Indication
	Alcatel-Lucent, Alcatel-Lucent Shanghai Bell, Verizon, Ericsson, AT&T
	Rel-12
	29.274
	1499
	
	B
	P-CSCF_RES
	

	506
	C4-141318
	P-CSCF Restoration Indication
	Alcatel-Lucent, Alcatel-Lucent Shanghai Bell, Verizon, Ericsson, AT&T
	Rel-12
	29.060
	0987
	
	B
	P-CSCF_RES
	23.380-0054

	506
	C4-141492
	P-CSCF Restoration indication
	Ericsson, Alcatel Lucent, AT&T, Alcatel-Lucent Shanghai Bell
	Rel-12
	29.228
	0624
	2
	B
	P-CSCF_RES
	

	506
	C4-141526
	P-CSCF Restoration Indication
	Ericsson, Alcatel-Lucent, AT&T, Verizon Wireless, Alcatel-Lucent Shanghai Bell, Telecom Italia
AT&T, Verizon Wireless,
Alcatel-Lucent Shanghai Bell
	Rel-12
	29.002
	1181
	1
	B
	P-CSCF_RES
	23.380-0054

	506
	C4-141527
	P-CSCF Restoration Indication
	Ericsson, Alcatel-Lucent, AT&T, Verizon Wireless,
Alcatel-Lucent Shanghai Bell, Telecom Italia
	Rel-12
	29.305
	0058
	1
	B
	P-CSCF_RES
	

	506
	C4-141626
	HSS-based P-CSCF Restoration
	Ericsson, Alcatel Lucent, Verizon, AT&T, Telecom Italia, Alcatel-Lucent Shanghai Bell
	Rel-12
	23.380
	0054
	3
	B
	P-CSCF_RES
	

	506
	C4-141627
	P-CSCF Restoration indication
	Ericsson, Alcatel Lucent, AT&T, Alcatel-Lucent Shanghai Bell
	Rel-12
	29.229
	0266
	2
	B
	P-CSCF_RES
	

	506
	C4-141629
	P-CSCF restoration in roaming scenarios
	Alcatel-Lucent, Ericsson, AT&T, Verizon, Alcatel-L
	Rel-12
	23.380
	0055
	2
	B
	DOCME
	23.380-0054

	506
	C4-141633
	P-CSCF Restoration Indication
	Ericsson, Alcatel Lucent, AT&T, Alcatel-Lucent Shanghai Bell, Telecom Italia
	Rel-12
	29.230
	0406
	1
	B
	P-CSCF_RES
	

	506
	C4-141662
	PCRF based P-CSCF restoration
	NTT DOCOMO, NTC
	Rel-12
	23.380
	0056
	5
	B
	P-CSCF_RES
	

	506
	C4-141663
	P-CSCF Restoration Indication
	Ericsson, Alcatel-Lucent, AT&T, Verizon Wirelss, Alcatel-Lucent Shanghai Bell, Telecom Italia
AT&T, Verizon Wireless,
Alcatel-Lucent Shanghai Bell
	Rel-12
	29.272
	0567
	2
	B
	P-CSCF_RES
	

	506
	C4-141670
	P-CSCF restoration in roaming scenarios for PCRF based solution
	NTT DOCOMO, NTC
	Rel-12
	23.380
	0057
	3
	B
	P-CSCF_RES
	

	507
	C4-141500
	RAN assistant information storage in MME
	Huawei
	Rel-12
	23.008
	0420
	1
	B
	MTC-SDDTE-CT
	

	508
	C4-141501
	Reporting of Validity period of the trigger message expired in SMS-SC
	Huawei
	Rel-11
	29.337
	0013
	
	F
	TEI11
	

	508
	C4-141502
	Reporting of Validity period of the trigger message expired in SMS-SC
	Huawei
	Rel-12
	29.337
	0012
	1
	A
	TEI11
	

	509
	C4-141519
	Diameter Overload Control Over Sh
	Huawei
	Rel-12
	29.328
	0498
	1
	B
	DOCME
	

	509
	C4-141520
	Diameter Overload Control Over Sh
	Huawei
	Rel-12
	29.329
	0220
	1
	B
	DOCME
	29.328-0498

	510
	C4-141635
	Session Management back-off timer for UE in Single-Connection mode
	Alcatel-Lucent, Alcatel-Lucent Shanghai Bell, ZTE
	Rel-12
	29.273
	0379
	2
	B
	eSaMOG, GOCMe
	

	511
	C4-141396
	IMSI based Decorated NAI
	Nokia Networks
	Rel-12
	23.003
	0394
	
	F
	WLAN_NS-CT
	

	512
	C4-141254
	Handovers between non-3GPP and 3GPP access
	Nokia Networks
	Rel-12
	29.274
	1492
	
	F
	TEI12
	

	512
	C4-141336
	Dual Address Bearer Flag
	Alcatel-Lucent, Alcatel-Lucent Shanghai Bell
	Rel-12
	29.060
	0993
	
	F
	TEI12
	

	512
	C4-141380
	Correct the ambiguous GTP-U PDU
	Huawei
	Rel-12
	29.281
	0065
	
	F
	TEI12
	

	512
	C4-141394
	Create Session Request received for an existing PDN connection 
	Alcatel-Lucent, Alcatel-Lucent Shanghai Bell, AT&T
	Rel-12
	29.274
	1514
	
	F
	TEI12
	

	512
	C4-141535
	Repeated procedure description
	Huawei
	Rel-12
	29.274
	1512
	1
	F
	TEI12
	

	512
	C4-141539
	Deferred SN/CSG/Time zone change reporting in GERAN
	Ericsson 
	Rel-12
	29.274
	1515
	2
	F
	TEI12
	

	512
	C4-141551
	Correct procedure name for PDN connection deactivation
	NEC
	Rel-12
	29.274
	1510
	1
	F
	TEI12
	

	512
	C4-141552
	Correct procedure name for PDN connection deactivation
	NEC
	Rel-12
	29.060
	0994
	1
	F
	TEI12
	

	512
	C4-141600
	Reporting the RAN/NAS cause during bearer creation/modification failure scenarios
	Alcatel-Lucent, Alcatel-Lucent Shanghai Bell, AT&T
	Rel-12
	29.274
	1507
	2
	B
	TEI12
	

	512
	C4-141601
	Correct procedure name for PDN connection deactivation
	NEC
	Rel-12
	23.007
	0300
	2
	F
	TEI12
	

	512
	C4-141643
	Setting Handover Indication flag
	Nokia Networks
	Rel-12
	29.274
	1493
	2
	F
	TEI12
	

	513
	C4-141644
	Identification of the HSS
	Alcatel-Lucent,Alcatel-Lucent Shanghai Bell
	Rel-12
	23.003
	0392
	2
	F
	SMSMI-CT
	

	513
	C4-141645
	Identification of the HSS
	Alcatel-Lucent, Alcatel-Lucent Shanghai Bell
	Rel-12
	29.338
	0010
	2
	F
	SMSMI-CT
	23.003-0392

	513
	C4-141655
	Identification of the HSS
	Alcatel-Lucent
	Rel-12
	29.230
	0408
	
	F
	TEI12
	29.338-0010

	514
	C4-141647
	WLAN offloadability
	Huawei
	Rel-12
	23.008
	0421
	2
	B
	UTRA_LTE_WLAN_interw-CT
	

	514
	C4-141648
	WLAN offloadability defined in HSS
	Huawei
	Rel-12
	29.272
	0565
	2
	B
	UTRA_LTE_WLAN_interw-CT
	

	515
	C4-141288
	Session-Priority reference
	Nokia Networks
	Rel-12
	29.329
	0219
	
	D
	TEI12
	

	515
	C4-141371
	Clarification on REGISTRATION_AND_CAPABILITIES for De-registration
	Huawei
	Rel-12
	29.228
	0626
	
	F
	TEI12
	

	515
	C4-141372
	Clarification on Unregistered User
	Huawei
	Rel-12
	29.228
	0627
	
	F
	TEI12
	

	515
	C4-141521
	T-GRUU restoration
	Nokia Networks
	Rel-12
	23.380
	0053
	1
	F
	TEI12
	

	515
	C4-141522
	T-GRUU restoration
	Nokia Networks
	Rel-12
	29.229
	0265
	1
	F
	TEI12
	23.380-0053

	515
	C4-141523
	T-GRUU restoration
	Nokia Networks
	Rel-12
	29.230
	0403
	1
	F
	TEI12
	23.380-0053

	515
	C4-141524
	Unsuccessful multiple repository data update
	Nokia Networks
	Rel-12
	29.328
	0495
	1
	F
	TEI12
	

	516
	C4-141650
	Remove TS29.234 from TS 29.273
	Huawei
	Rel-12
	29.273
	0382
	1
	F
	TEI12
	

	516
	C4-141651
	Remove TS 23.234 from TS 29.273
	Huawei
	Rel-12
	29.273
	0381
	2
	F
	TEI12
	

	516
	C4-141652
	Leading Digit of User-Name AVP
	Ericsson
	Rel-12
	23.003
	0395
	1
	F
	TEI12
	

	516
	C4-141653
	Title Closing TS29.234 and reused AVP in TS 29.273
	Huawei
	Rel-12
	29.002
	1182
	1
	F
	TEI12
	29.273-0382

	516
	C4-141656
	Title Closing TS 29.234 and reused AVP in TS 29.273
	Huawei
	Rel-12
	29.173
	0016
	1
	F
	TEI12
	29.273-0382

	516
	C4-141671
	Title Closing TS29.234 and reused AVP in TS 29.273
	Huawei
	Rel-12
	29.230
	0407
	2
	F
	TEI12
	29.273-0382

	517
	C4-141517
	MB2-C codes
	Nokia Networks
	Rel-12
	29.230
	0404
	1
	F
	TEI12
	

	517
	C4-141518
	Adding data related to the MB2 Interface for GCSE
	Nokia Networks
	Rel-12
	23.008
	0422
	1
	B
	GCSE_LTE-CT
	

	518
	C4-141537
	PGW ID in the Update Notification
	Huawei
	Rel-12
	29.275
	0313
	1
	B
	TEI12
	

	518
	C4-141538
	Remove Editor's note for S5 path failure
	Huawei
	Rel-12
	23.007
	0304
	1
	F
	TEI12
	

	518
	C4-141602
	PGW ID in the PGW Downlink Triggering Notification
	Huawei
	Rel-12
	29.274
	1513
	2
	B
	TEI12
	

	519
	C4-141529
	Circuit ID in NetLoc-TWLAN
	Ericsson, Orange, Nokia Networks
	Rel-12
	29.273
	0383
	1
	B
	NETLOC_TWAN_CT
	

	519
	C4-141530
	Add Logical Access ID for Sh
	Orange, Nokia Networks
	Rel-12
	29.328
	0499
	1
	B
	NETLOC-TWAN_CT
	

	520
	C4-141562
	Corrections to Transport Protocol table
	Alcatel-Lucent
	Rel-12
	29.238
	0053
	1
	F
	TEI12
	

	520
	C4-141563
	MRFP Capability Change
	Nokia Networks
	Rel-12
	29.333
	0072
	1
	F
	TEI12
	

	520
	C4-141564
	TrGW Capability Change
	Nokia Networks
	Rel-12
	29.238
	0054
	1
	F
	TEI12
	

	521
	C4-141658
	Handling of GTP Error Indication for Dual connectivity
	Huawei, Ericsson, Alcatel-Lucent, Alcatel-Lucent Shanghai Bell
	Rel-12
	23.007
	0301
	3
	B
	LTE_SC_enh_dualC-CT
	

	521
	C4-141659
	Introduction of Dual Connectivity Function
	Huawei, Ericsson, Alcatel-Lucent, Alcatel-Lucent Shanghai Bell
	Rel-12
	29.274
	1511
	3
	B
	LTE_SC_enh_dualC-CT
	

	521
	C4-141660
	Introduction of Dual Connectivity Function
	Huawei, Ericsson, Alcatel-Lucent. Alcatel-Lucent Shanghai Bell
	Rel-12
	29.281
	0064
	2
	B
	TEI12, LTE_SC_enh_dualC
	

	522
	C4-141321
	Reporting changes of UE presence in a Presence Reporting Area
	Alcatel-Lucent, Alcatel-Lucent Shanghai Bell
	Rel-12
	29.274
	1500
	
	B
	CNO_ULI-CT
	

	522
	C4-141577
	Inclusion PRA information in the Create/Update Bearer Response message
	Ericsson, Alcatel-Lucent, Alcatel-Lucent Shanghai 
	Rel-12
	29.274
	1497
	1
	B
	CNO_ULI-CT
	

	522
	C4-141578
	ULI change reporting when E-RAB/RAB/PFC is established
	Alcatel-Lucent, Alcatel-Lucent Shanghai Bell, Cisco, Ericsson
	Rel-12
	29.274
	1501
	2
	B
	CNO_ULI-CT
	

	522
	C4-141579
	ULI change reporting when RAB/PFC is established
	Alcatel-Lucent, Alcatel-Lucent Shanghai Bell, Cisco, Ericsson
	Rel-12
	29.060
	0988
	2
	B
	CNO_ULI-CT
	

	523
	C4-141528
	Update of ProSe Application Code format
	Qualcomm Incorporated, Telecom Italia, Deutsche Telekom
	Rel-12
	23.003
	0393
	2
	B
	ProSe-CT
	

	523
	C4-141665
	Clarification on ProSe Subscription Data
	Huawei
	Rel-12
	29.272
	0564
	2
	B
	ProSe-CT
	

	523
	C4-141666
	Restoration for HSS Reset
	Huawei
	Rel-12
	23.007
	0302
	2
	B
	ProSe-CT
	


