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* * * 1st Change * * * 
F.2.2
Abbreviations
The following abbreviations are relevant for this annex only:

BBF
Broadband Forum
BPCF
Broadband Policy Control Function

NSWO
Non-Seamless WLAN offload

NSWO-APN
Non-Seamless WLAN offload APN
RG
Residential Gateway

* * * 2nd Change * * * 
F.4.2
IP-CAN Session Establishment
The PCEF in the IP Edge initiates the IP-CAN session establishment as specified in subclause 4.1, with the exceptions as described in Annex F.4.1.The PCRF shall provide parameters to the PCEF in the IP Edge at IP-CAN session establishment as described in 3GPP TS 29.212 [9] Annex G.5.2.








* * * 3rd Change * * * 
F.4.4
IP-CAN Session Modification
F.4.4.1
PCRF-Initiated IP-CAN Session Modification

For PCRF-Initiated IP-CAN session modification, the procedures described in subclause 4.3.1 apply, with the exceptions described in subclause F.4.1.  The PCRF shall provide parameters to the PCEF in the IP Edge at IP-CAN session modification as described in 3GPP TS 29.212 [9] Annex G.5.4.2.
· 
F.4.4.2
PCEF-Initiated IP-CAN Session Modification

For PCEF-Initiated IP-CAN session modification, the procedures described in subclause 4.3.2 apply, with the exceptions described in subclause F.4.1. The PCRF shall provide parameters to the PCEF in the IP Edge at IP-CAN session modification as described in 3GPP TS 29.212 [9] Annex G.5.4.1.
* * * End of Changes * * * 
