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***** BEGIN MODIFICATION *****
7.9A.2
Definition of feature-capability indicator g.3gpp.icsi-ref
Feature-capability indicator name: g.3gpp.icsi-ref.
Summary of the feature indicated by this feature-capability indicator: Each value of the Service Reference feature-capability indicator indicates the software applications supported by the entity. The values for this feature-capability indicator equal the IMS communication Service Identifier (ICSI) values supported by the entity.

Multiple feature-capability indicator values can be included in the Service Reference feature-capability indicators.
When included in the Feature-Caps header field, according to RFC 6809 [190], the value of this feature-capability indicator contains the IMS communication service identifier (ICSI) of the IMS communication service supported for use:

-
in the standalone transaction (if included in a request for a standalone transaction or a response associated with it); or

-
in the dialog (if included in an initial request for dialog or a response associated with it);

by the entity which included the Feature-Caps header field.


Feature-capability indicator specification reference: 3GPP TS 24.229: "IP multimedia call control protocol based on Session Initiation Protocol (SIP) and Session Description Protocol (SDP); Stage 3".

Values appropriate for use with this feature-capability indicator:

When used in a Feature-Caps header field, the g.3gpp-icsi-ref feature-capability indicator is encoded using the feature-cap header field rules specified in clause 6.3 of RFC 6809 [190], where the feature-capability indicator value is an instance of fcap-value-list, listing one or more token values, as specified in RFC 6809 [190].

Examples of typical use: Indicating support of IMS Communication Services to other network entities.
Security Considerations: Security considerations for this feature-capability indicator are discussed in clause 9 of RFC 6809 [190].
***** END MODIFICATION *****
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