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A.3.3.1
Major capabilities

Table A.328: Major capabilities

	Item
	Does the implementation support
	Reference
	RFC status
	Profile status

	
	Capabilities within main protocol
	
	
	

	0A
	application of session policy?
	6.2, 6.3
	x
	c2

	
	Extensions
	
	
	

	1
	integration of resource management and SIP?
	[30] [64]
	o
	n/a

	2
	grouping of media lines?
	[53]
	c3
	x

	3
	mapping of media streams to resource reservation flows?
	[54]
	o
	x

	4
	SDP bandwidth modifiers for RTCP bandwidth?
	[56]
	o
	c1

	5
	TCP-based media transport in the session description protocol?
	[83]
	o
	c11

	6
	interactive connectivity establishment?
	[99]
	o
	c4

	7
	session description protocol format for binary floor control protocol streams?
	[108]
	o
	o

	8
	extended RTP profile for real-time transport control protocol (RTCP)-based feedback (RTP/AVPF)?
	[135]
	o
	c5

	9
	SDP capability negotiation?
	[137]
	o
	c9

	10
	Session Description Protocol (SDP) extension for setting up audio media streams over circuit-switched bearers in the Public Switched Telephone Network (PSTN)?
	[155]
	o
	c6

	11
	miscellaneous capabilities negotiation in the Session Description Protocol (SDP)?
	[156]
	o
	c6

	14
	Secure Real-time Transport Protocol (SRTP)?
	[169]
	o
	o

	15
	MIKEY-TICKET?
	[170]
	o
	o

	16
	SDES?
	[168]
	o
	o

	17
	end-to-access edge media security using SDES?
	7.5.2
	n/a
	n/a

	17A
	end-to-access-edge media security for MSRP using TLS and certificate fingerprints?
	7.5.2
	n/a
	n/a

	17B
	end-to-access-edge media security for BFCP using TLS and certificate fingerprints?
	7.5.2
	n/a
	n/a

	17C
	end-to-access-edge media security for UDPTL using DTLS and certificate fingerprints?
	7.5.2
	n/a
	n/a

	18
	SDP media capabilities negotiation?
	[172]
	o
	c8

	19
	Transcoding Services Invocation in the Session Initiation Protocol (SIP) Using Third Party Call Control (3pcc)?
	[166]
	m
	i

	20
	Message Session Relay Protocol?
	[178]
	o
	o

	20A
	Connection establishment for media anchoring for the message session relay protocol?
	[214]
	o
	c12

	21
	a SDP offer/answer mechanism to enable file transfer?
	[185]
	o
	o

	22
	optimal media routeing?
	[11D]
	n/a
	o

	23
	ECN for RTP over UDP?
	[188]
	o
	c10

	24
	T.38 FAX?
	[202]
	n/a
	o

	25
	support for reduced-size RTCP?
	[204]
	o
	o

	26
	RTCP extended reports?
	[205]
	o
	o

	27
	maximum receive SDU size?
	[9B]
	o
	o

	28
	the SDP content attribute
	[206]
	o
	o

	29
	a general mechanism for RTP header extensions?
	[210]
	o
	o

	30
	negotiation of generic image attributes in the session description protocol (SDP)?
	[211]
	o
	o

	31
	connection-oriented media transport over the TLS protocol in the SDP?
	[216]
	o
	o

	32
	UDPTL over DTLS?
	[217]
	o
	o

	33
	telepresence?
	[7G]
	o
	o

	34
	SCTP over DTLS?
	[219]
	o
	o

	35
	DTLS-SRTP?
	[222], [225]
	o
	o

	36
	STUN Usage for Consent Freshness?
	[224]
	o
	o

	c1:
IF A.3/2 OR A.3A/88 THEN m ELSE n/a - - P-CSCF, ATCF (proxy).

c2:
IF A.3/2 OR A.3/4 THEN o ELSE x – P-CSCF, S-CSCF.
c3:
IF A.328/3 THEN m ELSE o - - mapping of media streams to resource reservation flows.

c4:
IF A.3/2 OR A.3/4 THEN m ELSE n/a - - P-CSCF, S-CSCF.
c5:
IF (A.3A/50A AND A.3/7C) OR A.3/2 OR A.3/4 OR A.3A/88 THEN m ELSE n/a - - multimedia telephony service application server as AS acting as a SIP proxy, P-CSCF, S-CSCF, ATCF (proxy).
c6: 
IF (A.3A/83 AND A.3/7C) OR A.3/4 THEN m ELSE IF A.3A/88 THEN i ELSE n/a - - SCC application server, AS acting as a SIP proxy, S-CSCF, ATCF (proxy).
c7:
IF A.328/18 THEN m ELSE o - - SDP media capabilities negotiation.

c8:
IF A.3/2 OR A.3/4 THEN m ELSE IF A.3A/88 THEN i ELSE o - - P-CSCF, S-CSCF, ATCF (proxy).
c9:

IF (A.3A/50A AND A.3/7C) OR A.3/2 OR A.3/4 OR A.328/18 OR A.3A/88 THEN m ELSE n/a - - multimedia telephony service application server as AS acting as a SIP proxy, P-CSCF, S-CSCF, SDP media capabilities negotiation, ATCF (proxy).
c10:

IF A.3A/88 THEN o ELSE i - - ATCF (proxy).
c11:
IF A.3/2 OR A.3/4 OR A.3A/88 THEN m ELSE n/a - - P-CSCF, S-CSCF, ATCF (proxy).
c12:
IF A.317/20 THEN m ELSE n/a - - message session relay protocol.
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