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	Reason for change:
	TS 24.008 has the following section:
1.7.2.2
Packet services in Iu mode (Iu mode only)

An MS attached to packet switched domain may operate in one of the following MS operation modes, see 3GPP TS 23.060 [74]:

-
PS/CS mode of operation; or

-
PS mode of operation. 

The terms 'PS/CS mode of operation' and 'PS mode of operation' are not used in the present document with some exceptions. Instead the terms 'MS operation mode A' and 'MS operation mode C' are used.

In network operation mode I and II (see 3GPP TS 23.060 [74]), an MS in PS/CS mode of operation shall use the same
procedures as for a GPRS MS operating in MS operation mode A, unless it is explicitly stated for A/Gb mode only or
Iu mode only.

In network operation mode I and II, an MS in PS mode of operation shall use the same procedures as for a GPRS MS operating in MS operation mode C, unless it is explicitly stated for A/Gb mode only or Iu mode only.
When checking TS 23.060, it was realized that the spec never uses “PS/CS” but only (and correctly) the “CS/PS” mode of operation.

In addition, one should also bear in mind that the TS 24.301 refers to similar modes of operation as “CS/PS mode1” and “CS/PS mode 2”.

	
	

	Summary of change:
	The incorrect terminology of PS/CS has been replaced by CS/PS

	
	

	Consequences if not approved:
	There will be incomsistancy between the Stage 2 and Stage 3 specs when it comes to the usage of correct termionology for an MS that supports both CS and PS modes simultaneously
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-
PS mode of operation. 
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In network operation mode I and II (see 3GPP TS 23.060 [74]), an MS in CS/PS mode of operation shall use the same
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